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Max. lifting moment: 10000t-m

Max. boom length: 108m

Max. luffing jib combination: 96m+96m

The parameters and diagrams in the brochure is only for reference, which is subject to

further update in real machine.
Version: V2.0

B www.sany.com.cn
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04 I SCCT500A Crawler Crane

Main Characteristics

Product Specification

Engine
= Model: Cummins QSX15-C600 Diesel engine;
= Type: 4-stroke, water-cooled, vertical in-line é cylinders, direct
injection, turbo-charger, intercooler, complied with European
Off-highway Tier Il Emission Standard and Chinese Off-highway
Tier lll Emission Standard.
Displacement: 15L;
Rated power: 447kW/1800rpm;
Max. Torque: 2542N-m/1400rpm;
Starter: 24V-8.25kW:
Radiator: fin type aluminum plate core;
Air cleaner: Dry type system with main filter element, safety
element and resistance indicator;
Throttle: Grip type hand throttle, electrically-controlled;
Fuel filter: Replaceable paper element;
Batteries: Two 12Vx180Ah capacity batteries, connected in
serias;
Fuel tank capacity: 1000L

Electrical Control System

Self-developed SYIC-Il integrated control system is adopted with
higher integration, precise operation and reliable quality;

Control system consists of power system, engine system,
main control system, LMI system, auxiliary system and safety
monitoring system. CAN BUS is used for data communication
between controller, monitor and the engine.

Monitor: the working parameters and status are shown on the
monitor, such as the engine speed, fuel volume, engine oil

pressure, servo pressure, wind speed, engine working hours, LMI
data, ground bearing pressure, control handle function, alarm
information, failure self-diagnosis;

Remote Monitoring System: newly developed APP can collect
equipment status at any time anywhere. Online functions such
as smart maintenance reminder, failure alarm, construction
data feeding, one-click service request, equipment health
management are available, which makes the information more
transparent and instant;

Remote Control System: all main mechanisms and assisting
cylinders can be controlled through remote control box as an
optional feature. The monitor can show data of engine and LMI
to ensure smarter, easier and safer operation.
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Hydraulic System
= Main pumps: five 125CC close piston pumps of variable
displacement are adopted to provide oil supply for main
actuators of main machine.
Gear pump: two dual-gear pumps for boosting oil for close-
circuit system, oil radiator, A/C control circuit;
Control: closed main pump adopts electrical proportional bi-

directional control; winch motor adopts limitless adjustable
piston motor of variable displacement. The operating
components are two one-way electrical control handle, one dual-
travel electrically controlled pedal to control various actuators
proporticnally.

= Way of cooling: air-cooled heat exchanger, fan core and multi-

stage cooling.

Filter: large flow, high precision filter, with bypass valve and

transmitter, which can remind the user to replace the filter

element in time.

Max. pressure of system:

Main/aux. load hoist, boom/jib hoist, superlift luffing and travel

systermn: 33MPa

Superlift counterweight, self-assembly cylinder:31.5MPa

Swing system: 30MPa

Servo system: 4MPa

Hydraulic Tank Capacity:1045L

Load Hoisting Mechanism

A variable hydraulic motor drives the planetary gear reducer
to control the lifting and lowering of main hoists | and Il
Meanwhile, the infinitely variable displacement ensures the
excellent acceleration of hoisting power of main hoist | and II.
Lifting capacity below 325t needs only one hoist, while two
hoists must be applied simultaneously when the capacity
exceeds 325t. Synchronization function of main hoists | and Il is
available;

The maximum parts of line is 48. Multi-layer winding for drum
with fold-line grooves can avoid rope disorder. Reducer is

featured with low noise, high efficiency, long service life, and
convenient oil change.

Main Hoisting Drum diameter 630mm
wﬁ?m'gm Rope speed on the outermost work layer 0~130m/min
Mf&;‘rﬁ:ﬂn Wire rope diameter 28mm
Ww1-2 i i
e - Wire rope length of main hoist 1180m
Machanism Rated single line pull 171t
Drum diameter 430mm
Auxiliary Rope speed on the outermost werk layer  0~120m/min
Halsing Wire rope diameter 28mm
Mechanism P
w2 Wire rope length of auxiliary hoist 665m
Rated single line pull 17.1t
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Main Characteristics

Luffing Mechanism

* Including: luffing mechanisms of the boom, jib and superlift;

= Drums with fold-line grooves are adopted for all luffing devices.
Hydraulic motor drives the planetary gear reducer with excellent
infinitely variable displacement to realize multi-functions.

Drurn diameter 630rmm
Main and )
Auxiliary Rope speed on the outermost work layer | 0~112m/min
\‘I\:\'Il;chanism Steel rope diameter 28mm
Steel rope length of main luffing 680m
Drum diameter 630mm
i‘”{:lilia"y Rope speed on the outermost work layer 0~120m/rmin
uffin
W4 2 Steel rope diameter 28mm
Steel rope length of auxiliary luffing 960m
Drurn diameter 630mem
EUE?TH'& Rope speed on the outermost work layer | 0~125m/min
uffin
W5 2 Steel rope diameter 28mm
Steel rope length of superift luffing 1150m

Swing Mechanism

= Swing brake adopts wet, spring loaded, normally-closed brake,
and braking through spring force;

* Swing system adopts closed system with free slipping function.
It is featured in steady starting and control, and excellent inching
function.

= Swing drive: external engaged swing drive with 360° swing
range, and the max. swing speed is 1.0r/min. The max. drive
pressure can reach 33MPa.

= Swing lock: cylinder lock can ensure the upperworks locked
securely after work or during transport;

= Swing ring: three-row roller bearing

Product Specification

Cab and Control

* Novel operator's cab with fashionable profile, nice interior and
large window glass, which can tilt up by 20°to provide panorama
view. There are low and high-beam lights, back-view mirror,
heater and A/C, radio and other functions. The layout of seat,
handles, control buttons are designed with ergonomic principles
to make operation more comfortable.

Cab layout: Integrated 10.4-inch touch screen, two monitors,
standard vibration handle, and man-machine interaction
interface are more improved.

Armrest box: on the left and right armrest box are control
handles, electrical switches, emergent stop and ignition switch.
The armrest box can be adjusted along with the seat.

Seat: multi-way and multi-level floating adjustable seat with
unload switch.

A/C: cool and heat air; optimized air channels and vents.
Multiple cameras can present on the monitor at the same time
to realize backing video, real-time menitoring of hook working,
travel area, winch and wire rope reeving conditions.

Counterweight

The counterweight includes: carbody counterweight, rear
counterweight, superlift counterweight.

Carbody counterweight:70t( with tray), rear counterweight: 210t(
with tray), superlift counterweight: 360t{ with tray).

Upperworks

High-strength steel weld framework, with no torsion or
deformation. The parts are laid out in the way that is easier for
maintenance and service.

Quality Changes the World [l
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Main Characteristics

Product Specification

Carbody

= The hydraulic cylinder drives power pin to be connected with
track frame to facilitate the assembly and disassembly. Frame
structures are welded by high-strength steel. Larger chassis
design greatly improves the stability of the crane. The self-
assembled carbody counter weight is 70t, with 35t at both front
and the rear.

Crawler Assembly

Track frame: each track frame is equipped with an independent
travel driving device. A hydraulic travel motor drives the
planetary gear reducer and realizes independent traveling
through the transmission of driving wheel. The travel system
is configured with high and low speeds: sufficient traction is
provided in low speed to realize 100% pick and carry, while
faster job-site transfer is possible in high travel speed. Infinite
variable speed can be realized in travel driving system.

Track sheoe: it is manufactured by advanced casting techniques
and materials with high strength and good wear resistance. After
assembled on the machine, the tension can be adjusted by a
hydraulic jack with shims used to secure the crawler position.

One-key Leveling of Outriggers

With the machine gravity calculated in real time, the outrigger
balance is detected by the cylinder pressure sensor, the
outriggers can be adjusted to level state by one key to reduce
assembly time and improve efficiency.
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Boom

= The boom is a spatial lattice structure with equal section areas
for inserts and tapered section areas for both ends. With pipes
welded together, and boom tip and root strengthened with steel
plates, it can better transfer the load;

= The length of the boom ranges from that (24m) of the base
boom to the maximum length (108m, with superlift mast) and it
can be increased progressively by ém;

= Composition: boom base 10.5mx1, transitional insert 12mx1,
connecting tip (boom top) 1.5mx1, insert section émx2, and
insert section 12mx=6é:

= The extension jib shall be installed on the boom top.

Fixed Jib

= The fixed jib is a spatial lattice structure with equal section areas
for inserts and tapered section areas for both ends. With pipes
welded together, and boom tip and root strengthened with steel
plates, it can better transfer the load;

= The length of fixed jib is 12m;

= Composition: jib base 6mx1, and jib top 6m=x1.

Luffing Jib

= The luffing jib is a spatial lattice structure with equal section
areas for inserts and tapered section areas for both ends. With
pipes welded together, and boom tip and root strengthened
with steel plates, it can better transfer the load;

= The length of the luffing jib ranges from 24m to 96m;

= Composition: jib base 10.5mx1, tapered section boom émx1,
jib insert 6mx2, jib insert 12mx5, and jib top 7.5mx1;

= The extension jib shall be installed on the luffing jib top.
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Main Characteristics

Superlift Device

* The superii'Ft mast is a spatial lattice structure with equal section
areas for inserts and tapered section areas for both ends. With
pipes welded together, and boom tip and root strengthened

with steel plates, it can better transfer the load;
* The superii'Ft mast is 36m, 42m;

= Composition: mast base 12mx1, insert section 12mx1, é6mx1

and boom top 12mx1.

Power boom

= The strengthened boom is a spatial lattice structure with equal
section areas for inserts and tapered section areas for both
ends. With pipes welded together, and boom tip and root
strengthened with steel plates, it can better transfer the load,;

= The boom length ranges from 48m to 108m;

= Composition: boom base: 12mx1, boom insert: 12mx7, boom

top:12mx1.

Super power boom

= The superlift jib is a spatial lattice structure with equal section
areas for inserts and tapered section areas for both ends. With
pipes welded together, and boom tip and root strengthened

with steel plates, it can better transfer the load;

* Boom length:42m;

= Composition: boom base: 3mx1, boom top:3mx1, boom insert:

3b6mi(six 12m boom insert, each two combined in parallel).

Hook

= 6 kinds of hooks are available, and specific parameters are as

follows:

Name of Hook

650t hook
350t hook
180t hook
150t hook
50t hook
18t ball hook

MNote: the 650t hook can be decompaosed to 325t hook.

| Max. Lifting
| Capacity (f)
&50
350
180
150
50
18

Quantity Pulleys | Unit Weight (1)

—_

2x13
2%7
2x3

202
10.5
6.3
4.75
1.4

Product Specification

Additional attachments:
= Side outriggers for erection aid;
= Lowerworks jack cylinders;
= Crawler self-assembly cylinder {on the boom hoist mast);
= Portable power pack;
= Quick connector between upperworks and lowenworks.

Operating Weight

= The operating weight is about 518t, including the upperworks,
lowerworks, rear counterweight of basic machine, carbody
counter weight, 24m basic boom and 650t hook.

Ground Pressure
= The average ground pressure of machine with basic boom is
0.15MPa.

Gradeability
* The gradeability of machine with basic boom is 15%.

Quality Changes the World [l
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Main Characteristics

Safety Devices

Load Moment Limiter

* The proprietory load moment limiter independently -developed
by Sany is adopted, which forms a network with other controllers
through CAN bus line, so as to realize safe and reliable control.
The load moment limiter can automatically detect the hoisting
weight of the crane and the angle of the boom, and display
the rated load capacity, actual load, working radius, and the
allowable height of the hook.

The load moment limiter system consists of a large-screen
color display, a host computer, angle sensors, tension sensors,
pressure sensors and other components.

Over-hoist Protection of the Main and Auxiliary Hooks

It is used to prevent the over-hoist of the hook. When the lifting
hook is raised to a certain height, the limit switch will start
working, and hook will be automatically cut off from moving up
by the control system. Meanwhile, the display and the buzzer
will give alarms. At this moment, only hook lowering is allowed
to prevent over-hoist action.

Over-release Protection Device of the Main and
Auxiliary Hook

It is used to prevent the wire rope over-release. When the wire
rope is released to the last three wraps, the limit switch will start
working, and the releasing of rope will be automatically stopped
by the control system. Meanwhile, the display and the buzzer
will give alarms. At this moment, only rope retraction is allowed
to prevent over release action.

B Quality Changes the World

Boom Angle Limit

= When the elevation angle of the boom exceeds 85° or jib angle
exceeds 75° , corresponding limit switch will be triggered, and
the control system will automatically cut off the boom hoisting.
Meanwhile, the display and the buzzer will give alarm. At this
moment, boom/jib luffing winch weon't hoist but it can still lower
down.

When the lowering angle of the boom and the jib is respectively
less than 30° and 15°, the lowering of the boom will be
automatically stopped by the control system. Meanwhile, the
display and the buzzer will give an alarm. At this moment, the
lowering of relative boom will be limited, and such protection
function will be automatically controlled by the moment limiter.

Back-stop Device

= The boom and the superlift mast are respectively equipped with
a pair of back-stop cylinders. The high pressure of the cylinder
shall be overcome when the boom tilts backwards, and high
pressure oil will be supplemented automatically when the boom
swings forwards to increase the tension and prevent the boom
vibration and shaking back.

The jib rear mast is equipped with a pair of back-stop cylinders,
while the jib front mast is equipped with a pair of pneumatic
cylinders to prevent the mast from the backward inclination and
tension of the jib luffing wire rope.

Brake of Hoisting Mechanism

All hoisting brakes are spring loaded normally closed disc brakes,
which are featured with large braking force, maintenance-free,
safe and reliable use, and long service life.

Closed Circuit Monitoring System

The system is fitted with dual screens and multi-cameras; Each
screen can display four videos at the same time, monitoring the
roping of each winch, superlifting status and the surroundings.

= The record equipped can reserve the videos for 76 hours at most.
= The operation status will be recorded.

Fault Auto-Diagnosis System

= Faults can be conveniently eliminated based on the fault code.
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Main Characteristics

Black Box

= It is able to record the operation data and machine movement,
and analyze the remaining running conditions and service life of
machine based on the actual performance.

Pharos

It is mounted on the top of the boom/jib and alerts in air during
night.

Anemometer

It is mounted on the top of the boom/jib to monitor the wind
speed in real time and display relative data on the monitor.

Electronic Level Indicator

It displays the tilting angle of the crane on the monitor in real
time and protects the safe operation of the crane.

Lightning Protection Device

It includes the lightning protection device and the surge
protection device, which can effectively protect the electric
system elements and workers from lightning.

Boom Angle Indicator

It is a pendulum-type angle indicator fixed on one side of the
boom base.

Hook Latch

The lifting hook is installed with a baffle plate to prevent wire
rope from falling off.

Swing and Traveling Alarm

During swing and traveling, the alarm horn will be blown per
certain frequency to alert the personnel around the crane. The
horn can be shut off through the display.

Safety Devices

Function Lock

= The operation will be locked by pulling up the function locking
lever on the right side of the seat inside the driver's cab or when
the operator left the seat, after which no operating handles will
be working so that improper operation caused by the body
collision when getting on and off the crane can be avoided.

Regulation of Engine Power Ultimate Load and Stalling
Protection

The controller can monitor the engine power so as to prevent
stalling.

Remote Monitoring System

It monitors and analyzes the operation data so as to realize
remote diagnosis of faults and timely solution.

Proactive Safety Control Technology

Swing speed can be automatically reduced based on boom
length to make it safer;
Flexible safety protection reduces the speed when the

mechanism approaches to the safety limit position, which
ensures reliability;

Real-time monitor of hydraulic oil temperature allows limits on
the action speed based on oil temperature, which protect the
hydraulic components effectively;

The protection can be set on man-machine interface as customer

needs.

Quality Changes the World ]
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Technical Parameters

Main Performance Parameters

Major Performance & Specifications of SCC7500A

Performance Indicators Unit Parameter

Max. rated lifting capacity t 650 (5.5m working radius})
Max. rated lifting capacity (with superlift) t 750 (8m working radius)
Max. rated lifting moment (with superlift) tm 10000

Boom length m 24~96

Boom length (with superlift) m 42~108

Length of mixed boom m 66~114

Length of mixed boom (with superlift) m 90~144

Length of luffing jib m 24~96

Length of fixed short jib m 12

Combination of longest booms (LJDB working condition} m E+76

Longest boom + jib of wind turbine working condition (without superlift) m 114+12

Longest boom+ jib of wind turbine working condition {with superlift + power boom) | m 165+12

Longest mixed boom (with superlift + power boom) m 165

Boom luffing angle ° 30~85

Jib luffing angle 2 15~75

Fixed jib luffing angle Z 10/15/20

Max. speed of single rope of the main hoist (outermost work layer) m/min 130

Max. speed of single rope of the auxiliary hoist (outermost work layer) m/min 120

Max. speed of single rope of the boom luffing (outermost work layer) m/min 56x2

Max. speed of single repe of the jib luffing (outermost work layer) m/min 120

Max. speed of single rope of the superlift luffing (outermost work layer) m/min 125

Swing speed (no load) r/min 0.8

Travel speed km/h 0~1.0( high speed) / 0~0.3 {low speed)
Gradeability (with base boom, driver's cab backwards) % 15

Rated output power of the engine kW/r/min | 447/1800

Crane weight (basic boqm, 210t rear counterweight, ' 518

70t carbody counter weight, and 650t hook)

Average ground pressure of the track (basic boom, 210t rear counterweight, MPa 015

70t carbody counter weight, and 650t hook)

Rear counterweight of the basic machine t 210

Superlift counterweight (including tray) t 360

Carbody counter weight t 70

Max. transport dimension of single part(L x W x H) mm 13370x3000x2520
Max. transport weight of single part (with separator) t 45

Quality Changes the World [l
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Unit: mm

Outline Dimension
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Technical Parameters

Transport Dimension

Basic machine (Upperworks and

lowerworks separated) x
Length (L) 13.37m
Width (W) 3.00m
Height (H) 2.52m
Weight 45.0t
Carbody (Upperworks and
lowerworks separated) x
Length (L) 7.68m
Width (W) 3.00m
Height (H) 1.46m
Weight 29.0t
Crawler assembly x2
Length (L) 11.81m
Width (W) 172m
Height (H) 1.85m
Weight 42.0t
U E Boom base (H2) x1
0 2 = I+t Length (1) 10.90m
/ \ Width (W) 3.00m
) ) _ Height (H) 3.20m
h Weight 20.8t
= = 12m transition boom (H4) x1
Length (L) 12.24m
Width (W) 2.99m
Height (H) 2.90m
b L = Weight (with auxiliary luffing hoist) 9.0t
& = ? 3m boom insert x1
- Length (L) 3.24m
Width (W) 2.99m
) ; Height (H) 2.84m
L Weight 2.68t

B Quality Changes the World
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Technical Parameters

Transport Dimension

e gt I &ém boom insert (H6) x2
1 Length (L) 6.24m
N - Width (W) 2.99m
J Height (H) 2.84m
= Weight 4.7t
’ L .
12m boom insert B (H8B) x2
Length (L) 12.20m
Width (W) 2.99m
Height (H) 2.84m
Weight 8.5t
L L
12m boom insert C (H8C) X2
Length (L) 12.20m
= = Width (W) 2.99m
Height (H) 2.84m
Weight 7.5t
[ L
12m boom insert D (H8D) x1
Length (L) 12.20m
3 Width (W) 2.99m
b Height (H) 2.84m
[ Weight 6.8t
- L
12m boom insert (H8E) %1
Length (L) 12.20m
Width (W) 2.99m
Height (H) 2.84m
Weight 6.8t
L
Boom luffing mast x1
Length (L) 12.40m
E& L Width (W) 2.41m
B .
5. M %Fn ] Height (H) 1.72m
=t Weight (including main luffing winch) 20.4t

Quality Changes the World 1l
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Technical Parameters

Transport Dimension

Luffing jib top (LJ1) x1

5 2 Length (L) 8.55m

b i Width (W) 2.57m
Ar Height (H) 2.88m
Weight 6.5t

Luffing jib base (LJ2) x1

Length (L) 10.80m
Width (W) 2.99m
Height (H) 291m
Weight 8.0t

6m jib tapered section (LJ4) *x1

Length (L) 6.20m
Width (W) 2.99m
Height (H) 2.85m
Weight 3.2t

6m luffing jib insert (LJ6) x2

Length (L) 6.20m
Width (W) 2.64m
Height (H) 2.34m
Weight ek

[; L - 12m luffing jib insert A (LJIBA) x1

Length (L) 12.20m
Width (W) 2.64m

12m luffing jib insert B (LJ8B) x2

{IOOKR, s

B Quality Changes the World
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Technical Parameters

Transport Dimension

P A 12m luffing jib insert C (LJ8C) x1

Width (W) 2.64m

: Height (H) 2.39m

! L Weight 5.0t
] T S P Front and rear masts of luffing jib x1

- 'MK’:’I‘I’:‘JI&@ Length (L) 18.00m
OO XXX POCHR=T® Width (W) 254m

- L - Height (H) 3.00m
Weight 15.4t

Fixed jib assembly x1

Length (L) 14.18m

Width (W) 2.48m

Height {(H) 3.19m

Weight 6.4t

Superlift mast top (D1) x1

Length (L) 12.51m

Width (W) 2.99m

Height (H) 2.72m

Weight 14.6t

Superlift mast base (D2) x1

- Length (L) 12.30m

= 7 Width (W) 2.99m
Height (H) 3.05m

L Weight 25.0t

zx e 6m superlift mast insert x1

R Length (L) 6.24m
><><><>/ x Width (W) 2.94m

Height {H) 2.38m

L | Weight 4.6t

Quality Changes the World 1l
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Technical Parameters

Transport Dimension

P oy gy 12m superlift mast insert (D3) x1
Length (L) 12.20m

T Width (W) 294m

B . | Height (H) 2.38m
Weight 8.2t

s 4 Superlift counterweight frame (tray 1) x1
| W Length (L) 9.25m
1 || [ | Width (W) 261m

. L Height (H) 1.87m
Weight 27,55t

®) B I Superlift counterweight frame (tray 2) x1
°@ u—f ; @n E Length (L) 3.14m
i : ¥ Width (W) 2.50m

L Height (H) 1.07m

Weight 5.8t

Superlift counterweight strut x1

Length (L) 13.30m

Width (W) 3.00m

Height (H) 1.81Tm

Weight 9.6t

Carbody counterweight tray x2

Length (L) 3.28m

) Width (W) 2.98m

e = Height (H) 1.10m
Weight 15.0t

5 b Rear counterweight tray x2

) Length (L) 3.30m

5 * Width (W) 2.94m

i Height (H) 2.40m

L Weight 15.0t

B Quality Changes the World
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Technical Parameters

Transport Dimension

Connection tip %1
Length (L) 3.63m
Width (W) 2.99m
Height (H) 2.77m
Weight 6.1t
Pulley assembly x2
Length (L) 1.84m
Width (W) 1.67m
Height (H) 1.44m
Weight 2.3t
10t counterweight block x55
Length (L) 2.40m
Width (W) 2.85m
Height (H) 0.484m
Weight 10.0t
Boom extension (HT) x1
Length (L) 2.60m
Width (W) 1.07m
Height (H) 1.11m
Weight 0.45t
Jib luffing winch x1
Length (L) 1.71m
Width (W) 1.50m
Height (H) 1.44m
Weight 6.3t
Main load hoisting winch x2
Length (L) 1.94m
Width (W) 1.34m
Height (H) 1.28m
Weight 7.3t

Quality Changes the World 1l
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Technical Parameters

Transport Dimension

£

4

= ED

B Quality Changes the World

Trolley
Length (L)
Width (W)
Height (H)
Weight

Portable power pack
Length (L)

Width (W)

Height (H)

Weight

18t ball hook
Length (L)
Width (W)
Height (H)
Weight

50t hook
Length (L)
Width (W)
Height (H)
Weight

150t hook
Length (L)

Width (W)

Height (H)

Weight

180t hook
Length (L)

Width (W)

Height (H)

Weight

x1
3.30m
2.00m
1.6Tm
129¢

x1
1.55m
0.70m
1.09m
0.2t

x1
1.30m
0.50m
0.50m
1.0t

x1
2.20m
1.06m
0.50m
1.42t

x1
2.50m
1.06m
0.90m
475t

x1
3.20m
1.07m
1.19m
7.94¢
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750 Tans Lifting Capacity

Technical Parameters

Transport Dimension

350t hook x1
Length (L) 3.84m
Width (W) 1.33m
Height {(H) 1.88m
Weight 10.48t
650t hook x1
Length (L) 4.61m
Width (W) 1.68m
Height {H) 3.50m
Weight 20.2t
12m lower transition section (ZH4A) x1
Length (L) 12.20m
Width (W) 3.50m
Height {(H) 3.32m
Weight 1.1t
12m upper transition section (ZH4B) x1
Length (L) 12.20m
Width (W) 3.50m
Height (H) 3.32m
Weight 8.5t
12m insert of power boom A (ZH8A) x2
Length (L) 12.20m
Width (W) 3.50m
Height (H) 3.32m
Weight 2.1t
12m insert of power boom B (ZH8B) e
Length (L) 12.20m
Width (W) 3.50m
Height (H) 3.32m
L Weight 8.6t

Quality Changes the World 1l



750 Tons Lifting Capacity

22 I SCCT500A Crawler Crana

Technical Parameters

Transport Dimension

Lower transition section of power boom x1

Length (L) 3.24m
Width (W) 6.10m
Height (H) 291m
Weight 6.5t

Upper transition section of power boom x1

Length (L) 3.24m
Width (W) 6.10m
Height (H) 281m
Weight 6.3t

Mate:

1. The transport dimensions of each part in the table are schemnatic, not propartional to
the real parts. The dimensions are designed value without package considered.

2. \Weight iz designed value that the actual manufactured part may daviate a little.

3. The dimensions and weight of each part may change due ta product upgrading. The
final values are subject to the new product.

B Quality Changes the World
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750 Tone Lifting Capacity

Technical Parameters

Self-Assembly and Disassembly plan

Self-Assembly
Cylinder

&

Boom Hoist Mast

Quality Changes the World &
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24 I SCC75004 Crawler Crane

Technical Parameters

Assembly Schematics

1) Boom Assembly Schematics

ojo

O

O0000000]

i

2) Superlift Mast Assembly

| SO SO —

B cual ty Changes the World




750 Tone Lifting Capacity

SCCTS00A Crawler Crane I o5

Technical Parameters

Assembly Schematics

3) Fixed Jib Assembly Schematics

IS

(I
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Technical Parameters

Assembly Schematics

4) Luffing Jib Assembly Schematics

B P OO OO KR OO

ot

20000000 OO
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750 Tone Lifting Capacity

SCCTS00A Crawler Crane I o7

Technical Parameters

Assembly Schematics

PN

BOCCAROCOOOROITE
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Cofigurations

Page 33  H Configuration

Page 3¢ HDB Configuration

Page 39  HJ Configuration

Page 42 HJ_4 Configuration

Page 45 HJDB Configuration

Page 48 HJDB_4 Configuration
Page 52 HJDB_5 Configuration
Page 56 HJDB_7 Configuration
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Page 115 LJ Configuration
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750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 29

Combination of Working Conditions

Combination

H HDB HJ HJ 4 HJDB HJDB_4
(24~96m) {42~108m) (84~114m) (84~102m) (90~144m) (102~159m)

Quality Changes the World &



750 Tans Lifting Capacity

30 I SCC75004 Crawler Crane

Combination of Working Conditions

Combination

HJDB_5 HJDB_7 HJDB_ 9 FJ FJDB
{(102~165m) (114~165m) (132~165m) (66~96m+12m) (42~108m+12m)

B Quality Changes the World



750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 31

Combination of Working Conditions

Combination

HJFJ HJFJ 4 HJFIDB HJFJDB 4 HJFJDB_5
(84~114m+12m) (84~102m+12m) {114~144m+12m) (102~159m+12m) (102~165m+12m)

Quality Changes the World &



750 Tans Lifting Capacity

32 I SCC75004 Crawler Crane

Combination of Working Conditions

Combination

HJFJDB_7 HJFJDB_9 HJFJDB_SY3 LJ LJDB
(114~165m+12m) {132~165m+12m) (144~165m+12m) (30~66m+24~66m) (42~96m+24~96m)

B cual ty Changes the World
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750 Tone Lifting Capacity

Combination of Working Conditions

H Boom Combination

H Boom combination

Boom Insert
length(m) 6m 12m
24 - -
30 1 -
36 2 -
42 1 1
48 2 1
54 1 2
60 7 2
46 1 3
72 2 3
78 1 4
84 2 4
90 1 5
9% 2 5

MNote: 24m basic boom consists 10.5 boom base, 12m transition
section and connection boom tip.

H(24~96m)

Quality Changes the World [l



750 Tans Lifting Capacity

34 I SCC75004 Crawler Crane

Combination of Working Conditions

Working Radius of H Configuration

(w) yBiay Buyn

B Quality Changes the World
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750 Tone Lifting Capacity
Combination of Working Conditions

Unit: t

Load Chart of H Configuration

All load charts are calculated based on the following notes:

1. The rated capacity listed in the load charts are in compliance with EN13000.

2. The maximum allowable wind speed for the rated load is 9.Bm/s.

3. The rated capacity listed in all load charts includes the weight of hook, wire rope and other riggings, therefore, the actual rated capacity shall
deduct the weight of these companents.

4. The rated load of the main hook with extension jib equals to the value in the load table deducting 1t as the equivalent weight of extension jib.

SCC7500A-H Configuration

Boom length: 24m~%ém, Rear counterweight: 210t, Carbody counterweight: 70t
Racidy 24 30 36 42 48 54 60 b6 72 78 84 90 9% Rzl

{m) | | m)
5.5 650 ' 55
6 s22 || s10 | |6

7 560 | 554 | 548 7

8 484 | 480 | 475 | 468 | 433 | |8

9 426 | 422 | a8 | 412 | 30 | 370 | 351 9

10 380 | 36 | 0 | 362 | 35 | 333 | 35 | 302 | 287 |10
1 340 | 33 | 325 | 317 | 309 | 300 | 286 | 275 | 262 | 250 | 239 11
12 28 | 297 | 288 | 280 | 275 | 27 | 258 | 248 | 239 | 230 | 28 | 208 | 20 | 12
14 231 232 | 231 28 | 225 | 219 | 212 | 205 | 198 | 192 | 185 | 175 | 168 14
16 190 | 188 | 187 | 186 | 184 | 181 179 | 172 | 168 | 163 | 57 | 151 s | 16
18 158 | 158 | 157 | 156 | 153 | 150 | 149 | 147 | 145 | 140 | 137 132 | 127 18
20 137 | 136 | 138 | 133 | 131 120 | 127 | 126 | s | 122 | 120 | 116 | m2 | 2
22 120 [ 18 | 17 | 15 | 13 | 1z | 109 | 108 | 107 | 105 | 102 98 2
24 105 | 104 | 102 | 100 99 97 | % 95 94 93 %0 86 | 2
26 94 93 91 89 88 87 85 84 83 82 79 76 2
28 85 84 82 79 78 7 | 7 75 74 73 70 8 |
30 77 74 71 70 70 68 67 66 65 63 61 30
2 72 68 64 63 & | e 60 59 58 57 55 | 32
34 62 58 57 56 55 54 53 52 51 495 34
36 56 52 52 51 | s 50 80 | 4720 | 460 | 445 | 3
38 . 52 | 485 | 480 | 470 | 460 | 450 | 435 | 425 | 415 | 395 | 38
40 450 | 445 | 425 | 425 | 410 | 395 | 385 | 370 | 385 | 40
44 390 | 380 | 370 | 360 | 340 | 325 | 315 | 305 | 286 44
48 | 85 | 20 | 05 | M6 | w2 | 222 | 52 | 27 | 4w
52 | 275 | 259 | 242 | 233 | 215 | 208 | 194 52
56 | 24 | 202 | 194 | 176 | 171 | 155 | 56
60 166 | 157 | 138 | 133 | 17 60
64 | 135 | 125 | 106 | 100 | 84 | es
68 9.9 78 7.3 6.1 68
72 | 6.1 56 | »

Quality Changes the World [l



750 Tans Lifting Capacity

36 I SCC75004 Crawler Crane

Combination of Working Conditions

HDB Combination

HDB Boom Combination

Boom Insert
length(m) &m 12m
42 1 1
48 2 i
54 1 2
60 2 2
46 1 i)
72 2 3
78 1 4
84 2 4
0 1 l&)
el 2 5
102 1 &
108 2 &

MNaote: 10.5m boom base, 12m transition section, connection tip are must

HDB(42~108m )

B Quality Changes the World



750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 37

Combination of Working Conditions

Work Radius of HDB Configuration
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750 Tans Lifting Capacity

38 I SCC75004 Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HDB Configuration

SCC7500A-HDB Configration

Boom length: 42~108, Superlift radius: 21m, Superlift counterweight: 0~360t, Rear counterweight: 210t, Carbody counterweight: 70t
R?ii)“s 42 48 54 60 66 72 78 84 90 96 102 108 Rﬁfs
8 750 | 650 | 8
9 680 650 650 630 9
10 650 650 650 650 556 | 470 10
1 650 650 650 650 558 471 395 341 1
12 650 650 650 650 559 | 472 396 34 303 266 12
14 650 650 650 650 564 476 396 342 303 266 226 201 14
16 560 594 600 586 536 | 476 396 342 304 266 227 201 16
18 508 556 524 515 497 452 398 344 303 267 226 202 18
20 446 476 487 458 445 | 406 387 343 304 268 226 20 20
22 395 424 436 412 403 387 352 337 305 267 227 20 22
24 372 401 393 393 367 | 354 339 310 297 267 225 201 24
26 334 362 357 359 336 | 326 313 287 275 263 226 201 26
28 302 329 344 329 327 | 302 29 280 256 245 225 201 28
30 290 318 315 304 303 281 271 262 252 229 220 201 30
32 264 291 290 297 281 | 276 254 246 237 215 207 198 32
34 255 267 281 275 262 258 238 231 223 214 195 197 34
36 231 260 263 256 245 | 242 236 218 211 202 195 187 36
38 223 239 243 239 243 228 223 206 200 192 185 177 38
40 235 235 233 228 | 215 210 206 190 182 176 169 40
A4 211 207 207 201 202 189 186 181 165 160 153 A4
48 189 182 188 | 181 180 168 165 160 146 140 48
52 172 171 170 162 162 151 147 143 137 52
564 157 | 155 153 148 147 135 131 127 56
40 143 140 135 135 124 121 117 &0
64 | 132 129 129 123 122 112 109 64
68 119 119 118 112 11 108 68
72 | 11 110 108 103 100 72
76 102 100 99.6 93.6 76
80 | 2511 934 92.6 90.8 80
84 871 863 84.5 a4
88 | 806 | 788 | 88
92 735 92
9% | 68.7 9%

W Cualty

Changes the World
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750 Tone Lifting Capacity

Combination of Working Conditions

HJ Combination

HJ Boom Combination

Boom Boom insert Jib insert
length(m) 6m 12m 12m
84 - 4 1
0* 1 4 1
Qb+ - 4 2
102* 1 4 2
108* - 5 2
114> 1 5 2

Note: 10.5m boom base, ém tapered section and 7.5m jib top are must.
For combinations marked with "*", the mid-paint suspension cable is
must, otherwise, the boom may break.

HJ(84~114m)

Quality Changes the World [l



750 Tans Lifting Capacity

40 I SCC75004 Crawler Crane

Combination of Working Conditions

Work Radius of HJ Configuration

(w) yBray Buyn

B Quality Changes the World
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Unit: t

SCCT500A Crawler Crane I 4'1

750 Tone Lifting Capacity

Combination of Working Conditions

Load Chart of HJ Configuration

SCC7500A-HJ Configuration

Boom Length: 84~114m, Rear counterweight: 210t, Carbody counterweight:70t
Radius {m} 84 90 96 102 108 114 Radius {m}
1 232 221 1
12 215 205 1M 175 12
14 187 179 173 166 145 133 14
16 165 159 154 148 139 128 16
18 147 142 138 132 128 122 18
20 132 127 124 19 115 110 20
22 120 115 113 108 104 100 22
24 109 105 103 98.7 953 913 24
26 100 96.3 4.1 0.4 87.2 83.6 26
28 §2.2 88.6 86.6 83.1 80.2 767 28
30 85.1 a1.7 799 766 739 706 30
32 78.9 756 74 709 68.3 65.1 32
34 733 70.2 687 65.7 633 60.2 34
36 4683 653 639 &1.1 587 55.8 36
38 63.7 609 59.6 56.8 54.6 51.8 38
40 59.6 56.8 557 53 50.8 48.1 40
44 52.4 49.8 48.8 462 44.2 4.6 44
48 45.9 438 42.9 40.5 385 36 48
52 401 38.6 AT a5.5 3% 295 52
56 35.2 337 335 31.2 295 243 56
&0 3 Al 29.4 274 245 il &0
64 27.3 258 25.8 241 201 15.1 64
68 241 226 226 19.9 159 1.5 468
72 21.2 197 19.7 16.1 121 79 72
74 1l 17.2 12.8 9 76
80 14.9 14.2 2.5 6.3 80
84 1.2 7 84

Quality Changes the Wordd [l



750 Tans Lifting Capacity

42 I SCC75004 Crawler Crana

Combination of Working Conditions

HJ_4 Combination

HJ_4 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m

84 4 - = 4
87 1 - -
0 - 1 -
93 1 1 3
96 - - 1
Q9x 1 - 1
102* - 1 1

T I - T

MNote: 10.5m boom base, 6m tapered section and 12m jib insert and jib top
are must.

For combinations marked with "**, the mid-point suspension cable is must,
otherwise, the boom may break.

B Quality Changes the World
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750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 43

Combination of Working Conditions

Work Radius of HJ_4 Configuration
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750 Tans Lifting Capacity

44 I SCC75004 Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJ_4 Configuration

SCC7500A-HJ_4 Configuration

Boom length: 84m~102m, Rear counterweight: 210t, Carbody counterweight:70t
Radius {m) 84 a7 S0 93 96 99 102 Radius (m)
1 246 239 235 1
12 227 221 217 211 208 203 12
14 196 191 188 183 181 176 174 14
16 172 167 165 161 159 155 153 16
18 152 148 147 143 141 138 136 18
20 136 133 131 128 127 123 122 20
22 123 120 118 115 114 111 110 22
24 12 109 107 104 104 101 92:3 24
26 102 8.9 971.9 23 94.3 N5 0.4 26
28 93.4 90.6 89.6 868 86.3 8346 826 28
30 85.9 833 823 797 79.2 766 o 30
32 79.3 76.8 759 734 729 705 69.6 32
34 735 71 70.1 677 67.3 649 641 34
36 68.2 65.8 65 62.6 62.3 460 59.1 36
38 63.4 61.1 60.3 58 S/ BH5 54.7 38
40 59.1 56.8 56.1 53.9 53.6 51.4 50.6 40
A4 50.7 492 48.7 46.6 46.3 44.2 435 44
48 43.8 423 42 40.4 40.2 38.2 375 48
52 38 36.5 363 348 34.9 a3 A 52
56 331 31.6 31.3 299 30 28.5 27.8 56
&0 289 274 271 257 257 243 239 &0
64 25.2 237 234 215 20.6 206 20.3 &4
68 219 20.5 19.4 16.2 15.6 17.4 14 68
72 19 16 14.9 121 11.2 146 14.2 72
7é 12.2 10.8 T 73 12 11.6 76
80 7.2 D7) 23 80
84 7.7 T 84
a8 5.8 53 88

B Quality Changes the World
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750 Tone Lifting Capacity

Combination of Working Conditions

HJDB Conmbination

HJDB_Boom Combination

Bobm Boom insert Jib insert
length(m) 6m 12m 6m 12m
?0* 1 3 - e
96* 2 3 - 2
102* i 4 - 2
108* 2 ) - 2
114* 1 5 - 2
120* 2 5 - 2
126* i & - 2
132% 2 & - 2
138* 2 & 1 2
144* 2 & 2 2

Note: 10.5m boom base, ém tapered section and 7.5m jib top are must.
For combinations marked with "*", the mid-point suspension cable is
must, otherwise, the boom may break.

HJDB(90~144m)

Quality Changes the World [l



750 Tans Lifting Capacity

46 I SCC75004 Crawler Crane

Combination of Working Conditions

Work Radius of HIDB Configuration

w) wyBiey Bunp
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Unit: t

SCC7500A Crawler Crane I 47

750 Tone Lifting Capacity

Combination of Working Conditions

Load Chart of HIDB Configuration

SCC7500A-HJDB Configuration

Boom length: 90m~144m, Superlift radius: 21m, Superlift counterweight: Ot~360t
Rear counterweight: 210t, Carbody counterweight:70t
Radius {m) 90 96 102 108 114 120 126 132 138 144 Radius (m)
14 265 235 217 14
16 258 234 216 187 170 145 16
18 252 233 214 187 169 144 134 122 101 18
20 247 230 212 187 166 142 133 122 9%.5 86.5 20
22 242 227 210 183 164 14 133 122 98.6 86.0 22
24 236 224 208 179 162 140 133 121 96.8 855 24
26 230 221 206 175 160 138 133 121 95.7 84.5 26
28 224 217 203 172 157 136 132 120 G4.4 84.0 28
30 218 213 200 168 155 134 132 120 93.1 83.0 30
32 212 208 196 164 153 132 131 120 91.8 825 32
34 205 201 191 160 150 130 130 119 90.8 820 34
36 198 194 185 157 147 128 128 119 89.3 81.0 36
38 191 187 178 154 144 126 126 118 875 80.5 38
40 184 179 171 151 141 124 124 118 86.2 80.0 40
L 169 165 159 144 135 120 120 116 83.1 763 44
48 155 152 147 37 129 116 116 11 804 61.6 48
52 142 140 135 129 123 112 11 101 T 59.6 52
56 130 129 125 123 116 108 101 91.1 700 52.0 56
&0 120 119 116 115 109 103 925 8246 61.8 45.0 60
&4 110 109 107 106 102 935 84.1 74.4 54.8 388 &4
68 101 100 98.8 97.7 93.6 84.7 76.0 &7.4 48.2 328 68
72 94.0 920 91.1 89.9 84.4 774 68.0 60.1 421 27.2 72
76 869 853 84.5 831 769 70.2 61.8 530 36.4 20 76
80 823 795 78.5 771 69.6 63.1 54.8 47.2 310 17.1 80
84 T 69.2 61.8 56.0 48.2 41.8 5.2 126 84
88 66.0 624 54.5 50.2 42,5 357 205 8.3 88
92 54.4 487 44.0 37.0 308 16.0 92
96 42.2 382 s 262 1.8 94
100 326 269 210 7.8 100
104 273 222 17.0 104
108 12.3 108
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750 Tans Lifting Capacity

48 I SCC75004 Crawler Crana

Combination of Working Conditions

HJDB_4 Conmbination

HJDB_4 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m
102 = 1 1
105 1 1 1
108
1
14
"7
120
123
126*
129*
132
135*
138*
141*
144*
147*
150
153
156*
(1595

— - - [
N B — M BEAE — BNl MO N — Bkl S R

—

1

S N Y S T S S SO - N S S T N Y N S S
i

i
L I & B & B & B G T I 7~ B 7% B % R % B I S T U (N ]

Note: Boom base, 6m tapered section, 12m jib insert and jib top are must.
For combinations from 126m~15%m, the mid-point suspension cable is must,
otherwise, the boom may break.

HJDBE_4(102~159m)

B Quality Changes the World



750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 49

Combination of Working Conditions

Working Radius of HIDB_4
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750 Tans Lifting Capacity

50 I SCC75004 Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HIDB_4 Configuration

SCC7500A-HJDB_4 Configuration 1/2

Boom length: 102m~159m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight:70t
Radius(m) 102 105 | 108 11 114 117 120 : 123 126 129 Radius(m)
14 305 | 14
16 305 310 294 278 261 245 231 217 16
18 305 310 | 296 278 261 245 231 217 203 189 18
20 305 310 | 295 278 261 245 231 217 203 189 20
22 298 292 | 286 278 261 245 23 217 202 189 22
24 275 269 264 258 253 245 230 217 200 189 24
26 255 250 | 244 239 235 230 225 215 199 189 26
28 251 233 . 228 223 219 214 210 206 197 189 28
30 235 230 I 214 209 205 201 197 192 190 184 30
32 222 217 212 208 193 189 185 181 178 175 32
34 209 205 | 201 196 193 188 175 171 168 165 34
36 198 194 190 186 182 178 175 | 162 159 156 36
38 188 184 | 181 177 173 169 166 162 160 148 38
40 179 176 | 172 168 165 161 158 155 152 149 40
44 163 160 I 157 153 151 147 144 41 139 136 44
48 159 155 144 141 138 135 132 129 128 125 48
52 146 143 I 141 138 128 125 122 119 118 115 77
564 135 132 | 130 128 126 123 120 110 109 106 56
60 133 123 | 121 118 117 114 12 109 108 99.3 &0
64 123 121 120 110 109 106 104 102 101 99.0 &4
68 115 113 | 112 110 101 99.6 Q7.8 95.6 231 2215 68
72 110 105 | 104 102 101 5.1 ?1.4 | 86.3 84.0 86.6 72
76 103 102 I 97.2 94.6 90.6 85.6 827 I 77.0 754 81.1 76
80 4.6 90.1 88.4 851 818 763 73.1 | 68.1 671 81.9 80
84 833 797 | 77.4 749 71.2 67.3 63.9 59.4 59.0 76.9 84
88 723 697 8.0 65.0 652.9 58.9 56.8 52.7 52.0 72.1 88
92 BEo | BT 56.5 55.0 515 48.2 447 45.5 67.5 g2
96 483 475 43.6 4.6 | 38.8 383 66.8 96
100 | 39.2 35.9 354 314 329 62.4 100
104 278 D 26.4 58.4 104
108 I 19.4 216 54.6 108
112 | 51.0 112

B Quality Changes the World



Unit: t

SCC7500A Crawler Crane I 5'1

750 Tone Lifting Capacity

Combination of Working Conditions

Load Chart of HIDB_4 Configuration

SCC7500A-HJDB_4 Cenfiguration 2/2

Boom length: 102m~15%9m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Radius(m} 132 135 138 141 144 147 150 : 153 156 159 Radius{m)
14 | | 14
16 16
18 181 171 | 160 152 | 18
20 181 171 160 151 144 136 125 | 118 1 105 20
22 181 171 | 160 151 143 135 124 | M7 111 105 22
24 181 171 159 150 142 134 123 116 110 104 24
26 181 171 | 158 149 141 133 122 I 115 109 103 26
28 181 170 157 148 140 132 121 I 115 108 102 28
30 180 169 | 156 147 139 131 120 I 114 108 101 30
32 171 168 155 144 138 130 119 113 107 100 32
34 161 158 | 154 145 137 129 119 | 112 106 99.6 34
36 153 149 147 144 136 128 118 | 111 105 989 36
38 145 141 | 140 136 134 127 7 I 110 104 98.1 38
40 146 134 133 130 127 124 116 110 103 974 40
44 133 130 I 128 125 115 112 111 I 108 102 959 44
48 122 119 117 115 112 109 108 106 971 94.4 48
52 112 110 | 108 105 103 101 100 I 975 953 928 52
56 104 101 100 98.0 95.8 93.2 924 : 0.0 879 855 56
&0 97.1 Q4.4 | 934 91.0 888 86.4 857 | 833 81.3 79.0 60
b4 969 88.1 87.0 847 B2.7 80.4 797 77.4 755 733 64
&8 90.6 88.3 | 87.3 85.0 7L 74.9 74.3 | 721 70.3 68.1 68
72 84.8 82.6 81.7 795 777 755 69.4 | &7.3 65.5 63.4 72
16 794 77.4 | 766 745 728 70.7 703 I 68.2 61.1 59.1 76
80 744 ¥&5 71.8 599 68.2 66.3 659 . 639 62.2 603 80
84 TEh 736 | 67.4 65.6 64.0 62.1 618 I 5¢9 58.3 54.4 84
88 70.8 69.1 68.7 66.9 60.0 58.2 58.0 56.2 54.7 528 88
92 66.4 64.8 | 64.5 62.9 61.5 SRR 545 | AT 513 49.5 92
96 66.1 60.8 60.6 59.0 57.7 56.1 56.0 | 543 48.0 46.3 96
100 61.7 60.6 | 56.8 55.3 54.1 52.6 52.6 | 51.0 497 433 100
104 576 565 56.7 55.7 50.7 493 494 479 46.6 45.0 104
108 538 527 | 53.0 51.9 511 501 463 I 44 8 43.6 421 108
112 50.3 49.2 49.4 48.4 47.6 46.6 471 | 41.9 40.8 39.4 112
116 470 459 | 461 451 44.3 433 438 I 428 42.0 367 116
120 431 420 41.3 40.2 408 397 390 379 120
124 | 391 384 373 39 | 368 361 350 124
128 346 382 341 334 323 128
132 | 326 | 316 308 298 132
136 28.4 274 136
140 | | 251 140
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750 Tans Lifting Capacity

52 I SCC75004 Crawler Crana

Combination of Working Conditions

HJDB_5 Combination

HJDB_5 Boom Combination

Boom Power boom Boom insert
length{m) 12m 3m
102
105
108
m
114
17
120
123*
126*
1295
132*
135*
138*
141*
144>
147
150*
153%
156*
159
162*
165*

12m

o
E]

'
na N —
'

1

ST T TS S TS S S I NS I T+ T RS I T BT, R BT T TS R T T
-

E R T D P R P N e N

b e e R W Wl N N ===

Note: Boom base, 6m tapered section, 12m jib insert and jib top are must.
For combinations from 126m~165m, the mid-point suspension cable is must,
otherwise, the boom may break.

HJDB_5(102~165m)
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750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 53

Combination of Working Conditions

Working Radius of HIDB_5 configuration

175
170
165
’ —— | | | | ! | | 1 | | 1 - | | | | | | | | 140

(w) wyBray Buy

155
150
145
140
1135
130
125

1120

35
30
25
20

- 15
110

0 5 10 15 20 25 30 23 40 45 S0 55 &0 &5 70 75 80 8 90 95 100 105 190 115 120 125 130 135
HJDB_5(102~165m) Radius (m)
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750 Tans Lifting Capacity

54 I SCC75004 Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HIDB_5 Configuartion

SCC7500A-HJDB_5 Configuration 1/2

Boom length: 102m~159m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight:70t
Radius(m) 102 105 108 111 ; 114 117 120 123 126 129 132 Radlius(m)
14 321 | 14
16 kyal 314 307 287 272 254 240 226 16
18 kyal 314 307 287 | 272 254 240 226 216 203 190 18
20 321 314 307 287 272 254 240 226 216 202 190 20
22 298 292 286 280 | a7 254 240 226 216 203 190 22
24 275 269 263 258 253 248 240 226 216 203 190 24
26 255 249 244 239 | 235 230 225 221 216 203 190 26
28 251 233 228 223 | 219 214 210 205 202 198 190 28
30 235 230 214 209 | 205 201 197 192 189 185 182 30
32 221 216 212 207 193 189 185 181 178 174 170 32
34 209 205 200 196 | 192 188 174 171 168 164 161 34
36 198 194 190 186 . 182 178 175 161 159 155 152 36
38 188 184 181 176 | o) 169 166 162 159 147 144 38
40 179 175 172 168 165 161 158 154 152 148 145 40
44 143 160 157 153 | 151 147 144 141 138 135 132 44
48 159 185 144 141 138 135 132 129 127 124 121 48
52 146 143 141 138 | 127 124 122 119 17 114 112 52
56 135 132 130 127 | 126 123 120 110 108 106 103 56
60 133 123 121 118 | 117 114 112 109 107 984 96.3 60
b4 123 121 120 110 109 106 104 102 100 98.1 961 64
68 114 113 111 109 | 101 99.4 977 95.4 94.0 1.7 89.7 68
72 110 105 104 102 101 96.3 213 8%.2 87.9 857 839 72
76 103 101 97.0 933 | .3 874 8246 a7 822 B0.2 78.4 76
80 95.2 90.9 88.0 825 821 76.6 735 84.0 830 811 73.6 80
B84 83.4 798 78.0 731 | 732 68.3 64.7 78.6 778 76.0 74.6 B84
88 733 69.6 68.1 64.0 635 59.2 56.4 735 729 713 70.0 88
92 59.3 58.6 55.2 | 552 50.8 49.3 723 720 66.7 65.6 92
96 467 473 434 41.5 &67.5 67.2 66.0 65.3 96
100 | 39.6 363 349 63.0 627 61.6 60.9 100
104 27.9 58.9 58.7 57.5 56.8 104
108 | 551 54.9 537 53.0 108
112 : 50.2 495 112
116 | 462 116
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Unit: t

SCC7500A Crawler Crane I 55

750 Tone Lifting Capacity

Combination of Working Conditions

Load Chart of HIDB_5 Configuartion

SCC7500A-HJDB_5 Cenfiguration 2/2

Boom length: 102m~15%9m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Radius(m) 135 138 141 144 147 150 153 156 159 162 165 Radius(m)
14 | | 14
16 16
18 180 169 160 | | 18
20 180 169 160 153 144 135 127 120 113 20
22 180 169 160 153 | 144 134 126 119 112 104 | 97.6 22
24 180 169 160 152 143 133 125 118 s 103 968 24
26 180 169 159 151 | 142 132 124 118 11 102 | 259 26
28 180 169 158 150 141 131 124 117 110 101 5.0 28
30 178 168 157 149 | 140 130 123 116 109 100 | 4.2 30
32 167 165 156 148 139 129 122 115 108 99.4 934 32
34 157 155 152 147 | 138 128 121 114 107 98.6 | 92.6 34
36 148 147 143 140 137 127 120 113 107 97 98 36
38 141 139 136 133 | 130 127 119 113 106 97.0 | ?1.0 38
40 134 132 129 126 123 122 118 12 105 96.2 90.3 40
44 129 127 124 114 | 112 110 107 105 103 94.7 | a9.0 44
48 118 117 114 111 109 107 108 926.0 93.5 927 | 8717 48
52 109 107 105 102 | 100 98.9 963 94.2 P17 90.9 | 82.4 52
56 101 99.8 97.2 25.0 925 91.3 888 867 843 83.7 81.3 56
&0 937 927 90.2 88.1 | 85.6 84.6 822 80.2 779 Fil] | 75.0 &0
&4 87.2 B&.3 839 81.9 79.6 78.6 763 74.4 721 7.6 69.4 b4
68 87.4 B&.6 84.2 763 | 74.1 732 7110 69.1 66.9 66.5 | b4.4 68
7:2 81.7 81.0 788 769 747 68.3 6.1 64.4 622 619 | 598 72
76 765 759 738 720 | 699 469.2 &7.1 &0.0 58.0 57.6 | 55.4 76
80 716 711 69.1 67.5 65.5 64.8 6528 61.1 59.1 588 51.8 80
84 728 667 64.8 633 | 61.3 60.7 58.8 577 55.2 55.0 | 531 84
B8 68.3 68.0 66.1 59.3 57.4 56.9 55.1 535 51.7 10 S 49.6 88
92 640 63.8 62.1 &60.7 | 58.9 534 e 50.1 48.3 48.2 | 46.4 92
96 599 598 58.2 57.0 553 54.9 53.2 469 451 45.1 433 94
100 59.8 56.0 54.6 53.4 | 518 4 [ 499 485 421 421 | 40.4 100
104 B5.T 560 54.9 49.9 485 48.3 467 455 438 439 377 104
108 51.9 523 511 50.4 | 423 452 437 425 40.9 411 | 395 108
112 48.4 487 47.6 469 458 46.0 407 397 38.2 38.4 | 368 112
116 451 454 443 43.6 | 425 428 417 409 355 358 | 343 116
120 424 41.3 40.5 394 39.7 386 378 367 33 318 120
124 384 37.6 | 365 36.8 357 350 339 345 | 334 124
128 338 34.1 330 323 3122 31.8 30.7 128
132 | 316 305 297 286 293 | 282 132
136 27.3 262 269 258 136
140 | 240 246 | 235 140
144 21.4 144
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750 Tans Lifting Capacity

56 I SCC75004 Crawler Crana

Combination of Working Conditions

Unit: t

HJDB_7 Boom Combination

HJDB_7 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m
114 - 1 -
17
120
123
126*
298
132+
135S
138+
141*
144*
147*
150%
153%
156*
159*
162*
165*

|
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MNote: Boom base, 6m tapered section, 12m jib insert and jib top are must.
For combinations from 126m~165m, the mid-point suspension cable is
must, otherwise, the boom may break.

HJDB_7(114~165m)
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750 Tone Lifting Capacity

SCCTS00A Crawler Crane I 57

Combination of Working Conditions

Working Radius of HIDB_7 configuration

175
170
165
160

{w) wyBrey Bunyn

155
150
145
140
135
130
125
120

110
105
100
95
90
a5
Y| 80
75
70
445
40
55
50
45
40
35
30
25
20

10

0 5 10 15 20 25 30 35 40 45 50 55 &0 4 70 75 80 8 90 9 100 105 110 115 120 125 130 135
HJDB_7(114~165m) Radius (m)
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750 Tans Liting Capacity

58 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load chart of HIDB_7 configuration

SCC7500A- HIDB_7 configuration

Boom length: 114m~165m, Superlift radius: 21m, Superlift Counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight:70t
Ra{:}“s 114 | 120 | 123 | 126 | 129 | 132 | 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 | 162 | 165 R?iifs
16 | 285 | 255 | 240 | | 16
18 | 285 | 255 | 240 | 231 | 220 | 208 | 197 | 186 | 176 : 18
20 | 285 | 255 | 240 | 231 | 220 | 208 | 197 | 186 | 176 | 166 | 156 | 150 | 142 | 134 | 128 20
22 | 275 | 255 | 240 | 231 | 220 | 208 | 197 | 186 | 176 | 166 | 156 | 150 | 142 | 134 | 127 | 120 | 113 | 22
24 | 253 | 243 | 238 | 231 | 220 | 208 | 197 | 186 | 176 | 166 | 156 | 150 | 142 | 134 | 126 | 119 | 112 | 24
26 | 234 | 225 | 220 | 217 | 212 | 208 | 197 | 186 | 176 | 166 | 156 | 150 | 141 | 133 | 126 | 118 | 11 | 26
28 | 219 | 210 | 205 | 202 | 197 | 194 | 190 | 186 | 176 | 166 | 156 | 150 | 140 | 132 | 125 | 117 | 110 | 28
30 | 205 | 196 | 192 | 189 | 185 | 181 | 177 | 175 | 171 | 166 | 156 | 148 | 139 | 132 | 124 | 117 | 110 | 30
32 | 193 [ 185 | 181 | 177 | 173 | 170 | 166 | 164 | 160 | 157 | 154 | 147 | 139 | 131 | 123 | 116 | 109 | 32
34 | 182 | 174 | 170 | 167 | 163 | 160 | 157 | 154 | 151 | 148 | 145 | 143 | 138 | 130 | 122 | 115 | 108 | 34
36 | 172 | 165 | 161 | 158 | 155 | 152 | 148 | 146 | 142 | 139 | 136 | 134 | 131 | 129 | 122 | 114 | 107 | 36
38 | 164 | 157 | 153 | 150 | 147 | 144 | 140 | 138 | 135 | 132 | 137 | 135 | 124 | 122 | 119 | 113 | 107 | 3@
40 | 165 | 149 | 145 | 143 | 139 | 137 | 133 | 131 | 128 | 125 | 130 | 128 | 125 | 123 | 112 | 111 | 106 | 40
44 | 150 | 144 | 140 | 130 | 127 | 124 | 121 | 119 | 116 | 113 | 118 | 116 | 113 | 111 | 108 | 107 | 104 | 24
a8 | 138 | 132 | 129 | 127 | 123 | 121 | 111 | 109 | 106 | 103 | 108 | 106 | 103 | 101 | 985 | 97.5 | 950 | 48
52 | 127 | 122 | 119 | 117 | 114 | 111 | 108 | 106 | 104 | 952 | 992 | 975 | 948 | 926 | 901 | 891 | 867 | 52
56 | 118 | 113 | 110 | 108 | 105 | 103 | 100 | 989 | 962 | 940 | 915 | 898 | 873 |es2 | 827 | 819 | 795 | 56
60 | 116 | 105 | 102 | 100 | 981 | 960 | 933 | 917 | 891 | 871 | 847 | 831 | 806 |787 | 762 | 755 | 731 | €0
64 | 108 | 104 | 102 | 938 | 91.3 | 89.3 | 868 | 853 | 828 | 809 | 786 | 771 | 747 | 728 | 705 | 698 | 675 | 64
68 | 101 | 975 | 952 | 937 | 913 | 833 | 809 | 795 | 772 | 753 | 790 | 776 | 752 | 676 | 653 | 647 | 625 | 68
72 |9a6 | 910 | 889 | 876 |854 | 836 | 813 742 | 720 | 702 | 738 | 724 | 701 | 683 | 681 |01 | 579 | 72
76 | 947 | 851 | 799 | 820 | 799 | 783 | 761 | 749 | 727 | 655 | 690 | 67.7 | 655 | 638 | 616 | 610 | 589 | 76
80 | 845 | 750 | 698 | 767 | 747 | 733 | 712 | 702 | 681 | 665 | 645 | 633 | 612 | 596 | 574 | 57.0 | 549 | 80
84 | 739 | 667 | 623 | 775 | 757 | 686 | 667 | 657 | 637 | 622 | 604 | 593 | 572 | 554 | 536 | 532 | 512 | 84
88 | 648 | 587 | 530 | 726 | 709 | 697 | 624 | 615 | 597 | 582 | 618 | 408 | 535 | 520 | 500 | 497 | 477 | 88
92 | 559 | 502 | 459 | 679 | 663 | 653 | 636 | 628 | 558 | 545 | 580 | 570 | 551 | 536 | 467 | 464 | 445 | 92
9 | 475 | 420 | 391 | 670 | 620 | 610 | 595 | 589 | 57.2 | 559 | 543 | 535 | 516 | 502 | 484 | 481 | 414 | %
100 | 395 | 350 | 317 | 626 | 61.4 | 570 | 555 | 55.1 | 535 | 524 | 50.8 | 501 | 483 | 47.0 | 452 | 450 | 432 | 100
104 | 283 | 248 | 585 | 57.3 | 566 | 554 | 514 | 499 | 489 | 520 | 468 | 451 | 439 | 422 | 421 | 403 | 104
108 190 | 547 | 535 | 528 | 516 | 514 | 502 | 456 | 482 | 480 | 468 | 410 | 393 | 393 | 376 | 108
112 | 500 | 493 | 481 | 479 | 467 | 460 | 447 | 445 | 433 | 425 | 365 | 366 | 349 | 112
116 460 | 448 | 446 | 434 | 427 | 415 | 412 | 400 | 393 | 381 | 385 | 324 | 116
120 | | 415 | 403 | 396 | 384 | 381 | 369 | 362 | 350 | 355 | 343 | 120
124 374 | 367 | 355 | 353 | 341 | 333 | 322 | 326 | 314 | 124
128 | | 328 | 325 | 314 | 307 | 295 | 299 | 287 | 128
132 | 300 | 288 | 281 | 269 | 27.4 | 262 | 132
136 | | | 257 | 245 | 250 | 238 | 13
140 23 | 227 | 216 | 140
144 | | | 194 | 144
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SCC75004 Crawler Crane I 59

750 Tans Lifting Capacity

Combination of Working Conditions

HJDB_9 Boom Combination

HJDB_92 Boom Combination

Boom  Power boom Boom insert
length(m) 12m 3m 6m 12m

132+ 8 0 0 0
135% 8 1 0 0
138* 8 0 1 0
141* 8 1 1 0
144+ i) 0 0 0
147* 2 1 0 0
150* 2 0 1 0
153* 9 1 1 0
156+ 9 0 0 1
159+ 9 1 0 1
162* 9 0 1 1
165* 9 1 1 1

Note: Boom base, ém tapered section, 12m jib insert and jib top are must.
For combinations marked with "*", the mid-point suspension cable is must,
otherwise, the boom may break.

HJDB_9(132~165m)

Quality Changes the World [l



750 Tans Liting Capacity

60 I SCC7500A Crawler Crane

Combination of Working Conditions

Working radius of HIDB_9 configuration

(w) yBray Bunyq

O 5 10 15 20 25 30 35 40 45 50 55 60 &5 70
HJDB_9(132~165m)
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Unit: t

SCC7S004 Crawler Crane I 61

750 Tans Lifting Capacity

Combination of Working Conditions

Load chart of HIDB configuration

SCC7500A- HJDB_9 configuration

Boom length: 132m~165m, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R‘?::)“S 132 135 138 141 a4 |17 150 153 ‘ 156 159 162 165 REE?:}“S
18 214 202 192 182 | | 18
20 214 203 192 182 173 | 145 157 149 | 142 135 20
2 215 204 192 183 174 | 1645 157 149 | 142 135 129 122 22
24 214 203 193 183 174 165 157 150 | 143 135 128 122 24
26 215 203 193 183 174 | 165 158 150 | 143 135 128 121 26
28 209 203 193 183 175 166 158 150 | 142 135 128 120 28
30 194 190 187 183 175 | 167 159 49 | 142 135 127 120 30
32 182 178 175 171 168 165 158 149 | 142 134 126 119 32
34 171 167 164 160 158 | 154 151 us | 141 133 126 118 34
36 161 157 154 151 148 145 142 139 137 132 125 117 36
38 152 148 146 142 140 | 137 134 131 129 126 124 117 38
40 144 141 138 135 132 129 127 124 | 122 119 116 114 40
44 137 134 131 128 126 | 122 120 117 115 112 110 107 44
48 132 129 126 123 114 11 108 106 104 101 99.3 967 48
52 121 118 116 113 11| 108 105 96.3 947 92.0 %0.0 87.4 52
56 12 109 106 104 102 99.4 97.2 94.4 92.8 90.2 88.1 79.4 56
40 103 101 98.9 96.1 %4 | 916 89.6 86.9 85.4 82.8 80.9 784 40
64 9.5 938 917 89.1 87.5 848 82.8 80.3 78.9 76.4 74.5 72.0 64
68 96.3 87.3 85.3 828 81.3 | 788 76.9 74.4 | 73.0 70.6 68.8 664 68
72 89.9 87.4 85.6 771 75.7 733 71.5 69.1 678 65.4 63.7 614 72
76 84.1 818 80.0 T 76.3 | 739 66.5 642 630 0.8 59.0 56.8 76
20 78.8 765 74.9 726 71.4 69.1 67.4 65.1 58.7 56,5 54.8 52.6 80
24 738 717 70.1 68.0 668 | 646 63.0 £0.8 59.8 57.6 50.9 488 84
28 74.8 728 5.7 637 626 605 59.0 56.9 55.8 537 52.2 50.1 88
92 70.2 68.3 47.0 65.0 58.6 | 56.6 552 53.1 52.2 50.1 487 46.6 92
9 65.5 64.0 628 61.0 60.1 | 581 51.6 496 488 46.8 454 434 9%
100 1.1 59.8 58.8 57.1 56.3 | 54.5 53.2 463 455 436 423 403 100
104 57.0 557 55.0 53.4 52.7 51.0 49.8 48.0 472 40.6 39.3 37.4 104
108 532 520 51.3 50.0 493 | 476 465 44.8 44.1 423 411 34.7 108
112 497 48.4 478 465 463 444 434 M7 M2 39.4 38.2 36.5 112
116 464 451 44.5 432 a0 | a7 41.0 38.8 | 38.3 367 35.5 338 116
120 M4 402 399 38.6 38.0 36.7 365 34.0 329 31.3 120
124 373 37.0 | 35.8 351 33.8 337 324 30.4 288 124
128 33.1 324 311 | 310 29.7 29.0 278 128
132 | 298 286 | 284 272 25 25.2 132
136 [ 260 24.8 24.1 229 136
140 | | 225 218 206 140
144 | 18.4 144
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750 Tans Liting Capacity

62 I SCC7500A Crawler Crane

Combination of Working Conditions

FJ Boom Combination

FJ Boom Combination

Boom Boom insert
length(m) &m 12m
66 1 3
72 2 3
78 1 4
84 2 4 Fixed jib 12m
20 1 5
@6 2 5

MNote: Boom base, 12m transition section, boom top are must.

FJ(66-96m+12m)
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750 Tans Lifting Capacity

SCCT5004 Crawler Crane
o I63

Combination of Working Conditions

Working Radius of FJ configuration

110
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FJ(66~96m+12m) Radius (m)
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Capacity

64 SCCT500A Crawler Crane
750 Tans Liting

Combination of Working Conditions

Unit: t

Load chart of FJ configuration

SCC7500A-FJ configuration 1/3

Boom length: 66m~96m, Jib length:12m, Boom to jib angle: 10°, Rear counterweight: 210t, Carbody counterweight:70t
Radius {m) &6 72 78 84 90 Qb Radius (m)
12 148 167 12
13 165 166 163 162 13
14 162 163 160 159 158 156 14
15 140 159 156 155 153 152 15
16 158 156 152 150 148 147 16
17 156 153 149 145 142 139 17
18 154 150 146 141 136 131 18
19 148 143 138 134 129 124 19
20 140 135 131 126 1l 117 20
22 126 122 118 113 110 106 22
24 114 110 107 103 99.4 255 24
26 104 100 7.2 93.5 0.4 86.8 26
28 255 91.8 89.0 85.4 82.6 782 28
30 878 84.3 81.7 783 757 724 30
32 81.0 Fiid 752 720 &9.5 66.4 32
34 750 71.8 69.4 66.4 64.0 61.0 34
36 695 665 64.2 61.3 59.0 56.2 36
38 64.7 617 596 56.7 54.6 518 38
40 60.2 57.4 55.3 S 50.5 47.8 40
4d 51.7 49.8 47.9 45.2 43.3 40.7 Al
48 44.7 431 A41.6 39.1 373 348 48
52 38.9 37.3 363 33.8 321 29.6 52
56 33.2 323 31.4 292 276 252 56
60 29.6 280 272 25:2 234 213 &0
64 259 24.3 234 vl 20.1 17.8 &4
68 22.6 210 202 18.5 17.0 14.7 468
72 18.1 153 155 14.2 120 T
76 15.5 14.7 131 1.7 LS 76
80 <l 10.8 9.4 7.2 80
84 8.6 7.3 52 84
88 54 a8
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Unit: t

SCC7S004 Crawler Crane I 65

750 Tans Lifting Capacity

Combination of Working Conditions

Load chart of FJ configuration

SCC7500A-FJ configuration 2/3

Boom length: 66m~9ém, Jib length:12m, Boom to jib angle: 15°, Rear counterweight: 210t, Carbody counterweight:70t
Radius (m) b6 72 78 84 20 96 Radius {m)
13 150 148 13
14 149 147 146 145 14
15 148 146 145 144 141 135 15
16 147 145 144 143 140 134 16
17 146 143 142 141 139 133 17
18 144 141 140 138 136 130 18
19 142 139 137 134 130 126 19
20 139 135 132 127 123 119 20
22 127 123 19 1 1M 107 72
24 115 m 108 104 101 6.8 24
26 105 101 98.3 94.6 91.5 a8 26
28 6.4 927 89.9 86.4 83.6 80.3 28
30 88.6 852 82.5 79.2 76.6 73.4 30
32 818 785 760 729 704 67.3 32
34 75.6 T25 70.2 67.2 64.8 61.9 34
36 70.2 &7.2 65.0 62.0 59.8 57.0 36
38 65.2 623 60.2 57.4 55.3 52.5 38
40 60.7 57.9 559 53.2 51.2 48.5 40
44 52.1 50.3 48.4 45.8 43.9 41.4 44
48 45.1 435 421 39.6 378 354 48
52 39.2 376 367 34.3 326 30.2 52
56 34.2 326 31.8 296 280 25.7 56
&0 29.9 283 2715 256 24.0 217 60
b4 26.1 245 237 220 204 18.2 b4
68 ST N2 20.4 18.8 1 151 68
72 18.3 plress 159 14.5 12.3 72
76 15.6 14.8 133 11.9 9.8 76
80 125 109 g6 75 80
84 8.8 7.5 5.4 84
88 5.6 a8
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Capacity

66 SCCT500A Crawler Crane
750 Tans Liting

Combination of Working Conditions

Unit: t

Load chart of FJ configuration

SCC7500A-FJ configuration 3/3

Boom length: 66m~96m, Jib length:12m, Boom to jib angle: 20°, Rear counterweight: 210t, Carbody counterweight:70t
Radius {m) &6 72 78 84 90 Qb Radius (m)
14 135 133 14
15 132 131 129 127 15
16 129 129 127 126 125 124 16
17 126 127 125 123 122 121 17
18 123 125 123 121 120 112 18
19 121 123 121 118 117 116 19
20 12 121 19 116 115 114 20
22 114 117 115 112 110 108 22
24 108 112 109 105 102 98.2 24
26 102 102 99.3 95.6 92.6 89.1 26
28 96.2 937 50.8 87.4 84.6 813 28
30 89.4 86 834 80.1 715 74.4 30
32 825 Fi 768 737 71:3 48.3 32
34 76.3 732 709 67.9 &65.6 62.8 34
36 70.8 67.8 65.6 62.8 &0.6 57.8 36
38 4658 629 609 58.1 56.0 533 38
40 612 58.5 56.5 53.8 51.8 49.2 40
Ad 52.6 50.8 490 4é.4 44.5 42.0 A
48 45.5 439 42.6 40.1 38.3 35.9 48
52 395 38.0 371 347 33.0 307 52
56 344 329 321 30.0 28.4 26.1 56
&0 301 28.6 278 259 243 221 &0
64 263 248 24.0 223 20.8 18.6 &4
68 229 214 206 19.0 17.6 15.4 48
72 184 17.6 16.1 14.7 12.6 b
76 153 15.0 13.5 121 100 76
80 12.6 1.1 9.8 7.7 80
84 89 76 56 84
88 5.7 88

B Quality Changes the World



SCC7S004 Crawler Crane I 67

750 Tans Lifting Capacity

Combination of Working Conditions

FJDB Boom Combination

FJDB Boom Combination

Boom Boom insert
length(m) bm 12m

42 1 1
48 2 1
54 1 “
60 2 2
66 1 3
72 2 3
78 1 4 Fixed jib 12m
84 2 4
90 1 5
96 2 5
102 1 6
108 2 b

Note: Boom base, 12m transition section, boom top are must.

FJDB(42~108m+12m)

Quality Changes the World [l



750 Tans Liting Capacity

68 I SCC7500A Crawler Crane

Combination of Working Conditions

Working Radius of FJDB Configuration

(w) yBray Bunyq

0 5 1 15 @ 2 3
FJDB(42~108m+12m)

B Quality Changes the World
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Unit: t

SCC7S004 Crawler Crane I 69

750 Tans Lifting Capacity

Combination of Working Conditions

Load Chart of FJDB Configuration

SCC7500A-FJDB configuration 1/3

Boom length: 42m~108m, Jib length:12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R‘?ii)“ a2 a8 54 60 66 72 78 B | %0 9 102 108 Ra(g:)“
1 168 168 | 11
12 164 168 168 168 12
14 151 153 158 164 166 168 168 168 | 14
16 138 142 147 151 155 159 164 166 168 168 165 16
18 127 130 138 142 145 150 155 158 | 161 162 164 149 18
20 118 122 127 132 134 141 144 148 152 153 156 149 20
22 111 115 121 125 128 134 138 141 | 144 144 149 149 22
24 105 108 115 119 122 129 131 135 137 140 143 146 24
26 99.9 104 109 111 116 121 126 129 | 132 134 1364 139 26
28 935 9.4 103 106 1 117 119 123 127 128 132 134 28
30 89.4 94.7 98.4 102 105 111 115 118 | 121 123 126 129 30
32 85.1 90.3 939 98.8 100 105 110 114 117 19 121 | 125 32
34 81.4 859 903 25.1 94.3 102 106 108 | 112 115 117 | 120 34
36 78.2 823 8467 20.8 918 98.6 101 104 108 110 113 116 36
38 74.8 78.0 828 863 897 @5.1 982 101 | 106 107 110 112 38
40 7212 765 797 829 86.0 1.5 939 Q7.6 101 102 105 107 40
44 67.5 724 75.0 793 819 85.6 88.2 Ak | 96.7 98.4 100 102 44
48 633 &7.0 71.3 744 77.4 80.8 B2.2 B5.9 0.8 927 94.2 97.2 48
52 624 6.2 70.2 F9 76.0 78.3 81.8 | 85.3 86.4 88.8 92.0 52
56 628 66.7 68.2 -7, 747 T2 813 819 84.8 87.3 56
60 637 65.7 69.0 703 74.2 | 767 789 81.0 829 &0
&4 &62.7 657 &7.8 70.8 722 75.6 766 80.2 i
68 59.5 63.2 66.1 68.1 | 69.5 720 734 771 68
72 61.2 63.1 65.5 66.7 69.0 1.3 74.2 72
76 61.1 633 | 64.7 66.5 68.4 714 76
80 &61.4 62.8 64.9 668 | 687 B0
84 | 61.1 63.2 64.1 66.7 B4
88 60.9 62.2 62.6 88
92 | 594 | 594 | 577 9
96 54.8 53:1 96
100 | 490 100

Quality Changes the World 1l



750 Tans Liting Capacity

70 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of FJDB Configuration

SCC7500A-FJDB configuration 2/3

Boom length: 42m~108m, Jib length:12m, Boom te jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight:70t
Ra{‘ii;'s 42 48 54 60 66 72 78 84 90 96 102 108 R"(::)“S
12 157 162 12
14 144 147 152 157 160 164 14
16 132 136 142 145 150 152 157 159 161 163 16
18 121 125 133 136 140 143 148 151 154 156 158 147 18
20 113 117 123 127 130 135 138 141 145 148 150 147 20
22 106 111 117 120 124 128 132 135 138 141 144 145 22
24 100 104 i1 114 118 123 125 129 131 135 138 140 24
26 95.2 100 105 107 112 116 120 123 126 129 131 134 26
28 89.5 95.4 100 102 107 112 114 118 121 124 127 129 28
30 85.7 214 95.6 99.2 102 106 110 113 116 119 122 124 30
32 81.1 869 2 95.5 971 101 106 109 112 115 117 120 32
34 77.6 82.6 87.7 9.9 91.6 97.8 102 104 107 1 113 116 34
36 745 792 84.2 87.8 89.2 94.4 978 100 103 106 109 112 36
38 714 753 80.4 834 87.1 1.1 945 971 101 103 106 108 38
40 468.8 734 774 801 835 876 20.3 934 97.2 98.8 101 104 40
A4 64.6 69.7 729 767 79.6 82.0 84.9 87.3 92.1 951 96.9 78.8 44
48 60.3 64.5 69.3 721 75.2 77.4 791 832 874 89.6 L By 937 48
52 60.1 64.3 679 708 728 753 784 82.1 835 863 887 52
56 61.1 64.5 66.3 68.7 e 739 78.2 792 824 84.2 56
&0 61.6 63.8 66.1 676 711 738 763 78.7 799 60
b4 60.9 629 65.2 67.8 69.5 Ak 74.4 75 64
68 578 60.5 63.6 65.2 669 69.6 713 743 68
72 58.6 60.7 62.7 64.2 66.7 693 TR 72
76 58.8 60.6 62.3 64.3 665 68.8 76
80 58.8 60.4 628 64.9 66.2 80
84 58.8 61.1 62.3 64.3 84
88 57.2 58.9 60.4 62.5 88
92 57.4 58.6 58.0 92
96 550 53.4 94
100 492 100

B Quality Changes the World



Unit: t

SCC7S004 Crawler Crane I 71

750 Tans Lifting Capacity

Combination of Working Conditions

Load Chart of FJDB Configuration

SCC7500A-FJDB configuration 3/3

Boom length: 42m~108m, Jib length:12m, Boom to jib angle: 20°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Radis | 39 a8 54 60 66 72 78 84 90 9% 102 1og; | Badivs
{m) (m)
14 112 115 120 121 14
16 104 107 12 114 115 M7 119 121 16
18 96.8 100 103 107 109 110 113 114 118 118 121 124 18
20 1.5 953 9946 101 103 106 108 109 11 112 114 115 20
22 84.7 20.9 4.6 97.5 100 102 104 106 107 109 111 112 22
24 822 85.6 89.4 92.3 5.3 971 100 102 103 105 107 108 24
26 78.3 822 843 88.2 20.9 935 6.1 776 100 101 103 105 26
28 74.6 78.6 816 85.6 869 89.6 922 4.4 F6.1 98.4 100 101 28
30 TG, 74.3 783 80.9 841 869 88.9 1.2 937 95.1 97.4 98.4 30
32 &68.6 711 749 77.4 80.3 834 85.2 88.7 89.9 923 933 95.6 32
34 65.2 68.5 725 75.6 P75 B0.6 833 85.2 87.1 89.5 Q22 925 34
34 62.6 b66.6 69.6 735 755 TI:3 80.5 B82.6 834 86.8 B87.6 89.4 36
38 0.8 64.5 671 70.6 731 75.1 777 799 81.6 83.5 857 87.5 38
40 58.6 62.3 65.2 68.2 70.4 T3:2 75.6 T1n 79.5 811 833 85.1 40
44 56.1 58.9 62.8 64.1 66.3 68.9 73 733 753 77.6 795 816 44
48 53.2 56.3 58.1 61.6 62.5 b66.6 &67.7 70.4 72.2 736 75.7 775 48
52 529 55.5 58.5 60.6 &2.7 64.6 66.6 &68.9 70.5 722 74.6 52
56 539 55.6 57.9 59.2 61.5 64.1 65.6 67.3 68.4 7.2 56
&0 53.7 56.1 57.6 59.8 61.3 62.4 654 66.6 67.8 60
&4 54.1 55.8 517 589 60.3 62.5 64.4 65.7 64
68 51.6 54.1 55.3 57.5 58.7 60.3 62.5 63.2 68
72 523 541 55.4 57.1 58.8 60.2 61.6 72
76 52.6 53.9 ] 57l RS 59.5 76
80 52.7 53.9 55.4 56.1 57.6 80
84 502 54.2 54.6 56.1 B4
a8 51.4 527 534 54.4 B8
92 47.6 525 534 92
96 51.7 52.3 96
100 49.4 100
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750 Tans Liting Capacity

72 I SCC7500A Crawler Crane

Combination of Working Conditions

HJFJ Boom Combination

HJFJ Boom Combination

Baom Boom insert Jib insert
length(m) 6m  12m | 12m
84 : R EE
a0 1 4 1
96* - 4 2
102+ 1 4 5 Fixed jib
12m
108* - 5 2
114* 1 5 2

Mote: 10.5m boom base, ém tapered section, 7.5m jib top are must.
For combinations marked with "*", the mid-suspension cable is must,
otherwise, the boom may break.

B Quality Changes the World
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750 Tans Lifting Capacity

SCCT5004 Crawler Crane
o I73

Combination of Working Conditions

Working Radius of HJFJ Configuration

(w) wBiay Buy

1o

70

] 10 20 30 40 50 60 70 80 90 100 10
HJFJ(B4~114m+12m) Radius (m)
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750 Tans Liting Capacity

74 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJFJ Configuration

SCC7500A-HJFJ configuration 1/3

Boom length: 84m~114m, Jib length:12m, Boom to jib angle: 10°, Rear counterweight: 210t, Carbody counterweight:70t
Radius (m) 84 90 96 102 108 114 Radius (m)
13 158 ‘
14 156 148 136 14
15 155 144 134 118 109 15 ‘
16 152 140 130 116 108 §3.5 16
17 146 133 125 114 107 92.5 17 ‘
18 137 127 120 111 105 91.5 18
19 128 120 114 107 102 89.5 19 ‘
20 19 113 107 103 98.4 88 20
22 106 99.3 958 921 88.4 83.5 22 ‘
24 96.6 N 483 84.4 81 774 24
26 8.2 837 813 FT 745 710 26 ‘
28 80.9 3 7201 71.6 &a8.7 65.4 28
30 749 75 695 66.3 635 60.4 30 ‘
32 £9.6 b6.4 64.5 &61.4 58.8 55.8 32
34 64.8 61.7 &0 57 545 51.6 34 ‘
36 60.5 57.5 55.9 53 50.6 47.8 36
38 56.6 B3:7 522 49.4 471 44.4 8 ‘
40 529 50.1 48.7 46.0 438 41.2 40
44 46.6 43.9 427 40.1 38.0 35.5 44 ‘
48 41.2 38.6 375 35.0 33.0 30.6 48
52 365 34.0 330 30.6 287 26.4 52 ‘
56 324 30.0 291 26.8 249 22.6 56
60 289 265 256 233 216 123 60 ‘
b4 An 234 225 20.3 18.6 16.4 &4
68 228 20.6 19.8 17.6 15.9 137 468 ‘
72 203 18.1 17.3 Th:d 13.5 1.4 72
76 18.0 15.8 15.1 129 11:3 T 76 ‘
80 159 137 13.0 10.9 93 80
84 14.0 11.8 11.2 9.1 5.6 84 ‘

B Quality Changes the World



Unit: t

SCCT5004 Crawler Crane
750 Tans Lifting Capacity

Combination of Working Conditions

I75

Load Chart of HJFJ Configuration

SCC7500A-HJFJ configuration 2/3

Boom length: 84m~114m, Jib length:12m, Boom to jib angle: 15°, Rear counterweight: 210t, Carbody counterweight:70t
Radius (m} 84 g0 94 102 108 114 Radius (m)
14 154 138 14
15 150 136 132 15
16 140 134 130 118 106 16
17 132 129 125 115 105 89.5 17
18 126 122 Ll 112 104 88.5 18
19 120 116 111 107 101 87.5 19
20 115 110 106 102 98 85.5 20
22 105 100 97.2 93.1 89.5 83.6 22
24 95.9 91.2 89.2 854 82 78.4 24
26 88.3 846 82.1 785 754 72 26
28 81.6 78 75.8 725 69.6 66.3 28
30 75.6 T2 70.2 &7 64.3 61.2 30
32 70.3 &67.1 65.2 &2.1 525 56.6 32
34 65.4 624 0.6 57.7 552 52.3 34
36 &1.1 58.1 56.5 53.7 51:3 48.5 36
38 57.1 54.2 527 50 477 45 38
40 534 50.7 493 46.6 44.4 41.8 40
44 47 44.4 43.2 40.6 388 36.1 44
48 41.6 a9 308 355 2245 31 48
52 36.9 34.4 334 31 292 268 52
56 327 304 29.4 27.1 253 231 56
60 291 26.8 259 237 21.9 12.7 &0
2] 259 236 22.8 20,6 18.9 167 &4
68 23 208 20 17.9 16.2 14.1 &8
72 20.5 18.3 172.5 15.4 13.8 11.7 72
7a 18.1 16 1523 13.1 11:5 e 76
80 16 139 13.2 dili 95 80
84 14.1 12 11.3 9.2 b4 a4

Quality Changes the World



76'

SCCT500A Crawler Crane
750 Tans Liting Capacity

Combination of Working Conditions

Unit: t

Load Chart of HJFJ Configuration

SCC7500A-HJFJ configuration 3/3

Boom length: 84m~114m, Jib length:12m, Boom to jib angle: 20°, Rear counterweight: 210t, Carbody counterweight:70t

Radius (m) 84 90 96 102 108 114 Radius (m)
15 124 122 15
16 123 120 116 12 16
17 121 118 114 11 103 85 17
18 19 115 m 109 102 84 18
19 117 112 108 106 101 83 19
20 114 109 105 103 99.1 82 20
22 106 101 98.2 94.1 905 793 22
24 96.8 92.8 90.1 86.3 a3 767 24
26 89.1 85.4 83 794 763 729 26
28 823 78.8 766 733 704 67.2 28
30 763 73 71 67.8 651 62 30
32 709 &67.7 65.9 62.8 403 57.3 32
34 66 63 61.3 58.4 553 53 34
36 &1.6 58.7 571 54.3 51.9 49.2 36
38 57.6 54.8 533 50.6 48.3 45.6 38
40 53.9 51.2 49.8 47.2 45.0 424 40
44 47.5 44.9 43.6 411 391 36.6 44
48 420 395 383 35.9 34.0 3.6 48
52 372 34.8 338 3.4 296 273 52
56 330 30.7 298 21.5 257 235 56
60 29.4 27 262 24.0 223 201 &0
64 26.1 239 231 20.9 19.2 17.1 &4
68 232 210 203 18.1 16.5 14.4 68
72 206 18.5 17.7 15.6 14.0 11.9 72
74 18.3 16.1 15.4 134 11.8 8.8 76
80 16.1 14.0 134 1.3 7 4.5 80
84 14.2 12:1 1.4 9.4 72 84

B Quality Changes the World



SCC75004 Crawler Crane I Tl

750 Tans Lifting Capacity

Combination of Working Conditions

HJFJ_4 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m

84 4 0 0 0
87 4 1 0 0
90 4 0 1 0
93 4 1 1 0 F";‘Zcr'n"b
96 4 0 0 1

Qo 4 1 0 1

102* 4 0 1 1

Note: Boom base, ém tapered section, 12m jib insert and jib top are must.
For combinations marked with "*", the mid-suspension cable is must, otherwise, the boom
may break.

HJFJ_4 Boom Combination

HJFJ_4(84~102m+12m)

Quality Changes the World [l



750 Tans Liting Capacity

78 I SCC7500A Crawler Crane

Combination of Working Conditions

Working Radius of HJFJ_4 Configuration

(w) wBiay Buryn

0 5 10 15 2
HJFJ_4({84~102m+12m)
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Unit: t

SCCT5004 Crawler Crane

750 Tans Lifting Capacity

Combination of Working Conditions

I79

Load Chart of HJFJ_4 Configuration

SCC7500A-HJFJ_4 configuration 1/3

Boom length: 84m~102m, Jib length: 12m, Boom to jib angle: 10°, Rear counterweight: 210t, Carbody counterweight: 70t
Radius (m} 84 a7 90 93 96 99 102 Radius {m)
14 171 14
13 171 17 17 171 15
16 171 170 167 166 165 158 156 16
17 163 160 157 157 155 149 147 17
18 153 151 148 148 143 141 138 18
19 145 142 140 140 136 133 131 19
20 137 135 133 133 128 126 124 20
22 124 122 120 120 116 114 112 22
24 112 110 109 109 105 103 101 24
26 103 101 99 9.7 95.8 938 §2.2 26
28 94.1 921 90.6 5 876 857 84.2 28
30 86.5 84.7 833 84.3 80.4 78.6 T2 30
32 79.9 78.1 767 77.8 74 723 70.9 32
34 73¢9 722 70.9 721 8.3 b66.6 65.3 34
36 &68.6 66.9 65.7 66.9 63.1 61.5 60.3 36
38 63.7 62.1 60.9 62.2 58.5 56.9 557 38
40 59.4 57.8 56.6 58 54.3 B2 51.5 40
44 51.7 50.2 49.1 50.5 469 453 44.2 44
48 45 438 42.8 44.2 40.6 391 38 48
52 3941 38.1 373 38.8 352 338 327 52
56 34.1 331 324 34 306 291 28.1 56
60 29.8 288 281 297 26.5 251 241 40
64 26 25 24.4 26 22.9 215 20.5 64
68 227 21.7 211 227 19.6 18.3 17.3 468
72 19.8 18.8 181 19.8 16.8 15.4 14.5 72
76 17.2 16.2 15.5 17.2 14.2 12.8 11.9 76
80 14.8 13.8 13.2 149 11.8 10.5 9.6 80
84 12.7 1.7 1 9.2 7.8 8.3 7.4 84
88 7 87 6.4 5.5 88

Quality Changes the World 1l



80'

SCCT500A Crawler Crane

750 Tans Liting Capacity

Combination of Working Conditions

Unit: t

Load Chart of HJFJ_4 Configuration

SCC7500A-HJFJ_4 configuration 2/3

Boom length: 84m=~102m, Jib length:12m, Boom to jib angle: 15°, Rear counterweight: 210t, Carbody counterweight:70t

Radius (m} 84 a7 S0 93 96 99 102 Radius (m)
15 166 15
16 162 163 163 164 163 16
17 159 160 159 158 154 151 148 17
18 155 152 150 149 145 142 140 18
19 146 144 142 141 137 135 132 19
20 139 136 134 134 130 128 125 20
22 125 123 121 121 17 5 113 22
24 114 11 110 110 106 104 103 24
26 104 102 100 101 6.8 4.9 933 26
28 94.9 93 91.6 92.4 88.6 86.7 853 28
30 87.3 85.5 84.1 85.1 81.3 725 781 30
32 80.6 78.9 775 78.6 74.8 73 71.8 32
34 74.6 729 71.6 728 69.1 &67.4 66.1 34
36 69.2 67.6 6.4 675 63.9 623 61 36
38 64.3 62.7 &61.6 628 L 57.6 56.4 38
40 59.9 58.4 57.2 58.5 54.9 53.4 522 40
A4 523 50.7 49.6 51 47.4 459 44.8 44
48 45.4 44 .2 432 44.7 41.1 39.6 3846 48
52 375 38.5 ST o S 34.2 332 52
56 34.4 334 328 344 309 295 286 56
&0 301 291 284 30 26.8 254 24.5 &0
64 26.3 253 24.6 263 23.2 21.8 209 &4
68 729 21.9 21.3 228 19.9 18.6 17.6 68
72 20 19 18.4 20 17 15.7 14.7 72
7é ke 16.3 15.7 17.4 14.4 131 121 76
80 14.9 139 13.3 15 12 10.7 9.8 80
84 12.8 11.8 112 101 ol 8.5 7.6 84
a8 9.8 9.2 6.5 5.6 88
92 5 92

B Quality Changes the World



Unit: t

SCCT5004 Crawler Crane

750 Tans Lifting Capacity

Combination of Working Conditions

I81

Load Chart of HJFJ_4 Configuration

SCC7500A-HJFJ_4 configuration 3/3

Boom length: 84m=~102m, Jib length:12m, Boom to jib angle: 20°, Rear counterweight: 210t, Carbody counterweight:70t
Radius (m} 84 a7 90 93 96 99 102 Radius {m)
16 132 16
1 130 131 130 131 132 17
18 127 128 129 129 129 130 130 18
19 125 126 127 127 128 127 127 19
20 123 124 124 125 125 125 126 20
22 19 120 120 121 118 16 114 22
24 115 112 11 11 107 105 104 24
26 105 103 101 102 97.8 96 94.4 26
28 95.8 939 925 932 89.5 877 86.3 28
30 88.1 863 85 85.9 822 80.4 79.1 30
32 81.3 719.6 783 79.3 756 74 727 32
34 753 73.6 72.4 734 69.8 468.2 66.9 34
36 9.8 68.2 &7 68.2 &4.6 63 61.8 36
38 &4.9 633 62.2 634 59.8 58.3 571 38
40 &0.5 58.9 57.8 59.1 55.5 54 5219 40
A4 527 51.2 50.1 5155 47.9 465 45.4 44
48 458 447 437 45.1 41.6 40.1 2k 48
52 398 88 38.1 39.6 361 347 337 52
56 34.7 337 33.1 34.7 313 299 29 56
60 30.3 293 287 303 27.1 258 24.8 40
&4 265 250 249 265 235 221 21.2 64
68 231 221 215 231 20.2 18.8 17.9 68
72 20.1 12 18.5 202 17.2 15.9 15 72
76 17.5 16.4 158 175 14.6 13.2 123 76
80 15 14 134 151 12.2 10.8 o 80
84 12.8 11.8 1.2 11 9.4 8.6 7.8 84
88 9.8 ol 5.6 6.6 58 88
g2 5 92

Quality Changes the World 1l



750 Tans Liting Capacity

82 I SCC7500A Crawler Crane

Combination of Working Conditions

HJFJDB Boom Combination

HJFJDB Boom Combination

Boom Boom insert Jib insert
length(m)  3m 6m 12m 6m 12m

114* — 1 5 B 2

17* 1 1 5 i 2

120* - 2 5 — 2

123+ 1 2 5 — 2

126* — 1 6 i 2

d i 1 1 6 - 2 Fixed jib
32 = 2 6 = 2 12m
135* 1 2 6 — 2

138+ — 2 6 1 2

141+ 1 7 6 1 g

144+ — 2 6 2 2

Note: 10.5m boom base, ém tapered section, 7.5m jib top are must.
For combinations from 114m~144m, the mid-suspension cable is must, otherwise, the
boom may break.

B Quality Changes the World
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750 Tans Lifting Capacity

SCCT5004 Crawler Crane I 83

Combination of Working Conditions

Working Radius of HJFJ Configuration
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750 Tans Liting Capacity

84 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJIFJDB Configuration

SCC7500A-HJFJDB configuration 1/3

Boom length: 114m~144m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counteweight: 210t, Carbody counterweight: 70t
RACER” | wia 117 120 123 126 129 132 135 138 141 g, | =B
(m) (m)
18 124 117 109 106 101 975 18
20 124 116 109 105 100 97.0 Q2.4 87.8 81.5 776 720 20
22 123 116 109 105 100 96.5 Q2.2 87.7 81.4 775 71.7 22
24 123 115 108 104 99.5 96.1 Q2.1 87.4 81.0 77.2 71.2 24
26 123 115 108 103 98.8 95.5 91.9 87.0 80.8 769 70.9 26
28 123 114 107 102 97.6 94.5 ?1.4 86.3 80.6 764 706 28
30 122 113 106 101 96.3 93.4 90.5 85.5 80.3 760 70.4 30
32 120 112 105 999 948 922 89.6 849 801 75.7 700 32
34 19 110 103 98.2 923 20.92 88.5 84.0 79.4 75.3 69.7 34
36 117 108 101 965 .9 82.5 87.0 826 781 745 69.4 36
38 115 106 994 94.8 0.1 87.8 854 81.1 768 736 69.1 38
40 113 104 97.3 92.6 87.9 85.8 83.7 79.6 754 72.6 68.8 40
44 108 101 94.2 89.4 84.6 827 80.8 769 fitats 70.8 68.2 44
48 102 96.5 91.1 86.1 81.0 79.4 i 739 701 &68.5 66.9 48
52 961 91.4 868 819 20 754 737 70.3 66.8 57 64.5 52
56 90.5 86.5 83.1 78.2 73.2 71.3 69.4 66.4 63.4 62.6 61.8 56
60 85.1 81.6 788 74.3 £9.8 67.6 65.4 62.5 59.6 59.5 572.3 60
64 80.2 77.3 74.8 70.8 &6.7 64.3 61.9 593 56.7 56.5 56.2 &4
68 75.4 745 71.0 67.8 64.5 61.9 59.2 56.6 539 53.4 5019 &8
72 720 70.1 68.3 65.0 61.7 59.0 56.2 53.9 51.6 50.8 455 72
76 £9.5 67.5 65.7 62.4 591 56.7 54.2 521 50.0 489 377 16
80 &7.7 65.4 634 60.1 56.8 54.6 52.4 50.6 48.7 47.4 304 80
84 657 63.2 61.5 58.2 54.8 531 51.4 49.5 47.6 41.2 225 84
88 638 61.5 593 56.0 52.7 51.7 50.6 48.6 45.2 342 171 88
92 62.3 529 58.0 54.7 514 50.3 49.2 47.2 37.0 269 111 92
96 60.9 59.0 57.1 53.6 50.0 48.8 47.5 45.7 293 20.0 96
100 591 57.6 55.7 522 48.6 47 .3 46.0 44.3 220 13.4 100
104 55.3 54.4 53.8 50.5 47.2 458 44.3 399 15.1 7.1 104
108 50.9 50.8 479 449 435 42.0 37 7.3 108
112 47.4 44.8 421 41.1 32.3 239 112
116 38.8 334 228 16.4 116
120 13.8 8.0 120
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Unit: t

SCCT5004 Crawler Crane
750 Tans Lifting Capacity

Combination of Working Conditions

I85

Load Chart of HIFJDB Configuration

SCC7500A-HJFJDB configuration 2/3

Boom length: 114m~144m, Jib length: 12m, Boom to jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
RAQliS: | ey 17 120 123 126 129 132 135 138 141 fas. | “Reslis
{rn) | (rn)
18 121 114 | 18
20 121 114 107 102 99.3 Q4.6 91.6 85.0 80.0 74.8 20
22 121 114 107 102 98.9 Q4.3 91.6 84.9 80.0 | 74.8 714 22
24 121 114 107 102 98.5 4.0 N5 84.8 80.0 74.7 71:2 24
26 121 113 106 101 98.0 3.5 9.2 84.6 80.0 | 74.5 70.8 26
28 120 112 105 100 205 929 0.5 84.2 80.0 74.3 704 28
30 119 111 104 99.1 96.2 918 89.7 836 795 | 741 704 30
32 118 110 103 Q8.2 95.0 50.2 88.8 83.0 79.2 737 700 32
34 17 109 102 96.8 935 88.8 87.7 82.2 78.6 | 723 697 34
36 115 107 100 5.1 920 87.4 86.3 80.9 774 725 69.3 36
38 113 105 98.5 3.6 90.6 859 84.7 79.5 762 | 715 68.5 38
40 111 103 96.4 Q2.1 89.4 84.5 83.0 78.0 74.9 70.5 67.8 40
44 106 2 93.4 88.8 85.9 81.4 80.2 75.4 25 | 68.7 66.5 44
48 100 94.7 90.3 85.5 833 78.6 774 72.6 £9.8 66.5 64.8 48
52 94.5 89.2 86.1 81.3 79.8 749 73 69.0 b66.6 | 63.8 625 52
56 89.1 84.7 82.4 776 759 71.0 68.9 64.8 63.3 609 59.9 56
&0 84.0 80.1 78.2 737 722 67.2 64.9 61.0 59.6 | 57.4 57.5 60
&4 79.2 758 74.2 701 68.9 638 614 57.9 56.7 54.6 54.7 &4
68 74.5 71.6 70.5 66.8 65.9 61.1 58.7 55.2 539 | 51.7 517 &8
72 T1:2 68.7 67.9 64.5 63.8 58.6 558 52.6 51.6 49.3 49.0 72
76 68.8 66.3 65.4 62.1 61.1 56.4 539 50.9 50.0 | 47.6 429 76
80 67.1 4.4 632 52.7 58.6 54.3 Loy 49.4 48.7 46.2 354 80
84 65.2 62.5 61.4 57.7 56.4 52.8 51.3 48.5 47.6 | 45.0 272 84
88 63.4 &0.6 59.3 55.8 54.5 51.5 50.6 47.6 465 383 19.5 88
92 62.0 573 58.0 54.1 525 49.8 492 46.3 427 | 308 123 92
96 60.7 58.2 571 53.1 513 48.4 475 44.8 334 225 6.5 96
100 553 56.9 55.7 51.8 50.0 47.0 46.0 43.4 24.7 | 159 100
104 55.4 54.6 53.8 50.2 48.6 455 44.3 41.6 16.4 95 104
108 510 50.8 480 47.2 437 420 36.2 9.8 | 108
112 47.4 452 44.9 41.7 354 26.8 112
116 421 38.2 258 1744 | 116
120 268 16.6 10.7 120
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750 Tans Liting Capacity

86 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJIFJDB Configuration

SCC7500A-HJFJDB configuration 3/3

Boom length: 114m~144m, Jib length: 12m, Boom to jib angle: 20°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
RACER” | wia 117 120 123 126 129 132 135 138 141 g, | =B
(m) (m)
20 118 110 105 101 98.2 938 20
22 118 110 105 101 97.7 938 0.5 83.9 72:1 74.2 701 22
24 118 110 104 100 976 931 0.0 83.6 78.8 739 69.7 24
26 117 109 103 99.2 97.5 924 89.1 83.0 78.6 736 69.3 26
28 116 108 102 98.1 96.2 91.2 88.1 822 78.0 733 69.3 28
30 115 107 101 97.0 95.0 90.3 87.4 81.5 743 127 68.9 30
32 114 106 100 955 93.0 88.9 86.6 80.7 76.4 722 68.7 32
34 112 104 98.5 94.3 820 87.9 85.6 79.6 753 714 68.3 34
36 110 102 96.8 92.5 20.0 86.3 84.3 78.4 74.1 70.4 67.5 36
38 108 100 4.9 90.7 88.4 848 829 77.2 730 69.6 66.8 38
40 106 98.6 93.2 89.2 87.0 834 814 75.8 71.8 &68.5 65.8 40
44 102 95.0 89.9 85.7 833 80.2 78.8 735 69.6 66.6 64.2 44
48 97.0 il 87.0 821 80.5 76.6 758 70.1 67.3 &64.4 62.2 48
52 920 85.8 830 785 77.2 731 71.9 668 64.5 &61.2 60.3 52
56 871 81.6 795 750 735 69.2 67.8 634 61.6 58.7 581 56
&0 82.2 77.3 755 71.3 700 65.6 63.9 597 58.0 559 56.1 60
64 77.6 733 219 68.0 66.9 62.4 60.5 56.7 55.2 534 537 64
68 7341 69.4 68.6 65.0 &4.1 59.8 57.9 54.1 525 50.7 50.9 68
72 70.0 66.8 b66.4 63.0 62.2 57.5 55.1 51.6 50.3 483 48.3 72
76 678 64.6 641 60.7 597 55.4 533 50.1 48.9 a6.7 46.5 76
80 6.3 62.9 621 58.6 574 535 o 488 47.8 455 40.5 80
84 &6 61.3 40.5 56.8 55.4 521 50.9 47.9 469 44.4 309 84
88 63.0 59.6 58.6 55.0 B3 51.0 50.3 47.2 46.0 43.4 23.0 88
92 61.8 58.5 575 536 51.9 49.4 49.0 460 448 349 14.6 92
96 807 57.6 56.8 528 50.9 48.2 47.4 446 37.6 264 7.6 96
100 59.5 56.4 55.6 51.6 49.8 46.9 44.0 433 28.7 18.4 100
104 55.6 54.5 53.8 50.2 48.6 45.5 44.3 41.5 12.0 10.7 104
108 520 51.2 50.8 480 47.2 437 42.0 3946 114 108
112 47 4 452 449 M7 40.1 312 112
116 421 391 28.8 208 116
120 299 181 10.8 120
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SCC7S004 Crawler Crane I 87

750 Tans Lifting Capacity

Combination of Working Conditions

HJFJDB_4 Boom Combination

HJFJDB_4 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m
114 4 - 1 2
117 4 1 1 2
120 4 - 2 2
123 4 1 2 2
126* 4 - 1 e
129+ 4 1 1 3
132% 4 - 2 3
135* 4 1 2 3
138% 4 ) ] 4 Fixed jib
12m
141* 4 1 1 A
144* 4 - 2 4
147* 4 1 2 4
150* 4 - 1 5
153* 4 1 1 5
156* 4 - 15t
159* 4 1 5
Note: Boom base, 6m tapered section, 12m jib insert and jib top are must.
For combinations from 126m~159m, the mid-suspension cable is must,
otherwise, the boom may break.

HJFJDB_4(102~159m+12m)
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750 Tans Liting Capacity

88 I SCC7500A Crawler Crane

Combination of Working Conditions

Working Radius of HJFJDB_4 Configuration

175
170
| 165
160

{w) 3yBrey Bunyn

| 155
150
| 145
140
1135
| 130
1125
| 120
1 115
110
1105

80
1 75

|70
Va8
40
| 55
| 50
a5
[ 40
35
|30
|25
[ 20
{15
[10

0 5 10 15 20 25 30 35 40 45 50 55 60 &5 70 Y5 80 85 90 95 100 105 10O 115 120 125 130 135
HJFJDB_4{102~15%m+12m) Radius (m)

W Qua ity Changes the World



Unit: t

SCC75004 Crawler Crane I 89

750 Tans Lifting Capacity

Combination of Working Conditions

Load Chart of HIFJDB_4 Configuration

SCC7500A-HJFJDB_4 configuration 1/3

Boom length: 102m~15%9m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
REE::}“S 102 | 105 | 108 | 111 | 114 | 117 | 120 | 123 | 126 | 129 | 132 | 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 R*;i‘)“s
16 | 170 | 170 [ | 16
17 | 170 | 170 | 168 | 167 | 166 | 164 | 17
18 | 170 | 170 | 168 | 166 | 165 | 164 | 163 | 161 | 157 [ 150 | 18
19 | 169 | 169 | 168 | 166 | 145 | 163 | 162 | 161 | 157 | 150 | 143 | 136 | 127 | 121 19
20 | 169 | 169 | 167 | 166 | 164 | 163 | 162 | 160 | 157 [ 149 | 142 | 136 | 127 | 121 | 115 | 109 | 101 | 95.8 20
22 | 168 | 168 | 166 | 165 | 164 | 163 | 162 | 159 | 153 | 149 | 142 | 135 | 126 | 120 | 114 | 108 | 100 | 95.3 | 904 | 860 | 22
24 | 168 | 167 | 165 | 165 | 164 | 162 | 161 | 159 | 149 [ 148 | 141 | 134 | 125 | 119 | 113 | 108 | 99.3 | 94.6 | 90.0 | 853 | 24
26 | 167 | 166 | 165 | 164 | 163 | 162 | 160 | 158 | 144 | 147 | 140 | 134 | 125 | 118 | 112 | 107 | 98.5 | 94.0 | 89.3 | 847 | 26
28 | 162 | 164 | 164 | 163 | 162 | 161 | 159 | 158 | 140 [ 143 | 139 [ 133 | 124 | 118 | 111 | 106 | 97.8 | 932 | 886 841 | 28
30 | 157 | 158 | 159 | 161 | 162 | 160 | 159 | 157 | 135 | 139 | 138 | 132 | 123 | 117 | 111 | 105 |97.0 | 925 | 87.9 | 834 | 30
32 | 151 | 153 | 154 | 156 | 157 | 158 | 159 | 157 | 132 [ 135 | 137 | 131 |122 116 | 110 | 104 | 96.2 | 918 | 87.2 | 827 | 32
3 | 146 | 149 | 150 | 151 | 153 | 154 | 155 | 156 | 128 | 131 | 134 | 130 | 121 | 115 | 109 | 104 | 954 | 910 865|821 | 34
36 | 143 | 144 | 146 | 147 | 149 | 149 | 151 | 152 | 124 [ 128 | 131 | 129 | 120 | 114 | 108 | 103 | 94.6 | 90.3 | 859 | 814 | 36
38 | 138 | 140 | 142 | 143 | 145 | 145 | 147 | 148 | 120 | 124 | 128 | 128 | 119 | 114 | 107 | 102 | 939 | 896 851 | 80.7 | 38
40 | 134 | 136 | 138 [ 139 | 141 | 142 | 143 | 144 | 116 [ 121 [ 125 | 127 | 118 | 113 | 106 | 101 | 930 | 8883 | 844 801 | 40
44 | 127 | 129 | 130 [ 132 [ 133 | 135 | 137 | 137 | 110 | 114 | 118 | 122 | 117 | 111 | 104 |99.2 | 91.4 | 87.4 |83.1 | 788 | 44
48 | 120 | 122 | 124 [ 125 [ 127 | 129 | 129 | 132 | 104 [ 108 | 112 | 116 | 115 | 110 | 102 |97.4 | 89.8 | 859 |81.8 |77.5 | 48
52 | 115 | 116 | 118 | 119 | 121 [ 122 | 124 | 121 |98.8 | 103 | 106 | 111 | 112 | 108 | 982 | 95.6 | 88.2 | 84.4 |80.3 | 763 | 52
56 | 109 [ 111 | 112 | 114 | 115 | 117 | 119 | 112 94.4[9?_? 102 104|103 101 | 935 | 93.8 | 865 | 829 |79.1 |75.0 | 56
60 | 105 | 106 | 108 | 109 | 111 | 112 | 113 | 110 | 902 | 937 | 971 | 96.6 | 95.6 | 93.5 | 89.5 | 89.6 | 84.9 | 815 | 778 | 73.9 | 40
64 | 100 | 102 | 103 | 105 | 107 | 106 | 105 | 102 86.2[89_? 93.3 89.6'88_8 86.7 | 85.0 | 83.0 | 825 | 801 | 764 | 726 | 64
68 | 96.4 1 97.4 988 | 101 | 101 |99.4 | 978 | 959 | 82.9 | 86.5 | 89.6 | 89.5 | 887 | 867 | 790 | 77.1 | 76.7 | 748 | 73.2 | 71.3 | 48
72 | 928 940 | 942 | 931 | 928 [ 91.7 | 91.0 | 89.4 ?9.8[82.8 85.4 83.5|82.8 809 | 79.3 | 77.4 | 714 | 69.6 | 68.1 | 663 | 72
76 | 887 876 869|858 | 855|844 836 | 825|767 805 (799|781 775|756 741 723 |720|702|687 |61.6 0 76
80 | 821 810 803|792 789|778 770|759 ?4_5[?5.2 744 | 73.1 |?2.5 70.8 | 69.4 | 67.6 | 674 | 657 | 642 | 625 | 8D
84 | 761 750 | 743|732 729|718 | 711 | 700 | 70.3 | 69.2 | 685 | 67.4 | 676 | 663 | 649 | 633 | 63.1 | 615 | 60.1 | 584 | 84
88 | 70.7 | 69.6 | 68.9 | 67.8 | 675 | 664 | 65.7 | 64.6 64_9[63.8 63.0 619'62.2 61.1 | 60.3 | 59.2 | 59.1 | 57.6 | 562 | 54.6 | 88
92 | 658 | 646 | 64.0 | 62.9 | 625 | 614 | 60.7 | 59.6 | 59.9 | 58.8 | 58.1 | 57.0 | 57.2 | 56.1 | 55.4 | 54.3 | 54.9 | 538 | 526 | 51.1 | 92
96 | 61.2 | 601 | 59.4 | 58.3 | 58.0 | 56.9 | 56.2 | 55.1 55_4[54.3 536 52,5|52.? 516 | 50.9 | 49.8 | 50.4 | 493 | 485 | 475 | 96
100 55.9 | 55.2 | 54.1 | 53.8 | 52.7 | 52.0 | 50.9 | 51.2 | 50.2 | 49.4 | 48.3 | 485 | 47.5 | 467 | 456 | 46.2 | 451 | 444 | 433 | 100
104 50.3 | 50.0 | 48.9 | 48.2 | 47.1 4?_4[46_3 45.6 44_5|44,? 436 | 429 | 418 | 424 [ 413|405 | 395 | 104
108 453 | 44.6 | 435 | 438 | 42.8 | 420 | 409 | 41.2 | 401 | 39.3 | 382 | 388 | 378 370|359 | 108
112 41.3 | 402 40_5|39,5 387 3?.6'3?_9 368 | 360 | 34.9 | 355 | 345 [ 337 | 326 | 112
116 375 | 364 | 356 | 346|348 (337 329 (319 | 325|314 | 306 | 296 | 116
120 [ 328 31_?|31_9 308 | 301 | 29.0 | 296 | 285 | 278 | 267 | 120
124 200 292 | 282 | 274 | 263 | 269 | 259 | 251 | 240 | 124
128 [ | 256 | 249 | 238 | 244 [ 233 | 226 | 215 | 128
132 214 | 220 | 21.0 | 202 [19.2 | 132
136 [ | 198 [ 188 | 180 [ 169 | 136
140 15.9 | 148 | 140
144 [ | 129 | 144
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750 Tans Liting Capacity

90 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_4 Configuration

SCC7500A-HJFJDB_4 configuration 2/3

Boom length: 102m~159m, Jib length: 12m, Boom to jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R‘?ii}“ 102 | 105 | 108 | 111 | 114 [ 117 | 120 | 123 | 126 | 129 | 132 | 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 Ra(fr':)“s
17 | 161 | 162 | | 17
18 | 161 | 162 | 161 | 161 | 161 | 156 18
19 | 161 | 161 | 161 | 160 | 161 | 155 | 154 | 153 | 144 | 146 | 19
20 | 158 | 159 | 159 | 157 | 160 | 152 | 153 | 153 | 142 | 144 | 140 | 133 | 127 | 119 20
22 | 153 | 154 | 155 | 155 | 155 | 148 | 148 | 149 | 139 | 141 | 142 | 133 | 126 | 120 | 114 | 108 | 100 | 951 | 906|861 | 22
26 | 149 | 149 | 149 | 151 | 151 | 144 | 145 | 145 | 136 | 138 | 140 | 134 | 125 | 119 | 113 | 108 | 994 | 94.7 | 90.1 | 854 | 24
26 | 148 | 144 | 145 | 147 | 146 | 141 | 141 [ 141 | 131 | 134 | 137 | 138 | 125 [ 119 | 13 | 107 | 987 | 942 | 89.4 | 848 | 26
28 | 139 | 141 | 141 | 142 | 143 | 137 | 138 | 138 | 128 | 131 | 134 | 133 | 124 | 118 | 112 | 106 | 98.1| 935 | 888|842 | 28
30 | 135 | 136 | 138 | 138 | 139 | 133 | 134 | 134 | 125 | 128 | 130 | 132 | 123 | 117 | 111 | 106 | 97.4 | 928 | 882 | 836| 30
32 | 131|133 | 133|134 | 135| 130 | 131 | 132 | 122 | 125 | 127 | 130 | 122 | 116 | 110 | 105 | 966 | 922 | 875| 829 | 32
34 | 128 129 | 130 | 131 | 133 | 127 | 127 | 129 | 119 | 121 | 124 | 127 | 122 | 116 | 109 | 104 | 960 | 91.5 | 869 | 823 | 34
36 | 125|122 | 127 | 128 | 129 | 123 | 125 | 125 | 115 | 118 [ 122 | 124 | 121 | 115 | 109 | 103 | 952 | 907 | 86.3 | 817 | 36
38 | 16| 116|124 | 125 | 126 | 121 | 122 | 123| 113 | 116 | 119 | 122 | 120 | 114 | 108 | 103 | 944 | 901 | 856 81.1| 38
40 | 12| 13| 18| 16| 123| 118 | 119 | 120 | 109 | 113 [ 16| 119 | 119 | 114 | 107 | 102 | 937 | 89.4 | 849 | 804 | 40O
a4 | 107 | 109 | 110 | 111 | 117 | 113 | 114 | 115 | 104 | 108 | 111 | 114 | 116 | 112 | 102 | 100 | 922| 88.0| 837 | 79.2| 44
48 | 102 | 104 | 105 | 106 | 107 | 109 | 109 | 111 | 990| 102 | 106 | 109 | 112 | 110 | 97.5| 985| 90,6 | 866 | 823 | 781 48
52 | 98.1|993| 100 | 102 | 103 | 104 | 105 | 106 | 940 97.9| 101 | 104 | 107 | 108 | 929| 95.8| 89.1 852 81.1| 768| 52
56 | 939 953 966| 97.9] 991 | 997 | 101 | 102 | 89.9| 932| 965| 100 | 103 | 101 | 889| 921 | 87.6| 838 798| 757| 56
60 | 90.2| 91.3| 928|937 | 950| 966 97.1| 98.4| 858 89.3| 928| 964| 957 | 936 | 856 883 | 86.1| 824 | 785| 745 40
64 | 868 88.189.6 | 90.6 | 920 | 93.0 | 942 | 956 | 826 | 86.3 | 89.2 | 89.8 | 88.9 | 869 | 82.3 | 832 | 827 | 80.7 | 77.3 | 733 | ¢4
68 | 840 853|864 875890902 914|921 | 795|828 | 863 | 896|888 |809|792|773|769 (750|734 | 716 68
72 | 814|826 |833|845|861|87.3|886|892|772(803 828|837 (830(811|766|776|716|698]|683|665| 72
76 | 787|795 |81.3 | 825|834 | 844|841 | 830|743 |77.4 | 801|783 |77.6 | 758|741 | 725 | 722|704 | 636 | 619 | 76
80 | 762775783796 (793|782 (775|764 | 722|753 | 749|733 (727 | 710|696 | 678 | 676 | 659 | 644 | 627 | 80
84 | 741|753 746|734 733|722 | 715 | 704 | 70.1 | 69.6 | 689 | 678 | 68.0 | 665 | 652 | 635 | 633|617 | 603 | 586 84
88 | 71.0| 699 | 692 | 68.1| 67.8 | 667 | 660 | 649 | 652 | 642 | 634 | 624 | 626 | 615 | 608 | 595 | 59.4 | 57.8 | 56.4 | 548 | 88
92 | 660|649 | 642|631 628 617 | 610|599 | 60.3 | 59.2 | 585 | 57.4 | 57.6 | 565 | 55.8 | 547 | 553 | 54.1 | 528|513 92
96 | 614|603 596 | 586|583 | 572|565/ 554|557 546|539 528|531|520|512] 502 508|497 | 490| 479| 96
100 561|554 | 544 | 54.1| 530 | 523|512 | 515 | 504 | 49.7 | 486 | 489 | 478 | 47.1| 460 | 46.6| 455 | 448 | 437 | 100
104 505|502 | 49.1 | 484 | 47.3| 47.7| 466 | 458 | 448 | 450 | 439 | 432 | 421 | 427 | 417 | 409 | 398| 104
108 455 | 448 | 437 | 441 430| 423| 412 | 414 | 404 | 396| 385| 39.1 | 381 | 37.3| 363 | 108
12 415|404 407 | 397 | 389 379|381 | 37.0| 363 | 352 358 | 348 | 340 330| 112
116 | 376 | 366|358 348| 350 339 332| 321 | 327 | 31.7| 09| 299/ 116
120 337|329 319|321 31.1| 303 | 292 | 298| 288 280/ 270| 120
124 | 292|294 | 283 276| 265 27.1| 26.1 | 25.3| 243 124
128 258| 251 | 240 246 | 236| 228| 21.7| 128
132 | 27| 216| 22| 212| 204| 194| 132
136 200|189 | 182| 17.1| 136
140 | 16.1| 150 140
144 130| 144
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Unit: t

SCC75004 Crawler Crane I 01

750 Tans Lifting Capacity

Combination of Working Conditions

Load Chart of HIFJDB_4 Configuration

SCC7500A-HJFJDB_4 configuration 3/3

Boom length: 102m~15%9m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Ra(ii}us 102 | 105 | 108 [ 111 | 114 | 117 | 120 | 123 | 126 [ 129 | 132 [ 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 R‘ﬁfs
18 | 126 | 126 | 128 | 18
19 | 125 [ 125 | 125 [ 125 | 126 | 126 | 126 19
20 | 123|123 | 124 | 124 | 124 | 124 | 125 | 124 | 124 | 124 | 20
22 | 119 [ 120 | 120 [ 120 | 121 [ 121 | 122 [ 122 | 121 | 121 | 122 [ 122 | 122 | 118 | 113 | 108 | 99.8 | 948 22
24 | 116 | 116 | 118 [ 118 | 118 | 119 | 119 | 119 [ 118 | 119 | 119 | 120 | 120 | 118 | 113 | 108 | 99.2| 945 | 899 | 852 | 24
26 | 11313 1ma{1a|1s 15| e[ 117 | 115|116 | 116 | 117 | 117 | 118 | 112 | 107 | 986 | 940 | 893 | 846 | 26
28 | 10| 190 | 111 | 112 113 | 113 | 114 | 114 | 112 | 114 | 114 | 115 | 115 | 116 | 112 | 106 | 98.0| 934 | 887 | 841 | 28
20 | 107 [ 108|109 [ 109 110 [ 111 | 110 [ 111 | 10| 11 | 110 | 112 112 | 113 | 111 | 106 | 97.4| 928 | 882 | 835 | 30
32 | 105 | 105 | 106 | 106 | 108 | 108 | 108 | 109 | 108 | 108 | 109 | 109 | 110 | 111 | 109 | 105 | 967 | 922 | 87.5 | 29| 32
34 | 102 103|103 | 104 | 105 | 106 | 107 | 107 | 105 | 106 | 106 | 107 | 108 | 109 | 107 | 104 | 96.1 | 91.6 | 869 | 823 | 34
36 | 100 | 100 | 102 | 102 | 102 | 103 | 104 | 105 | 103 | 104 | 104 | 105 | 106 | 107 | 105 | 104 | 95.4 | 909 | 863| 81.8| 36
38 [971)987|989]|997| 101 | 102 | 102 | 103 | 100 | 102 | 102 | 103 | 104 | 104 | 103 | 103 | 947 | 902 | 858 | 81.2| 38
40 |954|959|973|981|984|993| 101 | 100 | 988| 100 | 101 | 101 | 102 | 103 | 101 | 102 | 94.1| 89.7 | 85.1 | 806 | 40
40 | 914 922|930 940| 94.4| 954 | 968|970 | 948| 955 97.2| 97.8 | 98.2| 989 | 97.0| 981 | 92.6 | 88.3| 840 | 795 | 44
48 | 880|883 89.9| 909|915 924 | 930| 93.4| 916 924 | 936| 944 | 950| 959| 925 943 | 91.2| 87.0| 827 | 783 | 48
52 | 845| 851|867 874 885| 887/ 896|506 | 883|895 90.1|91.1|91.9| 922| 887| 91.2| 898 858 81.5| 772| 52
56 | 818 825|837 84.3| 85.1| 859 | 86.8| 87.9| 852| 864 | 87.3| 884 | 887 89.9| 855 | 88.2| 88.3| 84.4 | 80.3| 76.1| 56
60 | 785 799| 806 | 815 827| 830 84.1| 852 | 82.8| 835 844 | 85.1 | 863| 86.8 | 823 845| 860 831 79.1| 749 | &0
64 | 761|77.4| 782|790 800| 805 | 81.4| 82| 798| 81.3| 824 | 832| 838 845 79.2| 816( 828| 809|779 741 | &4
68 | 741|748 | 758|767 | 776|787 | 796 | 80.0 | 768 | 792 | 79.7 | 806 | 81.3 | 81.0 | 766 | 775 | 77.0 | 752 | 736 | 718 | 68
72 | 716|729 | 739 | 784 | 755 | 761 | 770 | 7182 | 746 | 771 | 777 | 787 | 79.5 | 800 | 742 | 722 | 718 | 700 | 685 | 667 | 72
76 | 696|710 |715|725|733 | 743|752 | 756 | 725|750 | 75.8 | 763 | 772 | 760 | 718 | 727 | 724 | 706 | 638 | 621 | 76
80 | 677 | 692|697 |707 | 715 | 725|735 | 741 | 704 | 730 | 739 | 735 | 729 | 712 | 694 | 680 | 678 | 661 | 646 | 29| 80
84 |64 |673|684|e91|698|707 717|707 | 685700693 |682| 683|667 | 653|637 (635|619 (605|588 84
88 | 650|655 | 665|673 | 68.1| 670|663 | 652 | 656 | 645 | 638 | 627 | 630 | 61.9 | 612 597 | 595 | 580 | 566 | 55.0 | 88
92 | 637|642 644 | 634|631 |620|613|602]|606|505/|588|577|580|569|562]551|557|543|530|515] 92
9 | 615|605 598|588 585 57.4| 567 | 556 | 560 | 549 | 54.2 | 531 | 534 | 523 | 516 | 505 | 51.1| 50.1 | 493 | 482 | 9%
100 562|556 | 545|543 | 532 | 525 | 51.4 | 51.8| 507 [ 500 | 489 | 492 | 48.1 | 47.4 | 463 | 469 | 459 | 451 | 441 | 100
104 [ 506 | 503 | 49.3| 486 | 47.5| 47.9| 468 | 461 | 450 | 45.3| 442 | 435 | 424 | 430 | 420 | 41.2| 40.2| 104
108 467 | 457 | 450 | 439 | 443 | 432 | 425 | 414 | 417 | 406 | 299 | 388 39.4 | 384 | 37.6| 366 | 108
112 [ 416|405 | 409 | 399 39.1| 38.1| 383| 37.3| 365|355 | 361 350 34.3| 332| 112
116 ' 378|367 360|350 352| 242 | 334 | 324 330|319 312 301 | 116
120 [ 338 331|320 323| 31.2| 305| 205| 30.1 | 290 283 272 120
124 293 | 296| 285|278 | 267 | 27.3| 263 | 255 245 | 124
128 [ | 259| 252 242 | 248 | 237 | 230| 220| 128
122 28| 218|224 213| 206 196 132
136 [ | 201 | 19.1] 183 ] 173 136
140 169 162|152 140
144 [ | 131 144
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750 Tans Liting Capacity

92 I SCC7500A Crawler Crane

Combination of Working Conditions

HJFJDB_5 Boom Combination

HJFJDB_5 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m
114 5 - 1 1
17 5 1 1 1
120 5 - “ 1
123* 5 1 2 1
126* 5 - 1 2
2 5 1 1 2
132* 5 - 2 2
135* 5 1 2 2
et 5 - 1 3
141+ 5 1 1 g |Feediib
12m
144* k) = 2 3
147* 5 1 2 3
804 5 - 1 4
53% 5 1 1 4
156* 5 - 2 4
159* 5 1 2 4
162* 5 - 1 5
165* 5 1 1 5

Note: Boom base, 6m tapered section, 12m jib insert and jib top are must.
For combinations from 126m~145m, the mid-suspension cable is must,
otherwise, the boorm may break.

HJFJDB_5(102~165m+12m)

B Quality Changes the World



750 Tans Lifting Capacity

SCC75004 Crawler Crane I o3

Combination of Working Conditions

Working Radius of HIFJDB_5 Configuration

185
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1 175
170

(w) wyBray Buny
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50
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0 5 10 15 20 25 30 35 40 45 50 55 &0 &5 70 75 80 B85 90 95 100 105 110 115 120 125 130 135
HJFJDB_5(102~165m+12m) Radius {m)
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750 Tans Liting Capacity

94 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_5 Configuration

SCC7500A-HJFJDB_5 configuration 1/6

Boom length: 102m~165m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Racin” | g 105 108 "1 114 117 120 123 126 129 1zp | Rudis
(m) | (m)
16 171 170 | 16
17 171 170 169 168 167 165 17
18 170 170 168 168 | 166 165 164 162 161 158 18
19 170 169 168 168 166 165 164 160 160 158 151 19
20 170 169 168 167 | 166 164 164 158 160 158 151 20
22 167 168 167 167 165 164 163 153 155 157 150 22
24 169 168 167 166 | 165 164 162 148 151 153 149 24
26 168 167 166 165 164 163 161 143 146 149 148 26
28 163 164 165 164 | 163 162 161 138 141 145 147 28
30 157 159 160 160 162 161 160 134 138 141 144 30
32 152 154 155 156 | 157 159 160 130 134 137 140 32
34 147 148 150 152 153 158 155 125 129 134 136 34
36 143 145 146 147 | 148 150 151 121 125 129 1383 36
38 138 140 141 143 | 144 146 147 117 122 126 130 38
40 135 136 138 139 | 140 142 144 114 118 122 126 40
44 127 129 130 132 133 135 136 108 1M1 116 120 44
48 121 122 123 126 | 127 128 130 102 106 110 114 48
52 114 116 118 120 | 12 123 123 96.5 100 104 108 52
56 109 111 112 114 | 116 117 112 G2 2 95.0 7.3 103 56
60 104 106 108 109 AN 112 112 87.7 91.3 95.1 98.0 60
&4 100 102 103 105 | 106 106 104 841 87.1 90.9 94.2 64
68 96.2 97.3 99.3 100 101 99.3 97.7 80.5 837 87.3 90.7 68
72 925 93.7 94.1 930 | Q2.7 91.6 20.9 780 80.4 84.2 84.7 72
76 88.6 87.4 86.8 85.6 854 84.2 835 747 780 80.6 791 76
80 820 80.8 80.2 79.0 | 78.8 77.6 76.9 FAATE 755 743 736 80
84 760 749 742 730 72.8 71.7 71.0 469.8 69.5 &68.4 67.6 84
88 70.6 69.4 &8.8 67.6 | 67.4 66.2 65.5 644 64.1 63.0 62.2 88
92 657 4.5 63.8 62.7 &£25 613 60.6 594 59.2 58.0 57.3 92
96 611 60.0 592.3 58.1 | 57.9 56.8 56.1 54.9 54.6 535 52.8 96
100 55.8 551 54.0 53.8 52.6 51.9 50.8 50.5 493 48.6 100
104 50.1 | 499 48.8 481 459 46.6 45.5 44.7 104
108 . 45.2 44.5 434 431 419 41.2 108
112 | 41.2 40.0 39.8 38.6 379 112
116 . 36.7 355 348 116
120 | 319 120
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Unit: t

SCCT5004 Crawler Crane
750 Tans Lifting Capacity

Combination of Working Conditions

I95

Load Chart of HIFJDB_5 Configuration

SCC7500A-HJFJDB_5 configuration 2/6

Boom length: 102m~165m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R?g:)“s 135 138 141 144 147 150 153 156 159 162 165 R?i‘;‘s

16 16
17 17
18 18
19 143 135 129 19
20 143 135 128 122 116 108 103 20
22 143 134 128 121 115 108 102 974 922 854 80.8 22
24 142 134 127 120 114 107 102 96.7 G 84.7 80.2 24
26 141 133 126 120 114 106 101 6.1 21.0 84.0 725 26
28 140 132 125 119 13 106 100 95.4 90.3 83.3 78.8 28
30 139 131 125 118 112 105 99.5 94.6 89.7 82.6 78.2 30
32 138 130 124 117 11 104 98.7 94.0 88.9 820 777 32
34 137 129 123 116 110 103 98.2 93.3 88.3 81.3 77.0 34
36 136 128 122 115 110 102 7.5 925 87.6 80.6 764 36
38 133 127 121 114 109 102 96.7 91.9 869 80.0 75.8 38
40 130 126 120 113 108 101 96.0 911 86.3 733 75.1 40
44 124 125 19 110 106 98.9 94.4 89.7 849 781 739 a4
48 118 121 117 104 104 Q7.2 92.8 883 83.7 768 727 48
52 112 11 109 99.5 102 95.5 N3 869 823 75.8 715 52
56 103 102 100 Q4.6 96.2 3.8 89.8 855 81.0 74.5 704 56
&0 95.8 95.0 92.8 90.9 889 88.0 859 841 798 734 693 &0
64 88.9 8a1 86.0 843 82.3 815 79.5 77.8 A 723 68.3 &4
68 88.7 88.0 86.0 783 76.4 757 738 722 703 700 672 68
72 827 822 80.2 78.6 767 704 68.6 67.0 65.2 64.9 63.1 72
76 77.3 76.8 75.0 734 7.6 71.0 692 &7.7 &0.6 &0.4 58.4 76
B0 723 e 701 &8.7 6869 b6.4 b6 63.2 614 61.2 54.5 B0
&84 66.5 66.9 65.6 64.3 62.6 62.1 0.4 59.0 57.3 57.2 55.5 84
a8 61.1 61.4 60.3 59.6 58.5 58.1 565 55.2 535 535 51.8 a8
92 56.1 56.5 55.4 54.6 535 53.8 527 51.6 50.0 50.0 48.4 92
96 51.6 520 50.9 50.1 49.0 49.3 48.1 47.4 46.3 46.7 45.2 96
100 47.4 47.8 46.7 459 44.8 451 44.0 43.2 421 42.8 41.7 100
104 43.6 44.0 42.9 42.1 41.0 41.3 401 39.4 38.3 38.9 37.8 104
108 40.1 40.4 39.3 386 374 37.7 366 358 347 354 343 108
112 36.8 L7244 36.0 A8 341 34.4 333 325 314 321 31.0 112
116 337 341 329 322 3N ns3 30.2 295 284 29.0 279 116
120 308 212 301 293 282 285 274 266 255 26.1 250 120
124 281 285 27.4 266 255 258 247 239 228 235 224 124
128 249 241 230 234 222 214 20.3 210 19.9 128
132 20.6 209 19.8 19.1 17.9 18.6 17.5 132
136 18.7 17.6 16.8 157 164 15.3 136
140 14.7 136 14.3 13.2 140
144 1.6 123 12 144
148 2.3 148
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750 Tans Liting Capacity

06 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_5 Configuration

SCC7500A-HJFJDB_5 configuration 3/6

Boom length: 102m~165m, Jib length: 12m, Boom to jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Rechis 102 105 108 11 114 117 120 123 126 129 132 Radius
(m) | | (m)
17 165 165 | | 17
18 164 165 163 164 | 164 157 18
19 161 162 163 163 | 162 155 155 151 146 147 | 19
20 158 159 160 160 161 155 153 150 14 146 148 20
22 153 153 154 155 | 156 155 149 146 146 143 | 144 22
24 149 149 150 151 151 152 145 141 144 140 141 24
2 144 144 146 146 | 147 147 141 137 140 137 | 138 2
28 139 141 141 142 143 144 138 134 136 132 135 28
30 136 136 136 138 | 140 136 134 130 133 129 | 132 30
2 132 130 130 135 129 130 130 126 129 126 129 2
34 128 125 124 132 | 124 127 128 123 120 123 | 126 34
36 119 120 121 121 | 123 124 124 120 116 120 123 36
38 116 117 118 119 | 120 121 122 116 114 117 | 120 38
40 113 114 115 116 | 117 118 119 113 111 1ms | 17 40
44 108 109 109 111 | 112 113 114 107 105 109 | 113 44
48 102 104 105 106 | 107 109 110 101 994 104 | 107 48
52 98.0 99.3 101 102 | 103 104 105 917 951 98.6 | 102 52
56 94.2 95.7 96.5 976 | 993 100 102 881 90.8 945 | 982 56
60 90.5 91.3 93.1 94.3 | 95.1 96.2 97.9 837 87.4 90.4 | 93.7 60
64 869 88.4 89.8 911 | 920 93.1 94.1 80.6 83.7 87.3 90.5 64
48 84.1 85.6 86,5 88.0 | 88.9 90.2 91.1 77.7 80.8 84.2 | 86.8 48
72 81.2 82.3 83.4 84.9 86.0 87.4 88.3 75.2 777 81.1 83.9 72
76 78.4 80.2 81.3 81.9 | 82.9 84.5 84.0 729 75.4 78.2 | 79.3 76
80 76.4 774 78.3 79.4 79.2 78.0 77.3 704 73.2 74.8 741 80
84 74.4 75.0 74.5 73.4 | 732 720 71.3 68.4 499 48.8 | 48.1 84
88 709 69.7 9.1 67.9 67.7 666 65.9 4.8 4.5 63.3 62,6 88
92 659 64.7 6.1 62.9 | 627 1.6 60.9 598 59.5 58.4 | 57.6 92
9% 613 60.2 59.5 584 | 582 57.0 56.4 55.2 54.9 53.8 53.1 9%
100 56.0 55.3 54.2 | 54.0 52.8 52.2 51.0 50.7 494 | 48.9 100
104 50.3 50.1 490 48.3 472 469 45.7 450 104
108 | 454 447 436 433 422 | ny. 108
112 ' 1.4 402 40.0 388 | 381 112
116 | 369 35.7 | 35.0 116
120 j 328 32.1 120
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Unit: t

SCCT5004 Crawler Crane
750 Tans Lifting Capacity

Combination of Working Conditions

I97

Load Chart of HIFJDB_5 Configuration

SCC7500A-HJFJDB_5 configuration 4/6

Boom length: 102m~165m, Jib length: 12m, Boom to jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R?:’r:)“ 135 138 141 s |14z 150 153 156 159 162 | 165 Rf{:)“
17 | | 17
18 18
19 | | 19
20 140 133 126 20
22 140 134 127 121 | 115 108 102 ] P72 85.4 | 80.8 22
24 141 133 127 121 115 107 102 96.7 91.7 84.7 80.3 24
26 140 133 126 120 | 114 106 101 96.2 21.0 84.2 | 79.6 26
28 137 132 126 119 113 106 100 95.5 90.4 835 | 789 28
30 135 131 Teds) 118 | 113 105 99.8 94.9 B9.8 828 | 783 30
32 132 131 124 117 112 104 99.1 94.2 89.2 822 779 32
34 128 129 123 i | 111 104 98.6 93.6 885 B1.6 | Tl 34
36 126 127 123 114 110 103 98.0 929 88.0 80.9 76.6 36
38 123 123 122 11 | 109 102 97.2 92.2 873 80.3 | 76.0 38
40 120 121 121 108 109 101 965 91.6 86.6 79.7 754 40
44 116 116 118 103 | 106 99.8 951 90.2 85.4 78.4 | 74.3 44
48 11 112 113 985 1M 98.2 937 889 84.2 772 731 48
52 106 108 109 94.3 | e Q4.5 952 87.6 82.9 76.3 | 72.0 52
56 102 102 100 0.2 93.1 94.9 90.7 86.3 81.7 75.1 70.8 56
&0 96.0 951 730 86.8 | 89.0 88.2 B6.1 84.4 80.5 740 | 698 &0
&4 89.0 883 86.2 834 825 81.7 79.7 781 761 728 | 687 &4
&8 88.9 B8.2 80.2 785 | 716.6 75.9 740 724 705 70.2 | 67.7 68
72 82.9 B23 80.4 7735 769 70.6 688 67.2 65.4 65.2 63.4 72
76 77.5 77.0 FE2 73.6 | 718 7512 69.4 62.6 608 60.6 | 589 76
80 725 721 703 68.9 671 b6.6 64.8 63.4 61.6 61.5 54.7 80
84 67.0 &7.3 65.8 64.5 | 62.8 62.3 60.6 59.2 55 57.4 | 55.7 84
88 61.5 6519 60.8 60.0 587 58.4 56.7 554 538 53.7 521 88
92 56.5 56.9 558 55.0 | 539 54.2 531 51.8 50.2 50.2 | 48.6 g2
96 520 523 51.2 50.5 494 497 48.6 478 467 469 | 454 kL
100 47.8 48.2 47.0 46.3 | 452 45.5 Ad.4 43.6 42.5 43.2 | 42.1 100
104 439 443 432 42.4 413 41.6 40.5 398 38.7 393 38.2 104
108 40.3 407 39.6 38.9 | ATT 38.0 369 36.2 35:1 357 | 34.6 108
112 370 374 363 355 344 34.7 336 329 318 324 313 112
116 339 343 332 324 | 313 31.6 305 298 287 293 | 28.2 116
120 31.0 314 30.3 29.6 284 287 276 269 258 264 253 120
124 283 287 27.6 268 | 257 26.0 249 24.2 231 237 | 227 124
128 250 243 232 235 224 21.6 20.5 21,2 20.1 128
132 o | 20.8 i 20.0 193 18.2 18.8 | 17.7 132
136 18.9 178 17.0 15.9 166 155 136
140 | 149 138 145 | 134 140
144 11.8 12.5 11.4 144
148 | | 95 148
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750 Tans Liting Capacity

o8 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_5 Configuration

SCC7500A-HJFJDB_5 configuration 5/6

Boom length: 102m~165m, Jib length: 12m, Boom to jib angle: 20°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Rachus’ | sqgm 105 108 111 114 17 120 123 126 129 132 | Radius
(m) | | (m)
18 127 127 128 | | 18
19 125 125 125 125 126 126 126 19
20 123 123 124 124 | 124 124 124 124 125 125 | 20
2 120 120 120 121 122 122 122 121 122 122 122 22
24 116 117 117 18 | 118 119 119 17 118 19 | 120 24
26 113 114 114 115 116 116 116 115 115 116 17 26
28 110 11 11 112 | 13 13 114 112 113 14| 114 28
30 107 108 109 109 110 110 112 110 111 11 112 30
32 105 105 106 07 | 108 108 109 107 108 108 | 110 32
3 102 103 104 105 105 106 107 105 106 106 107 3
36 100 101 101 102 | 103 104 104 102 103 104 | 104 36
38 97.6 98.2 99.4 100 101 101 102 100 102 102 103 38
40 952 96.0 972 977 | 984 99.6 100 98.7 99.1 998 | 101 40
44 917 925 933 94.0 948 95.6 9%.4 94.2 94.9 959 97.1 44
48 88.2 89.2 895 %03 | 913 922 92.6 907 917 928 | 934 48
52 84.6 85.5 86.3 87.2 88.3 88.7 89.8 88.2 88.3 89.7 90.5 52
56 812 82.7 837 84.2 | 853 85.9 86.9 83.9 859 86.6 | 87.6 56
60 79.0 79.5 80.5 817 823 830 84.3 80.9 835 843 847 40
64 763 77.4 78.1 792 | 800 81.1 81.6 780 80.3 813 | 826 64
68 736 74.8 756 67 | 776 785 78.9 75.2 780 79.1 799 68
72 718 72.4 736 74.4 | 753 763 77.1 725 753 769 | 77.8 72
76 698 70.4 718 725 73.4 74.0 753 706 728 74.8 75.8 76
80 67.8 69.0 69.9 706 | 713 723 73.1 688 710 735 | 739 80
84 664 67.2 68.0 6838 69.6 70.4 714 668 69.4 69.2 68.5 84
88 5.1 5.8 662 612 | 618 669 66.2 65.1 64.8 637 | 630 88
92 638 64.5 643 632 63.0 619 612 60.1 59.8 58.7 58.0 92
9% 615 60.3 597 586 | 584 57.3 56.6 555 552 541 | 534 9%
100 56.1 55.5 54.4 54.2 53.1 52.4 513 51.0 499 492 100
104 504 | 503 492 485 474 471 0 | 253 104
108 466 455 449 438 435 424 a7 108
112 | M5 404 401 90 | 383 112
116 37.0 359 35.2 116
120 | 330 | 323 120
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Unit: t

SCCT5004 Crawler Crane
750 Tans Lifting Capacity

Combination of Working Conditions

I99

Load Chart of HIFJDB_5 Configuration

SCC7500A-HJFJDB_5 configuration 6/6

Boom length: 102m~165m, Jib length: 12m, Boom to jib angle: 20°, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R?g:)“s 135 138 141 144 147 150 153 156 159 162 165 R?gf}“s

18 18
19 19
20 20
22 123 123 123 120 114 106 101 22
24 120 120 120 118 114 107 101 96.4 91.4 84.5 80.1 24
26 117 117 118 16 114 106 101 95.9 90.8 84.0 79.5 26
28 115 115 116 = ificd 113 106 100 5.4 90.2 83.4 78.8 28
30 112 113 113 1M 112 105 99.7 94.8 89.7 827 783 30
32 110 111 111 109 110 104 99.1 94.2 891 822 777 32
34 108 108 109 107 108 104 98.7 93.6 885 81.6 772 34
34 106 106 107 105 106 103 98.1 Q3.0 88.0 810 766 34
38 104 104 105 103 104 102 97.4 92.4 87.4 80.3 76.1 38
40 101 102 103 101 102 102 96.8 ?1.8 86.8 79.8 75.5 40
44 97.9 98.7 99.7 97.3 98.6 8.6 95.5 %0.5 85.7 78.6 74.4 44
48 94.4 954 95.9 S39 94.8 95.6 94.2 89.3 84.4 175 733 48
52 1.0 921 927 899 922 925 927 88.1 83.3 765 723 52
56 883 888 89.7 86.5 89.0 20.1 90.4 846.8 822 75.5 71.2 56
&0 85.6 86.3 87.2 83.2 85.8 875 86.3 B4.6 81.0 74.4 70.2 &0
&d 528 EER:) B84.8 80.0 827 a1.9 79.9 783 763 733 591 &4
68 80.9 81.2 80.3 77.4 76.8 761 74.2 72.6 70.7 70.4 68.2 68
72 78.9 79.4 80.1 74.8 71.5 70.8 69.0 67.5 65.6 65.4 63.6 72
76 76.4 77.2 75.3 72.4 720 714 69.6 62.8 61.0 60.8 59.1 76
80 727 723 70.5 69.1 67.3 66.8 65.0 63.6 61.8 56.6 Loty 80
84 67.4 &7.7 66.0 64.7 63.0 625 60.8 59.4 57.8 57.6 56.0 84
88 61.9 623 61.2 60.4 58.9 58.6 56.9 55.6 54.0 539 523 88
92 56.9 57.3 56.2 554 54.3 54.6 533 520 50.4 50.4 48.8 92
@6 52.3 527 51.6 50.8 49.7 50.0 489 48.2 471 471 45.6 6
100 48.1 48.4 47.3 46.6 45.5 45.8 44.7 44.0 429 43.5 425 100
104 44.2 446 435 427 41.6 41.9 40.8 40.1 320 39.7 38.6 104
108 40.6 41.0 399 391 380 383 372 36.5 354 36.1 350 108
112 37.2 376 36.5 358 347 35.0 3392 331 321 327 316 112
116 341 345 334 327 3.6 319 308 300 289 296 285 116
120 312 316 30.5 29.7 28.7 289 279 271 260 267 256 120
124 284 288 27.7 270 259 262 251 24.4 233 24.0 229 124
128 25.2 24.5 234 287 226 21.8 208 21.4 20.3 128
132 220 21.0 213 20.2 19.4 18.4 19.0 18.0 132
136 12.0 17.9 17.2 161 168 157 136
140 15.8 15.0 14.0 14.6 13.6 140
144 2lepled 126 1ES 144
148 9.6 148
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750 Tans Liting Capacity

SCCT500A Crawler Crane
100 I

Combination of Working Conditions

HJFJDB_7 Boom Combination

HJFJDB_7 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m 6m 12m

114 & - 1 -

17 & 1 1 -

120 & - “ -

123 & 1 2 -

126* 7 - 1 -

1254 7 1 1 -

132% 7 - 2 -

135* 7 1 2 -

qef:f 7 - 1 1 ——
141+ 7 1 1 .
144* 7 - 2

147* 7 1 2 1

150* 7 - 1 2

53% 7 1 1 2

156* 7 - 2 2

159* 7 1 2 2

162* 7 - 1 3

165* 7 1 1 3

Note: Boom base, 6m tapered section, 12m jib insert and jib top are must.
For combinations from 12ém~165m, the mid-suspension cable is must,
otherwise, the boom may break.

HJFJDB_7(114~165m+12m)
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750 Tans Lifting Capacity

SCCT5004 Crawler Crane I 101

Combination of Working Conditions

Working Radius of HJFJDB_7 Configuration
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750 Tans Liting Capacity

SCCT500A Crawler Crane
102 I

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_7 Configuration

SCC7500A-HJFJDB_7 configuration 1/3

Boom length: 114m~165m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R‘?ii)“ 114 | 117 | 120 | 123 | 126 | 129 | 132 | 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 | 162 | 165 Rf{:)“s
17 | 168 | 167 | 17
18 167 166 | 165 163 163 161 18
19 167 166 | 165 163 | 163 160 159 152 | 145 | 138 19
20 167 166 | 164 162 162 160 158 152 | 145 | 138 | 132 | 125 | 120 | 113 20
22 166 | 165 164 | 163 | 162 157 154 152 | 145 | 139 | 132 | 125 | 120 | 113 | 108 102 | 963 | 911 22
24 165 164 163 162 159 153 150 152 146 139 132 125 119 113 107 102 | 958 | 205 24
26 164 163 163 161 | 154 148 145 152 | 145 | 138 | 132 | 124 | 118 | 112 | 107 | 101 | 95.1 | 200 26
28 164 | 163 162 160 151 145 142 152 145 | 138 | 131 124 | 118 | 112 | 106 | 100 | 944 | 894 28
30 162 | 162 161 160 | 147 140 138 150 | 144 | 137 130 | 123 | 117 111 105 | 99.7 | 938 | 88.7 30
32 158 | 159 | 160 159 142 137 134 147 142 136 | 129 | 122 | 116 | 110 | 105 | 99.0 | 93.0 | 881 32
34 153 | 154 | 155 | 157 | 138 133 131 143 137 (1385 128 | 122 | 116 | 109 | 104 | 98.3 | 92.2 | 875 34
36 148 | 150 | 151 152 134 129 126 140 | 136 | 132 128 | 121 115 | 109 | 103 | 97.7 | 915 | 858 36
38 144 | 146 | 147 148 | 132 126 123 137 132 130 | 126 | 120 | 114 | 108 | 103 | 97.0 | 90.7 | 86.2 38
40 141 142 | 143 | 145 | 128 | 122 119 133 129 | 126 | 123 119 | 113 | 107 102 | 96.3 | 900 | 855 40
44 134 | 135 | 137 137 | 121 116 13 126 | 123 120 | 117 118 112 106 | 100 | 949 | 883 | 842 44
48 127 128 | 130 | 131 115 | 110 107 121 117 110 | 108 113 110 | 105 | 99.0 | 935 | 86.6 | 828 48
Gt 121 123 | 123 | 121 | 109 | 105 101 112 110 108 106 | 103 102 | 999 | 975 | 92.1 | 849 | 814 52
56 116 | 116 | 114 | 111 104 | 99.7 | 971 103 101 995 | 9746 | 953 | 939 | 91.7 | 89.9 | 87.7 | 83.2 | 801 56
60 111 107 105 | 103 | 997 | 955 | 923 | 955 (942 | 919 | 901 | 879 | 856 | 844 | B27 | 806 | 80.0 | 780 &0
64 106 106 | 104 | 102 | 946 | 915 | B8B83 | 8B4 | 873 | 852 | 835 | 875 | 801 | 780 | 764 | 743 | 738 | 718 64
68 100 | 99.2 | 97.6 | 95.6 | 913 | 875 | 844 | 823 (812 (791 | 775 | 814 | 801 | 781 | 765 | 687 | &8.2 | 643 48
72 926 | 914 | 908 | 891 | BB.0 | B44 | B15 | B25 | V56 | 736 | 721 | 758 | 7446 | V246 | 711 | 6971 | 68T | 66T 72
76 85.3 | 84.1 | 834 | 822 | 819 | 803 | 785 | 77.0 | 760 | 741 | 671 | 706 | 696 | 677 | 662 | 643 | 639 | 620 76
80 787 | 775 | 768 | 756 | 753 | 741 | 734 | 720 | 711 | 692 | 678 | 660 | 650 | 631 | 61.7 | 59.8 | 595 | 577 80
84 727 | 711.5 | 70.8 | 69.6 | 693 | 681 | 674 | 662 | 660 | 647 | 634 | 61.6 | 60.7 | 589 | 575 | 557 | 555 | 537 84
88 67.3 | 561 | 654 | 642 | 639 | 627 | 620 | 608 | 606 | 593 | 5846 | 574 | 567 | 550 | 53.7 | 52.0 | 51.7 | 500 88
92 624 | 61.2 | 605 | 593 I 59.0 | 57.7 | 57.0 | 558 | 556 | 544 | 53.7 | 525 | 522 | 51.0 | 501 | 484 | 482 | 466 97
96 578 | 566 | 55.9 | 547 | 544 | 532 | 525 | 51.3 | 51.1 | 49.9 | 49.1 | 479 | 477 | 465 | 457 | 445 | 45.0 | 434 96
100 53T | 525 U518 | 5d | 503 | 49.0 | 484 | 471 | 469 | 457 | 45.0 | 438 | 435 | 423 | 416 | 404 | 408 | 396 100
104 498 | 486 | 479 | 467 | 464 | 452 | 445 | 433 | 431 | 419 | 411 | 399 | 397 | 385 | 377 | 365 | 370 | 358 104
108 450 | 444 | 432 | 429 | 416 | 410 | 39.7 | 395 [ 383 | 3756 | 364 | 361 | 349 | 342 | 330 | 334 | 322 108
112 411 | 399 | 396 | 383 | 377 | 364 | 362 | 350 | 343 | 331 | 328 | 31.6 | 309 | 29.7 | 301 | 290 112
116 | 365|353 | 346 | 332 | 332 | 319 | 312 | 300 | 298 | 285 | 27.8 | 266 | 271 | 259 116
120 317 | 305 | 303 | 291 | 284 | 271 | 269 | 257 | 249 | 23.7 | 242 | 230 120
124 | 278 | 276 | 254 | 257 | 245 | 242 | 230 | 223 | 211 | 215 | 203 124
128 239 | 232 | 219 | 217 | 205 | 198 | 1846 | 19.0 | 17.8 128
132 | bl B s el e ) B s ) s e B ] 56 e 132
136 17.1 | 159 | 152 | 140 | 144 | 133 134
140 | 13.1 | 112 | 123 | 112 140
144 29 | 104 | 9.2 144
148 | 73 | 148
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Unit: t

750 Tans Lifting Capacity

SCC75004 Crawler Crane I 103

Combination of Working Conditions

Load Chart of HIFJDB_7 Configuration

SCC7500A-HJFJDB_7 configuration 2/3

Boom length: 114m~165m, Jib length: 12m, Boom to jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
R?:f)“s 114 | 117 | 120 | 123 | 126 | 129 | 132 | 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 | 162 | 165 R*;i‘)“s
18 | 166 | 161 [ | | 18
19 | 163 | 161 | 156 | 155 | 152 | 147 19
20 | 161 | 158 | 154 | 154 | 152 | 146 | 143 | 145 | 140 | 132 | | 20
22 | 157 | 156 | 154 | 154 | 152 | 144 | 139 | 145 | 140 | 132 | 125 | 123 | 118 | 113 | 107 | 102 | 984 [ 911 | 22
24 | 151 | 152 | 153 | 153 | 151 [ 144 | 136 | 145 | 140 | 132 | 125 | 123 | 118 | 112 | 107 | 102 | 960 | 905 | 24
26 | 147 | 148 | 149 | 149 | 148 | 142 | 136 | 142 | 139 | 132 | 125 | 123 | 118 | 112 | 107 | 101 | 954 | 901 | 26
28 | 143 | 144 | 145 | 146 | 144 ‘ 139 | 1356 | 140 | 136 | 132 | 125 | 123 | 118 | 112 | 106 | 100 | 94.8 | 895 | 28
30 | 140 | 140 | 141 | 142 | 140 | 136 | 133 | 136 | 133 | 131 | 125 | 123 | 117 | 111 | 106 | 998 | 942 [ 889 | 30
32 | 138 | 131 | 132 | 135 | 137 | 128 | 129 | 133 | 130 | 128 | 125 | 122 | 116 | 110 | 105 | 99.2 | 935 | 883 | 32
34 | 133 [ 127 | 128 | 131 | 134 | 122 | 127 | 129 | 128 | 125 | 122 | 122 | 116 | 110 | 104 | 986 | 928 | 87.8 | 34
36 | 126 | 124 | 125 | 126 | 128 [ 120 | 123 | 127 | 125 | 123 | 119 | 121 | 115 | 109 | 104 | 980 | 922 | 87.1 | 36
38 120 | 121 | 122 | 123 [ 122 [ 117 [ 121 | 124 | 122 | 120 | 117 | 120 | 114 | 108 | 103 | 974 | 914 | 865 | 38
4 | 117 | 119 | 119 | 120 | 118 [ 114 | 111 | 121 | 120 | 118 | 115 | 120 | 114 | 108 | 102 | 967 | 906 | 859 | 40
44 | 112 | 113 | 115 | 115 | 113 | 109 | 106 | 116 | 115 | 112 | 109 | 118 | 112 | 107 | 101 | 955 | 891 | 846 | 44
48 | 108 | 109 | 109 | 110 | 108 [ 104 | 101 | 111 | 110 | 107 | 105 | 113 | 111 | 105 | 99.7 | 94.2 | 876 | 834 | 48
52 | 103 | 104 | 105 | 106 | 104 | 99.1 | 963 | 108 | 106 | 103 | 100 | 103 | 102 | 100 | 983 | 928 | 856 | 821 | 52
56 | 989 | 100 | 101 | 102 | 988 ‘ 950 | 920 | 103 | 101 | 985 | 96.2 | 955 | 941 | 919 | 90.1 | 880 | 822 | 808 | 56
60 | 957 | 962 | 976 | 985 | 951 | 911 | 881 | 957 | 94.3 | 921 | 903 | 88.1 | 868 | 847 | 830 | 809 | 787 [ 782 | &0
64 | 915 | 930 | 943 | 956 | 91.0 [ 872 | 850 | 88.7 | 87.5 | 853 | 837 | 816 | 803 | 78.2 | 766 | 746 | 740 | 721 | 64
68 | 833|900 | 914 | 919 | 879 | 842 | 81.3 | 825 | 813 | 79.3 | 77.7 | 816 | 803 | 783 | 70.9 | 69.0 | 685 | 666 | 68
72 | 863 | 870 | 884 | 89.0 | 848 [ 812 | 784 | 824 | 758 | 73.8 | 723 | 760 | 748 | 728 | 713 | 69.4 | 689 | 61.6 | 72
76 | 833|843 839|827 818|783 | 760|772 | 762|743 | 673|709 | 698 | 679 | 664 | 645 | 641 | 623 | 76
80 | 791|779 | 772 | 760 | 757 | 745 | 737 | 722 | 713 | 89.4 | 88.0 | 6.2 | 45.2 | 633 | 41.9 | 601 | 59.7 | 57.9 | 80
84 | 731 | 719 | 712 | 700 | 697 | 485 | 47.8 | 666 | 664 | 649 | 636 | 618 | 609 | 59.1 | 57.8 | 560 | 557 | 539 | 84
88 | 676 | 664 | 658 | 646 | 643 [ 631 | 624 | 1.2 | 41.0 | 59.8 | 59.1 | 57.9 | 56.9 | 552 | 539 | 52.2 | 520 | 50.3 | 88
92 | 626 | 615 | 608 | 596 | 593 | 581 | 574 | 562 | 56.0 | 54.8 | 54.1 | 529 | 526 | 515 | 503 | 487 | 485 | 468 | 92
9% | 581 | 569 | 562 | 550 | 54.8 ‘ 535 | 529 | 51.6 | 51.4 | 50.2 | 49.5 | 48.3 | 481 | 469 | 462 | 450 | 452 | 436 | 9%
100 | 53.9 | 52.7 | 520 | 50.9 | 50.6 | 49.3 | 48.7 | 47.4 | 47.3 | 46.1 | 453 | 441 | 439 | 427 | 420 | 408 | 41.3 | 401 | 100
104 | 500 | 48.8 | 48.2 | 47.0 | 467 | 455 | 448 | 436 | 434 | 422 | 415 | 403 | 400 | 38.8 | 381 | 369 | 374 | 362 | 104
108 452 | 446 | 434 | 431 | 419 | 412 | 400 | 39.8 | 386 | 37.9 | 367 | 365 | 353 | 345 | 333 | 338 | 326 | 108
112 412 | 401 | 398 | 386 | 379 | 367 | 365 | 353 | 346 | 334 | 331 | 319 | 31.2 | 300 | 305 | 29.3 | 112
116 367 | 355 | 348 | 33.6 | 334 | 322 | 315 | 303 | 300 | 288 | 281 | 269 | 274 | 262 | 114
120 | 325 | 319 | 30.7 | 305 | 29.3 | 28.4 | 27.4 | 27.1 | 260 | 252 | 240 | 245 | 233 | 120
124 280 | 27.8 | 26.6 | 259 | 247 | 24.4 | 233 | 225 | 213 | 218 | 206 | 124
128 [ 240 | 233 | 221 |21.9 207 | 200 | 188 | 19.3 | 181 | 128
132 : 210 | 198 | 195 | 183 | 17.6 | 164 | 169 | 157 | 132
136 ‘ [ 173 [ 161 | 154 | 142 | 147 | 135 | 136
140 ' 132 | 121 | 125 | 114 | 140
144 | | 100 | 105 | 94 | 144
148 75 | 148
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750 Tans Liting Capacity

SCCT500A Crawler Crane
104 I

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_7 Configuration

SCC7500A-HJFJDB_7 configuration 3/3

Boom length: 114m~165m, Jib length: 12m, Boom to jib angle: 20°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t

R‘?ii}“ 114 | 117 | 120 | 123 | 126 | 129 | 132 | 135 | 138 | 141 | 144 | 147 | 150 | 153 | 156 | 159 | 162 | 165 R?g:}“s
19 | 126 | 127 ] 127 19
20 | 125 | 124 | 125 | 126 | 126 | 125 20
22 | 121 | 122 \ 122 | 122 | 123 | 122 | 122 | 123 | 123 | 123 | 122 | 122 | 116 | 111 22

24 "8 [ 119 [ 119 | N9 | M9 [ 119 | 119 | 120 | 120 | 120 | 120 | 127 | 116 | 111 | 105 | 100 | 958 | 90.2 24
26 15 | 116 ‘ M7 | 117 | 116 | 116 | 116 | 117 | 118 | 117 | 117 | 119 | 115 | 110 | 105 | 100 | 95.3 | 89.8 26
28 13 | 114 M3 | 114 | 114 | 114 [ 114 | 115 | 116 | 115 | 115 | 117 | 115 | 110 | 105 | 100 | 94.7 | 893 28
30 10 | 111 ‘ 1M1 | 112 | 112 | 11 112 | 112 | 113 | 113 | 113 | 114 | 115 | 111 | 105 | 9956 | 94.2 | 888 30
32 107 | 109 | 108 | 110 | 109 | 108 | 109 | 110 | 111 M 111 112 | 112 | 110 | 105 | 99.1 | 93.6 | 883 32
34 105 | 106 ‘ 107 | 107 | 107 | 107 ( 107 | 108 | 108 | 109 | 108 | 110 | 110 | 110 | 104 | 985 | 930 | 8§78 34
36 103 | 103 104 | 105 | 104 | 104 | 105 | 106 | 106 | 107 | 1046 | 108 | 108 | 108 | 104 | 980 | 923 | 8§7.2 36
38 100 | 102 ‘ 102 | 103 | 102 | 102 | 103 | 104 | 104 | 105 | 104 | 106 | 106 | 106 | 103 | 975 | 918 | 866 38
40 8.9 | 99.3 | 100 | 101 100 | 997 | 100 | 102 | 102 | 103 | 102 | 104 | 105 | 104 | 102 | 969 | 91.1 | 861 40
44 Q4.7 | 95.3 ‘ 965 | 97.1 | 964 | 959 | 97.3 | 983 | 984 | 984 | 99.0 | 101 | 101 | 101 | 101 | 95.7 | 887 | 849 44
48 Mty | 222 926 | 942 | 929 | 929 | 935 | 948 | 949 | 951 | 957 | 975 | 974 | 976 | 974 | 945 | 849 | 837 48
52 88.5 | 893 ‘ 897 | 906 | 895 | 901 | 905 | 921 | 922 | 924 | 924 | 938 | 944 | 947 | 951 | 933 | 816 | 825 52
56 855 | 863 | 868 | 879 | 864 | 87.1 | 876 | 885 | 888 | 89.1 | 89.8 | 91.5 | 915 | 91.8 | 90.3 | 882 | 783 | 81.3
50 825 | 834 l 840 | 851 | 843 | B42 | 844 | B59 | 852 | 854 | 872 | 883 | 870 | 849 | 832 | B1.1 | 755 | 785
64 796 | 805 | 814 | 823 | 814 | 813 | 818 | 832 | 843 | 845 | 838 | 817 | 805 | 784 | 768 | 748 | 727 | 723
68 T T TR ‘ 796 | 802 | 793 | 793 | 7846 | 813 | 815 | 795 [ 779 | 817 | 805 | 785 | 71.1 | 69.2 | 487 | 668
72 753 | 761 768 | 779 | 773 | 773 | 763 | 770 | 760 | 740 | 725 | 762 | 750 | 73.0 | 715 | 69.6 | 637 | 618
76 734 | 743 ‘ 750 | 762 | 753 [ 753 [ 735 | 769 | 764 | &90 | 675 | 71.1 | 700 | 48.1 | &6.6 | 647 | 643 | 625
80 711 | 724 | 733 | 739 | 734 | 734 | 716 | 724 | N5 | 696 | 682 | 664 | 654 | 635 | 621 | 403 | 600 | 582
84 69.5 | 70.7 ‘ 715 | 704 | 701 | 689 | 68.2 | 670 | 649 | 651 | 638 | 62.0 | 611 | 59.3 | 580 | 56.2 | 559 | 54.2
88 67.9 | 66.7 661 | 649 | 646 | 634 | 628 | 616 | 614 | 802 | 595 | 58.0 | 571 | 554 | 54.1 | 524 | 522 | 505
92 629 | 617 ‘ 61.1 | 599 | 5946 | 584 | 57.7 | 565 | 564 | 552 | 545 | 533 | 531 | 51.8 | 505 | 489 | 487 | 470 92
96 583 | 57.1 | 565 | 553 | 550 | 538 | 532 | 520 | 51.8 | 506 | 499 | 487 | 485 | 473 | 466 | 454 | 454 | 438 96
100 541 | 529 ‘ 523 | 511 | 508 | 4946 | 489 | 477 | 476 | 464 | 457 | 445 | 442 | 431 | 424 | 412 | 416 | 405 100
104 502 | 490 | 484 | 47.2 | 469 | 457 | 450 | 438 | 437 | 425 | 418 | 406 | 404 | 39.2 | 385 | 373 | 378 | 366 104
108 | 465 | 454 ‘ 447 | 43.6 | 433 | 421 | 414 | 402 | 401 | 389 | 382 | 37.0 | 368 | 35.6 | 34.9 | 337 | 341 | 330 108

8 28I BLEH

12 1414 | 402 | 399 | 387 | 381 | 369 | 367 | 355 | 348 | 336 | 334 | 322 | 315 | 303 | 308 | 296 | 112
116 | 368 | 356 | 350 | 338 | 336 | 324 | 317 | 305 | 303 | 201 | 284 | 272 | 277 | 265 | 118
120 327 | 320 | 308 | 307 | 295 | 288 | 276 | 274 | 262 | 255 | 243 | 248 | 236 | 120
124 ‘ 281 | 270 | 267 | 261 | 249 | 246 | 235 | 228 | 216 | 221 | 209 | 124
128 242 | 235 | 223 | 221 | 209 | 202 | 190 | 195 | 183 | 128
132 ‘ 211 | 199 | 197 | 185 | 17.8 | 166 | 171 | 159 | 132
136 174 | 162 | 155 | 144 | 128 | 137 | 136
140 j 141 | 134 | 122 [ 127 | 115 | 140
144 | 102 | 107 | 95 | 144
148 | 7.6 | 148
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750 Tans Lifting Capacity

SCC75004 Crawler Crane I 105

Combination of Working Conditions

HJFJDB_9 Boom Combination

HJFJDB_9 Boom Combination

Boom  Power boom Boom insert
length(m) 12m 3m 6m 12m

1825 8 0 0 0

135% 8 1 0 0

138+ 8 0 1 0

141 8 1 1 0

144~ o 0 0 0

147* 9 1 0 0

150 9 0 1 0 Fixed jib

12m

153* 9 1 1 0

156* 9 0 0] 1

5P 4 1 0 1

162* 9 0 1 1

165% 9 1 1 1

Note: Boom base, ém tapered section, 12m jib insert and jib top are must.
For combinations marked with ***, the mid-suspension cable is must,
otherwise, the boom may break.

HJFJDB_9(132~165m+12m)

Quality Changes the World [l



750 Tans Liting Capacity

106 I SCC7500A Crawler Crane

Combination of Working Conditions

Working Radius of HIFJDB_9 Configuration

(w) wBray Bunyn

W Qua ity Changes the World

0 5 10 15 20 25 30 35 40 45 50 55 40 65 70 75 80 B85 90 95
HJFJDB_%(132~165m+12m)

100 105 110 115 120 125 130 135
Radius (m)

185
180
175
170
165
160
155
150
145
140
135
130
125
120
115
110
105
100
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20
85
80
75
70
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&0
55
50
45
40
35
30
25
20
15
10



Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 107

Combination of Working Conditions

Load Chart of HIFJDB_9 Configuration

SCC7500A-HJFJDB_9 configuration 1/3

Boom length: 132m~165m, Jib length: 12m, Boom to jib angle: 10°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Radis | +q39 135 138 141 144 147 150 153 156 159 162 1¢5 | Redius
{m) | (rm)
20 140 155 148 141 135 130 124 118 l 20
23 159 156 148 141 135 129 124 118 13 108 103 99.2 22
24 158 156 148 142 135 130 124 118 13 108 102 | 7.7 24
26 157 154 148 141 135 130 124 118 13 107 1102 | 973 26
28 153 151 147 140 135 130 124 118 13 107 101 | 957 28
30 149 144 143 140 135 130 124 117 12 106 1M | 951 a0
32 146 143 140 137 135 129 123 117 11 105 100 | 94.5 3z
34 141 139 136 134 134 128 122 114 11 105 92.4 4.0 34
34 138 135 133 131 134 128 122 115 10 104 987 I 933 34
38 134 132 129 128 130 127 121 115 109 104 98.2 927 a8
40 131 128 126 124 128 126 120 114 109 103 iy | 221 40
44 124 122 119 117 121 125 17 112 107 101 246.2 90.7 A4
48 118 116 114 112 116 113 111 109 106 100 4.8 | 895 48
52 112 110 108 106 106 103 102 997 Q8.3 6.0 3.4 Be.2 52
54 106 103 1M Q9.4 Q79 @55 3.7 1.4 Q0.1 879 862 l B4.0 54
&0 98.2 95.8 941 Q1.8 Q0.4 881 86.4 84.2 83.0 80.8 792 | 770 &0
&4 7.6 88.9 872 85.0 B37 81.5 79.9 77.8 T6.6 74.5 729 | 709 &d
&8 90.9 B8.7 871 850 778 75.4 74.1 720 709 &89 67 .4 654 &8
72 B4.9 828 813 79.2 78.0 760 &8.8 668 658 463.8 62.3 | &0.4 72
74 793 773 759 739 729 709 &9.4 &7.4 bb.4 59.2 57.8 559 7t
B0 738 72.3 71.0 &9.1 68.1 66.2 &4.8 62.9 61.9 &0.0 58.6 | 51.7 80
B4 &7.8 bbb 659 646 637 61.8 &0.5 58.6 57.8 559 546 | 528 84
B8 624 411 &0.5 59.2 589 57.4 54.5 54.7 539 521 509 | 491 88
92 57.5 5462 555 54.2 54.0 527 520 507 50.4 48.6 474 1 4546 92
Q6 Ljedie) 51.7 51.0 49.7 495 48.2 47.5 46.2 46.0 44.8 44.0 | 42.4 96
100 48.8 475 46.8 456 453 44.0 433 42.0 419 40.6 EA 384 100
104 44.9 437 430 41.7 415 40.2 395 382 380 387 3560 | 348 104
108 41.4 401 394 382 379 36.6 35.9 346 34.5 332 325 312 108
112 381 358 361 349 3446 333 3246 31.3 N2 299 292 | 279 112
116 35.0 337 334 31.8 31.5 30.2 29.6 283 281 26.8 261 | 249 116
120 321 309 302 289 287 27.4 26.7 254 25.2 240 233 | 220 120
124 282 27.5 26.2 260 247 24.0 227 224 213 206 19.3 124
128 23.7 235 222 215 202 201 18.8 18.1 | 168 128
132 19.8 19.1 17.9 17.7 1464 157 14.4 132
136 16.9 156 15.5 14.2 135 | 12.2 136
140 13.4 121 11.4 I 101 140
144 10.1 94 | 81 144
148 6.3 148
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750 Tans Liting Capacity

108 I SCC7500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_9 Configuration

SCC7500A-HJFJDB_9 configuration 2/3

Boom length: 132m~165m, Jib length: 12m, Boom to jib angle: 15°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Raciis | oqgn 135 138 141 144 147 150 153 156 159 162 1g5, | Redius
{m) | (m)
20 152 150 146 138 I 20
22 149 144 144 138 131 128 122 117 112 106 101 Q8.0 22
24 146 143 140 138 131 128 123 117 112 107 102 I 98.0 24
26 143 140 138 135 131 128 123 117 112 107 102 Q8.0 26
28 139 138 134 133 131 128 123 117 112 107 101 | 970 28
30 134 134 13 130 13 128 123 17 112 106 1M . 953 30
32 133 13 128 127 129 128 123 117 112 106 100 I 94.7 32
34 129 128 126 123 126 126 123 11é 111 105 /97 94.2 34
34 126 125 123 121 123 122 122 1164 110 104 991 l 937 34
38 123 122 120 118 121 121 121 115 110 104 985 . 931 38
40 121 120 117 116 119 121 121 114 109 103 98.0 | 924 40
44 114 114 112 111 114 114 115 113 108 102 Q6.7 1.3 44
48 111 109 107 105 109 104 1 109 107 101 954 | 901 48
52 107 104 102 101 104 104 102 999 985 96.2 94.2 Ba.a 52
54 102 999 974 941 98.0 957 939 91.46 904 881 865 I 84.3 54
&0 97.4 95.5 93.6 Q2.0 Q0.6 88.3 86.6 84.4 832 81.1 94 | 773 &0
&4 934 821 874 852 839 818 80.1 78.0 7469 74.8 732 | 7.2 &4
68 0.2 88.5 Bo6.8 79.2 78.0 759 743 722 71.2 691 a7 .6 656 &8
72 85.0 83.0 B15 79.4 782 762 49.0 &7.0 660 &4.1 624 | &0.7 72
74 795 775 761 74.1 731 711 &9.6 676 614 594 58.0 561 76
B0 74.3 725 71.2 &9.3 68.3 664 &5.0 63.1 62.2 603 539 l 520 80
B4 &8.3 &67.0 &6.3 &4.8 4639 620 &0.7 58.9 58.0 56.2 549 530 84
88 4£2.8 615 &0.9 59.6 59.4 58.0 548 55.0 54.2 524 511 | 493 88
92 578 6.6 559 54.7 544 531 525 5.2 50.4 48.9 476 | 459 92
96 53.3 520 51.4 50.1 499 48.6 47.9 46.6 46.5 45.2 44.4 I 427 Q6
100 49.1 478 47.2 459 457 44.4 437 42.4 423 41.0 40.3 3?1 100
104 452 44.0 433 420 418 405 398 384 384 37 364 l 382 104
108 41.6 40.4 397 385 38.2 349 383 350 348 336 329 3é 108
112 383 371 364 351 349 334 329 N7 35 a0z 295 | 283 112
1164 35.2 34.0 333 320 31.8 305 29.8 28.6 28.4 271 265 | 252 116
120 323 3 304 29.2 289 276 270 257 255 243 236 I 223 120
124 283 77 26.4 26.2 249 243 230 228 216 209 19.6 124
128 239 237 224 217 204 203 19.0 183 I 171 128
132 213 200 19.3 181 17.9 1466 159 14.7 132
1346 17.1 15.8 18.7 14.4 137 | 12.4 136
140 135 123 1.6 103 140
144 103 96 | 83 144
148 &.4 148
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 109

Combination of Working Conditions

Load Chart of HIFJDB_9 Configuration

SCC7500A-HJFJDB_9 configuration 3/3

Boom length: 132m~165m, Jib length: 12m, Boom to jib angle: 20°, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Radis | +q39 135 138 141 144 147 150 153 156 159 162 1¢5 | Redius
{m) | (rm)
22 123 123 123 123 123 124 120 115 | 22
24 120 120 120 120 121 122 121 115 110 105 99.7 95.4 24
26 118 117 117 117 118 120 120 115 10 105 9.9 | ?5.5 26
28 115 115 115 115 116 117 117 114 110 105 101 | 954 28
30 113 112 113 113 114 115 115 115 111 105 101 | 951 a0
32 110 110 11 111 111 113 113 113 11 106 100 Q4.4 3z
34 107 108 108 109 109 11 111 110 110 105 7.6 | 94.2 34
34 105 106 106 106 107 109 109 109 109 104 9.1 937 34
38 104 104 104 104 105 107 107 107 107 104 98.4 l 931 38
40 102 102 102 102 103 105 105 105 105 103 981 Q2.4 40
44 o973 977 98.3 Q8.6 9.6 10 101 102 102 102 269 | G155 44
48 93.9 94.7 4.6 95.0 26.3 8.0 98.3 28.3 98.2 98.3 25.8 90.3 48
52 90.9 91.8 91.8 92.2 29 943 4.6 95.3 5.3 95.6 4.5 | 892 52
54 BR.O 889 BB.9 89.4 20.3 1.9 923 1.8 0.6 884 847 B4.& 5é
&0 85.0 8460 B&6A 865 878 885 858 84.6 834 81.3 797 | 774 &0
&4 829 831 EERY 84.4 841 819 80.3 78.2 771 75.0 734 | 714 &4
&8 B0 81.0 811 79.4 78.2 761 74.5 725 71.4 69.4 &79 | 459 &8
72 783 790 790 79.6 78.4 707 693 &67.3 663 64.3 629 609 12
74 763 769 763 743 733 713 £9.8 679 616 59.7 58.3 | 5&.4 76
B0 746 727 714 495 48.5 bbb &5.2 63.3 62,4 &0.5 541 523 80
B4 &8.7 &7.4 668 &5.0 &54.1 62.3 &0.9 5%.1 58.2 56.4 55.1 | 533 84
&8 63.2 619 61.3 &0.0 59.8 58.2 57.0 552 54.4 526 51.3 | 496 a8
92 58.2 549 56.3 55.0 548 535 529 51.5 50.8 491 47 8 | 461 92
94 536 523 E1.7 504 50.2 48.9 483 47.0 4469 45.4 A4 429 Qb
100 49.4 481 47.5 46.2 46.0 44.7 44.1 42.8 42.6 41.4 40.7 | 395 100
104 455 44.2 434 423 421 40.8 40.2 389 388 375 36.8 354 104
108 41.9 40.6 40.0 387 385 7.2 366 353 351 339 332 | 320 108
112 385 373 344 354 351 339 33.2 320 318 305 299 | 284 112
114 354 341 335 323 320 308 301 288 287 274 267 | 255 1146
120 325 3.2 30.6 29.3 291 27.8 2T 259 258 24.5 238 22.6 120
124 285 278 266 264 251 245 23.2 230 218 211 | 19.9 124
128 24.0 238 224 219 206 205 19.2 18.6 17.3 128
132 214 201 19.5 182 181 14.8 162 | 14.9 132
136 17.2 16.0 15.8 14.6 139 12.6 136
140 138 137 12.4 11.8 | 10.5 140
144 10.4 Q7 85 144
148 |66 148
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750 Tans Liting Capacity

SCCT500A Crawler Crane
110 I

Combination of Working Conditions

HJFJDB _SY3 Boom Combination

HJFJDB_SY3 Boom Combination

Boom Power boom Boom insert
length(m) 12m 3m ém 12m

144+ 5 0 1 6

147# 5 1 1 6

150% 5 0 2 6

153* 5 1 2 4 | Fixedjib
156% 6 0 1 6 12m
159+ 6 1 1 6

162% 6 0 2 6

165% 7 1 6

Note: Super power boom combination must includes: lower and upper
transition section of super power boom , boom base, 6m tapered section, 12m
jib insert and jib top.

For combinations marked with "*", the mid-suspension cable is must,
otherwise, the boom may break.

B Quality Changes the World
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SCCT5004A Crawler Crane
750 Tans Lifting Capacity I 111

Combination of Working Conditions

(w) yBray Buyn

Working Radius of HIFJDB_SY3 Configuration
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750 Tans Liting Capacity

SCCT500A Crawler Crane
12 I

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_SY3 Configuration

SCC7500A Crawler Crane Load Chart - HIJFJDB_SY3 1/3

Boom length 126~165m, Jib length 12m, Offset angle 10°, Superlift radius 21m, Superlift counterweight Ot~360t,
Rear counterweight 210t, Carbody counterweight 70t
Ra{‘i';'s 126 | 129 | 132 | 135 | 138 | 141 144 | 147 | 150 | 153 | 156 | 159 | 162 | 165 R"(fr:;‘s
17 171 | 17 [ 17
18 171 171 170 168 167 161 18
19 171 171 169 168 167 I 161 157 149 143 136 19
20 171 170 170 167 164 160 157 150 143 136 132 125 119 20
22 171 168 165 162 160 | 157 158 150 143 136 131 125 119 116 22
24 165 163 160 158 155 152 157 149 142 135 131 124 119 113 24
26 161 158 155 153 150 | 148 156 145 137 134 130 124 118 113 26
28 157 153 145 145 144 140 155 142 133 133 129 123 117 112 28
30 152 144 139 137 135 | 133 146 139 132 130 125 118 116 ifi s | 30
32 140 138 135 133 131 129 145 138 131 126 121 115 113 110 32
34 136 133 131 129 127 | 125 144 137 130 124 121 115 109 110 34
36 132 130 127 125 123 122 142 136 130 123 120 114 108 109 36
38 128 126 123 121 120 | 118 137 134 129 122 119 113 107 108 38
40 124 122 120 119 1164 115 129 126 124 121 118 112 107 108 40
a4 118 115 113 112 110 | 109 17 114 112 109 107 105 103 100 44
48 112 109 108 106 104 103 106 104 101 993 97.6 95.0 930 90.9 48
52 106 104 102 101 99.5 | 98.1 97.8 951 931 90.5 88.9 864 845 825 5
56 101 99.8 97.6 968 95.1 93.8 100 98.1 89.0 Bb.6 81.4 79.0 77.1 75 56
&0 971 e 93.0 9723 90.7 | 89.6 931 20.6 88.6 862 84.7 758 740 T2 60
=23 928 91.4 89.4 88.4 87.3 86.3 86.3 839 820 79.7 78.2 759 741 72.2 64
68 89.3 87.8 85.9 84.9 83.6 | 81.7 80.2 i) 76.1 738 725 70.2 68.5 b66.6 68
72 R ] 84.6 829 820 80.8 76.0 74.7 724 707 68.5 67.2 65.0 63.4 &1.6 72
76 831 81.7 80.0 789 754 I 733 Jii) 67.4 658 637 62.4 60.3 58.7 57.0 76
80 80.7 79.2 776 765 752 74.5 733 652 63.6 61.6 580 56.0 54.4 528 80
84 783 764 751 732 LT I 69.7 68.6 66.6 65.1 57.3 56.2 54.2 a7 489 84
88 738 715 703 68.4 67.1 65.2 64.2 62.3 60.8 589 57.8 50.3 48.9 47 4 88
92 68.2 67.2 66.6 64.0 62.8 | 61.0 60.0 58.2 56.8 55.0 54.0 52.0 50.6 438 92
96 631 62.0 615 60.4 57.9 57.0 56.1 54.3 531 51.3 503 48.5 47.1 45.6 96
100 58.3 57.3 56.8 55.7 55.1 | 54.1 52.4 50.7 49.5 47.8 46.9 45.1 438 42.4 100
104 53¢ 52.9 52.4 513 50.8 49.7 495 48.4 461 44.4 43.6 419 40.7 39.3 104
108 499 48.8 483 473 467 | 457 455 44 .4 438 427 40.5 388 87 364 108
112 461 45.0 445 435 429 41.9 a41.7 40.6 40.0 389 387 376 34.8 336 112
116 425 415 410 399 394 | 38.4 38.2 371 365 354 35.2 34.0 334 BT 116
120 392 382 BT 36.6 361 351 349 338 332 32.1 J1:9 308 30.2 29.4 120
124 350 345 335 330 | 32.0 318 307 301 290 288 277 234 26.3 124
128 316 30.6 301 29.0 28.9 278 272 261 25.9 24.8 24.2 234 128
132 27.3 | 26.3 26.1 25.0 24.5 234 23.2 221 215 207 132
136 237 235 224 21.9 20.8 20.6 195 18.9 182 136
140 | 20.0 194 18.4 18.2 171 16.5 157 140
144 16.0 158 14.7 14.2 134 144
148 | 13.6 125 12.0 T e 148
152 29 2.1 152
156 | 7.4 156
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 113

Combination of Working Conditions

Load Chart of HJFJDB_SY3 Configuration

SCC7500A Crawler Crane Load Chart - HIFJDB SY3 2/3

Boom length 126~165m, Jib length 12m, Offset angle 15°, Superlift radius 21m, Superlift counterweight 0t~360t,
Rear counterweight 210t, Carbody counterweight 70t
R‘ﬁ'fs 126 | 129 | 132 | 135 | 138 | 141 144 | 147 | 150 | 153 | 156 | 159 | 162 | 165 R?i')”s
18 162 | 159 | | 18
19 160 | 158 | 155 | 152 150 | 148 19
20 158 | 155 | 152 | 151 148 | 145 152 | 147 | 142 | 128 | 20
22 154 | 152 | 149 | 146 145 142 152 | 148 | 142 | 128 | 129 | 124 | 118 | 115 22
24 150 | 148 | 145 | 143 140 | 139 | 152 | 148 | 142 | 128 | 130 | 124 | 118 | 113 24
26 146 | 144 | a1 139 137 135 | 151 148 | 141 126 | 129 | 123 | 118 | 112 2
28 142 | 140 | 138 | 135 133 | 132 | 148 | 145 | 140 | 128 | 129 | 123 | 117 | 112 28
30 139 | 137 134 | 122 131 128 | 145 | 143 | 140 | 128 | 129 | 122 | 116 | 1M 30
32 135 | 133 | 130 | 129 127 | 126 | 141 140 | 137 128 | 128 | 122 | 116 | 110 32
34 132 | 130 | 127 | 126 | 124 122 | 138 | 137 | 135 | 128 | 127 | 121 115 | 110 34
36 129 | 127 125 | 123 | 121 | 120 | 135 | 135 | 132 | 128 | 126 | 120 | 114 | 109 36
38 125 | 124 | 122 | 119 | 118 116 | 132 | 131 129 | 127 126 | 119 | 113 | 108 38
40 122 | 120 | 18 | 116 | 114 | 113 129 | 126 | 124 | 121 19 | 117 | 113 | 108 40
44 M6 | 14 | 112 | 111 109 107 117 114 | 112 | 109 | 107 | 105 | 103 | 101 44
48 111 109 | 107 | 105 | 103 | 103 106 | 104 | 102 | 94 | 977 | 952 | 932 | 911 48
52 106 | 103 | 102 | 100 | 992 | 980 | 978 | 952 | 931 | 904 | 890 | 86 | 847 | 827 52
56 107 100 | 979 | 964 | 948 | 937 | 100 | 911 | 81 | 867 | 815 | 791 | 773 | 753 56
40 972 | 957 | 941 | 927 | 913 | 903 | 931 | 907 | 887 | 863 | 782 | 759 | 742 | 723 60
64 934 | 920 | 905 | 892 | 878 | 89 | 8.4 | 840 | 821 | 798 | 784 | 761 | 743 | 663 b4
68 901 | 888 | 870 | 858 | 841 | 818 | 803 | 780 | 762 | 740 | 726 | 704 | 87 | 668 48
72 870 | 857 | 840 | 827 | 810 | 761 | 748 | 726 | 709 | 687 | 674 | 652 | 635 | 618 72
76 @44 | 827 | 811 | 803 | 756 | 735 | 722 | 676 | 660 | 638 | 626 | 605 | 589 | 57.2 76
80 819 | 807 | 787 | 780 | 764 | 747 | 674 | 653 | 638 | 617 | 582 | 561 | 546 | 529 80
84 784 | 766 | 752 | 733 | 719 | 699 | 688 | 667 | 594 | 575 | 564 | 544 | 529 | 490 84
88 741 | 717 | 704 | 686 | 673 | 654 | 643 | 624 | 610 | 590 | 580 | 505 | 49.1 | 475 a8
92 685 | 675 | 659 | 642 | 629 | #11 | 602 | 583 | 570 | 551 | 541 | 522 | 508 | 440 92
9% 633 | 623 | 618 | 607 | 588 | 57.1 | 563 | 545 | 532 | 514 | s05 | 486 | 473 | 458 %
100 585 | 575 | 570 | 560 | 554 | 544 | 525 | 509 | 497 | 479 | 471 | 453 | 440 | 426 100
104 541 | 531 | 526 | 516 | 510 | 500 | 498 | 487 | 463 | 446 | 438 | 421 | 408 | 395 104
108 500 | 49.0 | 485 | 475 | 469 | 459 | 457 | 446 | 440 | 430 | 407 | 390 | 379 | 365 108
112 462 | 452 | 447 | 437 | 431 | 421 | 419 | 408 | 402 | 392 | 389 | 378 | 350 | 337 112
116 426 | 416 | 411 | 401 | 396 | 385 | 383 | 373 | 367 | 356 | 354 | 343 | 337 | 310 116
120 393 | 383 | 378 | 368 | 362 | 352 | 350 | 340 | 334 | 323 | 321 | 310 | 304 | 296 120
124 351 | 346 | 336 | 331 | 321 | 319 | 308 | 303 | 292 290 | 279 | 2713 | 266 124
128 317 | 307 | 302 | 292 | 290 | 279 | 274 | 263 | 261 | 250 | 244 | 236 128
132 274 | 264 | 262 | 251 | 246 | 235 | 233 | 222 | 216 | 209 132
136 | 237 | 236 | 225 | 220 | 209 | 207 | 196 | 190 | 183 136
140 200 | 195 | 185 | 183 | 172 | 166 | 159 140
144 | 171 | 161 | 159 | 148 | 143 | 135 | 144
148 137 | 126 | 120 | 113 148
152 | | 99 | 92 152
156 7.2 156
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750 Tans Liting Capacity

SCCT500A Crawler Crane
114 I

Combination of Working Conditions

Unit: t

Load Chart of HJFJDB_SY3 Configuration

SCC7500A Crawler Crane Load Chart - HIJFJDB_SY3 3/3

Boom length 126~165m, Jib length 12m, Offset angle 20°, Superlift radius 21m, Superlift counterweight 360t,
Rear counterweight 210t, Carbody counterweight 70t
Ra{‘i';'s 124 129 132 135 138 141 144 147 150 153 156 159 162 165 R"(fr:;‘s
19 120 | 120 [ | 19
20 119 118 118 117 118 117 20
22 115 116 115 115 115 | 115 117 17 116 116 112 110 | 105 113 22
24 112 112 113 112 113 112 115 114 114 114 115 110 | 105 112 24
26 110 110 110 110 110 | 110 112 112 112 112 113 110 | 105 112 26
28 107 108 107 107 108 108 109 110 110 110 112 109 105 111 28
30 105 105 105 105 105 | 105 107 108 107 108 110 109 | 104 111 30
32 102 103 102 103 103 103 105 106 106 105 108 107 104 110 32
34 101 100 101 101 101 | 101 103 103 104 104 106 106 | 103 109 34
3 984 | 983 | 989 | 99.1 991 | 993 101 101 102 102 104 104 | 103 109 36
38 98 | 968 | 974 | 976 | 976 | 978 | 998 100 100 100 102 102 | 102 108 38
40 941 | 951 950 | 951 | 952 | 956 | 978 | 985 | 984 | 983 101 100 | 100 108 40
44 908 | 910 | 917 | 920 | 922 | 918 | 945 | 945 | 951 | 951 | 977 | 974 | 980 | 10 44
48 875 | 877 | 885 | 888 | 890 | 880 | 912 | 920 | 919 | 920 | 943 | 945 | 933 | 91.3 48
52 842 | 853 | 853 | 857 | 851 | 842 | 886 | 887 | 887 | 889 | 891 | 87 | 848 | 828 52
56 818 | 821 | 829 | 825 | 821 809 | 860 | 81 | 8.2 | 864 | 816 | 793 | 774 | 755 56
40 795 | 797 | 797 | 803 | 788 | 777 | 833 | 836 | 837 | 839 | 784 | 761 | 743 | 725 &0
64 771 | 774 | 775 | 772 | 761 751 | 808 | 811 | 812 | 799 | 785 | 762 | 744 | 665 64
68 749 | 752 | 752 | 743 | 733 | 726 | 783 | 781 | 763 | 741 | 727 | 705 | 688 | 67.0 68
72 726 | 729 | 730 | 721 71.1 702 | 749 | 727 | 710 | 688 | 675 | 653 | 637 | 619 72
76 705 | 712 | 709 | 700 | 690 | 681 | 723 | 677 | 661 | 640 | 627 | 606 | 590 | 57.3 76
80 692 | 495 | 689 | 680 | 470 | 662 | &75 | 655 | 639 | 619 | 583 | 563 | 548 | 531 80
84 672 | 679 | 672 | 663 | 651 | 645 | 689 | 669 | 596 | 576 | 565 | 545 | 531 | 492 84
88 661 | 662 | 656 | 647 | 438 | 626 | 845 | 625 | 811 592 | 526 | 507 | 493 | 477 88
92 642 | 651 | 644 | 635 | 620 | 613 | 603 | 585 | 57.1 553 | 543 | 523 | 457 | 442 92
96 63.1 625 | 620 | 610 | 589 | 573 | 564 | 546 | 534 | 516 | 506 | 488 | 475 | 460 9%
100 587 | 577 | 572 | 562 | 557 | 546 | 527 | 510 | 498 | 481 | 472 | 454 | 441 | 427 100
104 543 | 533 | 528 | 518 | 512 | 502 | 500 | 489 | 464 | 447 | 439 | 422 | 410 | 396 104
108 501 | 491 | 486 | 476 | 471 | 461 | 459 | 448 | 443 | 415 | 408 | 392 | 380 | 367 108
112 463 | 453 | 448 | 438 | 433 | 423 | 421 | 410 | 404 | 394 | 392 | 362 | 351 339 112
114 27 | M7 | 412 | 402 | 397 | 387 | 385 | 374 | 369 | 358 | 356 | 345 | 339 | 312 116
120 393 | 383 | 379 | 369 | 363 | 353 | 352 | 341 335 | 325 | 323 | 312 | 306 | 299 120
124 35.1 sag7 | 337 a3z | 322 | 320 | 310 | 304 | 294 | 292 | 281 | 275 | 267 124
128 317 | 307 | 302 | 292 | 291 | 280 | 275 | 264 | 262 | 251 | 245 | 238 128
132 27.4 | 264 | 263 | 252 | 247 | 236 | 234 | 223 | 218 | 210 132
136 238 | 236 | 226 | 221 210 | 208 | 197 | 192 | 184 136
140 | 201 | 195 | 185 | 183 | 173 | 167 | 160 | 140
144 17.2 | 161 160 | 149 | 143 | 136 144
148 | 137 | 127 | 121 | 114 | 148
152 105 | 100 93 152
156 | | 72 156
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750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 115

Combination of Working Conditions

LJ Boom Combination

LJ Boom Combination

Boom Boom insert Jib insert
length(m) 12m 6m 12m
24 - - -
30 - 1 -
36 1 - -
42 1 1 c
48 1 2 -
54 1 1 1
60 1 2 1
66 1 1 2
72 1 2 2
78 1 1 3
84 1 2 3
90~ 1 1 4
96* 1 2 4

Note: Boom combination is the same as H configuration.

For jib combination: Jib base, 6m tapered section and jib top are must.
For combinations marked with ***, the mid-suspension cable is must,
otherwise, the boom may break.

LJ(66m+66m/60m+96m)
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750 Tans Liting Capacity

116 I SCC7500A Crawler Crane

Combination of Working Conditions

Working Radius of LJ Configuration

W Qua ity Changes the World

(w) wyBray Buny
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 1157

Combination of Working Conditions

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 1/7

Boom length: 30m, Boom to jib angle: 85°, Jib length: 24m~96m, Rear counterweight: 210t, Carbody counterweight: 70t
Ra{:}“s 24 30 36 42 48 54 60 | b6 72 78 84 90 9% . R?{‘T’:j“‘“‘
13 270 | RS
14 250 240 —
15 233 224 | | 15
16 219 210 202 16
17 206 198 190 | | 17
18 194 187 180 173 18
19 183 177 171 164 159 | | 19
20 174 168 162 156 151 20
22 158 152 | 147 42 | 137 | 133 | 128 | |2
24 144 139 134 130 125 122 118 114 [ 24
26 131 128 124 119 15 112 108 | 105 102 | 26
28 119 119 114 110 107 104 100 975 | 943 | 917 | 885 | 28
30 109 106 102 99.1 9.2 93 | 9046 | 875 | 851 82.1 79.8 | 30
32 998 | 989 | 956 | 924 897 | 867 844 | 815 | 792 | 764 742 | 715 32
34 919 | 913 | 895 | 864 839 81 | 789 | 761 74 713 | 692 | 666 | 34
36 84.7 835 | 811 787 76 739 | 713 | 693 | 667 647 | 622 | 3%
38 78.7 776 | 763 74 714 | 695 | 669 65 625 | 606 | 58.2 | 38
40 724 | 714 697 | 672 654 | 629 | 611 58.7 569 | 545 | 40
44 635 | 626 | 619 | 599 | 582 | 559 54.2 52 503 | 481 | a4
48 553 547 | 536 52.2 50 484 | 463 447 | 426 48
52 486 | 476 | 47 449 | 434 | 414 | 399 | 378 | 52
56 433 | 424 | M9 | 405 39.1 37.1 357 | 337 56
60 379 | w5 | %4 | 33 | 34 | 2 | 01 | e
64 336 | 326 319 | 301 287 | 268 4
68 | 02 | 292 286 | 271 2538 24 | 48
72 26.1 256 | 245 22 | 214 | 72
74 | 29 | 218 | 208 19 | 76
80 204 19.4 186 | 169 | 80
84 | 17.2 16.6 15 | 84
98 14.6 132 | =88
92 | 127 | 16 | 92
9 0 | 9
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750 Tans Liting Capacity

'1 18 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 2/7

Boom length: 36m, Boom to jib angle: 85°, Jib length: 2dm~%6m, Rear counterweight: 210t, Carbody counterweight: 70t
Ractug | 5y 30 36 42 48 54 60 66 72 78 84 90 gs | PacE
{m) (m)
13 257 | 13
14 239 14
15 223 214 | 5
16 209 20 194 16
17 197 190 183 | 17
18 186 179 173 166 18
19 176 170 164 158 | 12
20 168 162 156 150 145 20
22 152 147 142 137 132 128 | 22
24 139 134 130 125 121 117 M3 | 110 24
26 128 124 120 115 il 108 105 | 102 98.2 26
28 118 115 111 107 103 100 967 | 941 90.9 883 28
30 107 103 99.2 95.8 93 89.9 | 875 84.4 82 791 768 30
32 99.3 96.2 92.6 89.4 86.8 83.8 81.5 78.7 764 73.6 714 68.7 32
34 91.5 90.2 86.7 83.7 81.2 784 | 762 735 71.4 68.7 66.6 64 34
36 84.2 814 785 76.2 735 715 688 66.8 64.3 623 59.8 36
38 78.3 767 g 717 69 | &7.1 64.6 62.7 60.2 58.3 559 38
40 73 72 69.7 67.6 &5 63.2 60.8 58.9 56.6 54.7 52.4 40
A4 63.1 62.2 &0.4 58 | 56.3 54 523 50.1 48.4 456.2 44
48 54.9 54.3 521 50.5 48.3 46.7 44.6 43 40.9 48
52 48.3 47 | 455 43.4 419 39.8 383 363 52
56 43 421 41.2 391 377 357 342 323 56
40 37.6 | 372 354 34 32 30.6 287 &0
&4 33.4 321 30.7 28.8 27.5 256
68 | 299 28.9 278 26 24.6 228 68
72 259 25.2 234 221 20.3 72
76 | 227 i | 19.8 18 76
80 20.2 18.9 17.7 16 80
84 | 17 15.8 14.1 84
88 | 141 123 88
%2 | 125 | 108 | 9
96 2.3 9
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 119

Combination of Working Conditions

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 3/7

Boom length: 42m, Boom to jib angle: 85°, Jib length: 24m~96m, Rear counterweight: 210t, Carbody counterweight: 70t
R | g 30 36 42 48 54 60 66 72 78 84 90 gs, | Peuie
{m) | (m)
14 | 228 |
15 213 205 15
16 200 193 | 16
17 189 182 175 17
18 179 172 166 | 18
19 169 163 158 152 19
20 161 155 150 144 139 | 20
22 147 142 137 131 127 123 22
24 134 130 125 121 116 113 109 | 24
26 124 120 115 m 107 104 101 ore 94.5 [ 26
28 115 111 107 103 9.5 96.5 23.2 90.7 87.5 849 I 28
30 103 99.6 958 225 89.8 867 84.3 81.3 789 76 | 30
32 96.7 931 89.5 86.4 83.8 80.8 78.6 Fhl 735 70.8 68.6 I 32
34 90.9 87.3 838 80.9 78.4 75.6 735 70.8 687 66.1 &4 &1.4 34
36 822 78.8 759 73.6 70.9 68.9 663 64.3 61.8 59.8 57.3 | 36
38 715 74.2 71.5 69.3 b6.7 64.8 623 460.4 579 56 536 | 38
40 F2h 701 &67.4 65.3 62.8 61 58.6 56.7 54.4 52.5 50.2 | 40
44 62.6 60.4 58.4 56 54.4 52 50.4 481 46.4 44.2 A4
48 54.4 H2.5 50.3 48.7 46.5 44.9 42.8 41.2 351 | 48
52 483 47.5 45.3 43.9 41.8 40.3 38.2 87 34.7 52
56 42.7 41.1 397 37.6 362 34.2 327 308 | 56
60 37.3 36 34 326 30.7 293 27.4 50
b4 333 27 308 2l 27.6 262 24.3 | &4
68 296 279 26.6 24.8 23.4 21.6 &8
72 254 241 22.3 21 19:2 | 72
76 218 20 187 17 76
80 197 i 167 15 | 80
84 16.1 14.8 131 | 84
88 131 11.4 | 88
G2 11.6 99 92
6 8.5 | b
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750 Tans Liting Capacity

'1 20 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 4/7

Boom length: 48m, Boom to jib angle: 85°, Jib length: 2dm~%6m, Rear counterweight: 210t, Carbody counterweight: 70t
Rﬁ;‘s 24 30 36 42 48 54 60 66 72 78 84 90 96 R":fr':)“s

14 217 14
15 204 15
16 192 185 16
17 181 174 17
18 171 165 159 18
19 163 157 151 146 19
20 155 149 144 139 20
22 141 136 131 126 122 118 22
24 130 125 121 116 112 109 105 24
26 120 116 m 107 103 100 96.9 94.1 26
28 111 107 103 99.4 758 93 89.8 87.2 84.1 816 28
30 99.9 96.3 925 89.3 86.6 835 81.2 782 758 73 30
A 935 S0 86.5 834 80.8 77.9 75.7 729 70.7 6719 658 32
34 87.9 84.5 81 781 757 729 70.8 468.1 66.1 63.4 61.4 58.8 34
36 795 762 734 71.1 68.4 b66.4 638 619 59.3 57.4 54.9 36
38 75 71.8 69.1 66.9 64.3 62.4 599 58 55.6 537 51.3 38
40 71 678 65.2 63.1 60.6 58.8 563 54.5 52.2 50.4 48 40
44 60.9 58.4 56.4 54 52.4 501 48.4 462 44.5 42.3 44
48 52.6 50.7 48.5 46.9 447 432 41 39.4 378 48
52 47.7 45.9 43.7 42.3 40.1 38.6 36.6 351 33 52
56 41.7 39.6 38.2 36.1 347 327 313 2.3 56
&0 359 34.6 326 31.2 293 279 26 60
&4 328 34 255 282 263 249 23

&8 286 267 25.4 23.6 22.2 20.4 &8
72 242 23 21.1 19.8 18 T
76 22 20.7 18.9 177 159 76
80 18.7 16.9 157 139 80
84 15.1 139 T2 84
88 12.2 10.5 88
92 10.7 9 92
6 7.6 96
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 121

Combination of Working Conditions

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 5/7

Boom length: 54m, Boom to jib angle: 85°, Jib length: 24m~96m, Rear counterweight: 210t, Carbody counterweight: 70t
Racidy 24 30 36 42 48 54 60 b6 72 78 84 90 9% Rzl
{m) , | (m)
15 194 | Lo
16 183 [ 16
17 173 167 | | 17
18 164 158 152 18
19 156 151 145 | | 19
20 149 143 138 133 20
22 136 131 126 121 17 | | 22
24 125 120 116 112 108 104 101 24
26 115 111 107 103 995 | 964 93 | 90.3 | 2
28 107 103 996 | 957 | 923 | 894 | 862 | 837 | 806 | 28
30 100 %4 | 928 | 89.1 859 | 833 | 802 | 779 | 749 | 727 | 698 | 30
32 903 | 89 | 833 | 803 | 778 | 749 | 727 | 899 | &77 65 62.9 [ 32
34 848 | 815 | 781 752 | 728 | 704 | 68 653 | 633 | 607 | 586 | 561 | 34
36 80.1 76.7 735 | 707 684 | 657 | 638 | 612 | 593 | 567 548 | 523 | 36
38 724 | 692 | 665 | 644 | 618 | 60 575 | 556 | 532 | 513 | 489 | 38
40 685 | 654 | 628 | 607 | 582 | 565 54 523 | 499 | 481 458 | 40
44 58.7 562 | 543 | 519 | 503 48 463 | 441 424 | 402 | 44
48 507 | 488 | 466 | 451 429 | 413 | 92 | 376 | 355 | 48
52 46 44.1 42 | 405 | 384 | 369 | 349 | 334 | 33 | 52
56 40.1 8 366 | 346 | 331 311 27 | 227 56
60 345 | 33.1 31.1 298 | 278 | 264 | 245 | &0
64 314 | 301 28.1 268 | 249 | 235 | 217 64
68 | 274 | 254 | 221 | 23 | 2 191 | e
72 23 21.8 199 | 186 | 168 72
76 | 20.8 196 | 17.8 165 | 147 | 76
80 176 | 158 | 146 | 128 80
84 | 1 | 128 | 11 | s
88 125 | 112 | 95 | 88
92 | 9.8 8.1 | 92
9 '. 67 | 9%
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750 Tans Liting Capacity

'1 22 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 6/7

Boom length: 60m, Boom to jib angle: 85°, Jib length: 2dm~%6m, Rear counterweight: 210t, Carbody counterweight: 70t
Ractug | 5y 30 36 42 48 54 60 66 72 78 84 90 gs | PacE
{m) (m)
15 185 | 15
16 175 16
17 166 159 | 17
18 157 151 18
19 149 144 139 | 19
20 142 137 132 127 20
22 130 126 121 116 112 | 22
24 120 116 m 107 103 100 24
26 1 107 103 99 95.4 G2.4 89 | 86.4 26
28 103 99.4 95.8 N9 88.6 85.8 826 | 8041 77.1 28
30 96.3 92.8 89.3 85.7 825 799 769 | 746 77 69.4 30
32 869 836 80.1 771 74.6 718 | &894 66.8 64.7 62 32
34 81.7 785 751 72.3 692.9 67.2 | 65.2 625 &60.5 57.9 55.8 533 34
36 771 739 707 67.9 65.7 63 &61.1 58.5 56.6 541 52.2 4.7 36
38 69.8 66.6 64 61.8 523 | 575 54.9 531 50.7 48.8 46.4 38
40 &b 62.9 60.4 58.3 55.8 54.1 51.7 499 475 457 43.4 40
44 56.5 541 52.1 49.8 | 48.2 45.9 44.2 42 40.3 38.1 44
48 511 48.7 46.9 44.6 431 40.9 39.4 372 356 335 48
52 441 424 40.2 | 388 36.7 35.2 33.1 36 29.6 52
56 384 363 35 329 315 295 28 261 56
&0 329 | 36 29.6 283 26.3 249 23 60
&4 299 287 26.7 254 235 221 202 b4
48 | 26 241 228 209 19.6 17.8 &8
72 217 20.5 18.7 17.4 15.6 72
76 | 19.6 18.4 16.6 15.3 135 76
80 16.5 14.7 135 11.7 80
84 | 13 | 118 | 10 84
88 11.4 10.2 85 88
92 | 8.8 Zil 92
96 57 96
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 123

Combination of Working Conditions

Load Chart of LJ Configuration

SCC7500A-LJ Configuration 7/7

Boom length: 66m, Boom to jib angle: 85°, Jib length: 2dm~é6m, Rear counterweight: 210t, Carbody counterweight: 70t
Ra{:}“s 24 30 36 42 48 54 60 66 R?{‘T’:)“‘“‘
16 167 16
17 158 g
18 150 145 18
19 143 138 133 19
20 137 132 127 20
22 125 121 116 112 108 22
24 115 111 107 103 99 95.8 24
26 107 103 99.1 95.1 Nné 88.6 853 26
28 993 o957 922 88.4 85.1 823 791 768 28
30 928 89.4 86 82.4 793 767 T 71.5 30
32 83.8 80.6 771 741 7 68.8 6.7 32
34 788 757 723 695 &67.2 64.4 625 34
36 743 .2 68 653 63.1 605 58.6 36
38 67.3 &4.1 615 59.4 56.8 55 38
40 63.6 0.6 58.1 56 53.6 51.8 40
44 54.4 52 501 47.7 46.1 A4
48 49.2 46.8 45 42.8 41.3 48
52 42.4 40.6 385 371 52
56 368 348 334 56
60 335 35 30.2 &40
64 286 27.3 &4
68 247 58
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750 Tans Liting Capacity

SCCT500A Crawler Crane
124 I

Combination of Working Conditions

LJDB Boom Combination

LJDB Boom Combination

Baomn Boom insert Jib insert
length(m) 12m 6m 12m
24 - - -
30 - 1 -
36 1 - -
42 1 1 5
48 1 2 E
54 1 1 1
40 1 2 1
b6 1 1 2
72 1 2 2
78 1 1 3
84 1 2 3
90* 1 1 4
96> 1 2 4

MNote: Boom combination is the same as H configuration.

For jib combination: Jib base, 6m tapered section and jib top are must.
For combinations marked with **", the mid-suspension cable is must,
otherwise, the boom may break.

LJDB(42~96m+24~96m)

B Quality Changes the World



750 Tans Lifting Capacity

SCCT5004 Crawler Crane
_1—5a rawler Crar I 125

Combination of Working Conditions

Working Radius of LIDB Configuration

(w) 1yBiey Buny

0 5 10 15 20 25 30 35 40 45 50 55 &0 &5 70 75 B0 85 90 95 100 105 110 115
LIDB(42~96m+24~%6m) Radius (m)
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750 Tans Liting Capacity

'1 26 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 1/10

Boom length: 42m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
BER | oy 30 3 a2 a8 54 60 66 72 78 84 90 gy | BAchs
{m) | {m)
14 350 | 14
16 350 350 16
18 330 330 292 | 18
20 an 32 283 260 20
22 306 303 273 245 210 | 22
24 267 273 258 235 205 24
26 226 243 240 227 200 173 | 26
28 189 218 218 215 195 168 146 28
30 191 199 200 188 162 144 | 124 106 30
32 165 180 181 180 157 142 123 105 88.2 32
34 141 165 166 166 151 141 | 121 104 86.2 755 34
36 155 153 152 145 138 19 103 85.1 74.2 63.3 36
38 143 142 141 136 135 | T 102 83.8 733 62.1 51.2 38
40 126 133 131 131 129 115 1m 827 721 61.4 50.1 40
44 115 116 s 12 | 108 99.2 81.6 709 60.2 48.6 44
48 101 103 100 97.7 95.8 78.5 69.5 59.5 47.2 48
52 85.2 91.1 90.5 | 88.2 90.3 TT2 65.8 56.9 45.1 52
56 783 804 | 784 78.8 734 64.7 55.5 438 56
60 70.8 | 734 T1:5 69.2 63.4 Bilkd 419 60
64 599 | 653 64.7 633 56.8 45.6 38.0 64
68 | 56.7 60.4 57.6 52.2 411 B 68
72 51.9 528 46.9 37.2 291 72
76 | 48.3 431 323 254 76
80 421 392 292 222 80
84 | 32 | 264 | 192 | 84
a8 235 16.7 88
92 | 212 14.1 92
96 1.4 96
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 197

Combination of Working Conditions

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 2/10

Boom length: 48m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Radis | sag 30 36 a2 48 54 60 66 72 78 84 %0 gs. | Basiss
{m) | (m)
14 350 | 14
16 350 | 320 | 16
18 322 310 265 | 18
20 320 300 261 227 20
22 310 287 253 223 | a7
24 265 272 2446 217 190 24
264 225 245 240 212 186 163 | 26
28 190 215 223 207 182 158 137 28
30 190 205 199 177 155 136 117 | 30
32 165 187 185 171 147 134 116 99.3 831 32
34 140 172 171 165 144 133 114 98.2 823 713 | 34
36 160 158 155 139 131 112 5.9 81.1 70.4 60.1 36
38 145 146 145 133 129 110 95.1 80.1 691 59.4 49 .4 | 38
40 125 136 135 130 124 108 933 779 &7.8 58.1 48.4 . 40
a4 115 118 114 115 105 208 765 &7.2 56.9 472 | 44
48 103 105 105 101 895 75.2 &65.5 55.4 452 48
52 B25 1.3 20.9 20.2 852 729 &4.1 54.1 A44.3 I 52
54 799 824 811 778 708 &0.8 527 421 54
60 728 74.8 7 69.1 59.7 51.6 41.4 | 60
b4 601 659 &5.5 65.2 58.1 463 38.2 &4
68 58.2 &0.3 59.6 51.4 422 332 | &8
72 546 5h.2 47.2 373 301 72
76 40.9 49.6 42.5 328 26.1 | 76
80 397 39.1 291 22.4 B0
84 M7 | 258 | 196 | 8
88 237 17.0 B8
92 211 145 | 92
9% 123 | 9
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750 Tans Liting Capacity

'1 28 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 3/10

Boom length: 54m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
B | oy | 3 a2 | a8 54 €0 66 | 72 78 84 o | o5 | PSS
{m) (m)
16 350 16
18 323 290 265 18
20 305 280 255 213 20
22 288 265 240 210 190 22
24 273 253 231 205 180 24
26 238 241 223 200 177 155 133 26
28 200 223 215 s 173 151 13 12 28
30 163 196 206 170 168 146 129 111 95.4 30
32 172 195 183 163 142 128 110 94.5 79.6 32
34 147 183 175 159 138 125 108 93.3 785 68.1 59.4 34
36 123 166 165 153 133 124 107 219 179 67.2 58.5 48.2 36
38 152 156 148 130 122 105 90.7 771 66.3 57.2 471 38
40 132 145 141 125 19 102 89.6 763 65.2 56.1 46.3 40
44 120 124 116 116 99.1 87.1 75.2 64.1 55.3 451 44
48 106 106 108 953 85.3 734 63.2 539 44.2 48
52 853 95.5 95.9 90.8 80.6 713 62.1 52.3 42.5 52
56 80.8 84.7 85.1 79.2 69.2 60.4 511 41.2 56
&0 731 75.7 74.1 665 58.3 50.4 39.8 60
64 62.5 &67.6 67.5 65.2 550 47.0 381 64
68 58.2 60.6 60.2 53.1 42.3 339 68
72 54.8 54.3 48.2 38.1 295 72
76 45.9 45.7 43.4 34.0 26.5 76
80 425 295 30.2 23.2 80
a4 361 268 20.3 84
a8 326 24.3 17.5 88
92 213 14.4 92
96 12.3 96
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 129

Combination of Working Conditions

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 4/10

Boom length: 60m, Boom to jib angle: 857, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Reghis | sy 30 36 42 a8 | 54 40 66 72 78 8 | 90 gs | Pl
(m) | {m)
16 300 | 16
18 292 | 262 : 18
20 273 250 230 200 | 20
22 260 238 220 192 22
24 245 227 210 186 | 165 24
26 231 218 205 182 161 141 26
28 210 207 192 178 | 157 139 121 106 28
30 175 197 185 170 155 136 119 104 Q0.1 30
32 180 175 165 | 151 133 118 103 88.0 75.4 32
34 155 170 158 147 129 115 101 g7.4 74.2 64.2 34
36 130 160 153 | 141 126 114 98.8 86.2 TEeiE 63.3 54.2 452 36
38 150 148 138 121 112 97.5 85.1 722 62.2 52.8 44.4 38
40 138 138 | 132 17 110 961 84.4 A2 61.5 533 43.6 40
44 120 118 m 98.1 922 g82.2 68.9 60.4 52.4 421 44
48 96.2 | 104 102 88.5 891 78.8 67.8 58.7 51.6 414 48
52 | 905 80.4 78.9 84.8 76.5 66.5 57.1 50.5 40.3 52
56 | 789 70.3 775 734 654 554 48.5 385 56
60 | 63.2 69.1 &67.4 63.2 543 47.4 374 &0
&4 | 61.5 63.0 61.1 60.0 53.2 46.6 36.1 &4
68 56.4 56.1 54.3 514 41.9 34.6 &8
72 | 50.3 49.4 482 383 30.3 72
76 451 452 441 344 259 76
80 | 409 323 30.2 236 80
84 359 27.2 20.2 84
88 | 328 24.4 17.5 a8
92 21.8 15.2 92
96 | 427 96
100 10.6 100
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750 Tans Liting Capacity

'1 30 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 5/10

Boom length: 66m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
B | oy | 3 a2 | a8 54 €0 66 | 72 78 84 o | o5 | PSS
{m) (m)
16 270 16
18 261 235 18
20 250 230 208 20
22 235 215 199 180 22
24 21 206 190 173 150 24
26 210 200 185 169 147 130 26
28 200 188 175 161 143 128 112 28
30 182 178 168 155 140 124 110 98.6 85.4 30
32 171 161 149 136 122 108 95.2 832 721 32
34 160 153 140 132 120 107 93.1 821 70.8 61.3 34
36 135 146 138 128 17 106 923 79.8 9.5 60.5 511 36
38 138 132 124 114 104 90.2 78.2 68.4 59.2 50.6 42.4 38
40 129 126 12 =i 102 89.4 77.6 67.1 58.3 493 41.3 40
44 110 107 104 98.4 84.8 754 b66.6 57.1 48.2 40.2 44
48 94.8 94.3 921 89.3 82.2 732 &64.3 55.6 47.4 39.4 48
52 828 81.9 799 78.2 68.3 62.2 53.5 46.4 38.5 52
56 728 71.2 704 65.9 61.5 518 457 36.6 56
&0 65.1 63.8 62.5 61.5 593 50.6 44.6 354 60
64 ] 56.8 555 54.4 49.4 43.5 332 64
68 514 50.6 48.8 47.3 42.2 327 68
72 454 453 433 378 311 72
76 40.9 40.5 399 343 27.4 76
80 373 36.5 2312 23.6 80
a4 328 27.2 20.2 84
a8 29.7 24.5 181 88
92 219 15.3 92
96 12.6 96
100 10.5 100
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 131

Combination of Working Conditions

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 6/10

Boom length: 72m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
) 1 | o
Radis | sag 30 36 a2 48 54 60 66 72 78 84 %0 gs. | Basiss

{m) | (m)
18 235 | 210 |18
20 222 | 200 | 180 | 20
27 212 193 175 159 | 22
24 202 187 169 155 137 119 24
26 192 180 163 147 136 117 104 | 26
28 183 171 158 143 130 115 102 2.4 28
30 175 165 152 139 127 113 100 895 7946 | 30
32 155 145 135 122 110 994 88.4 775 &47.2 58.8 32
34 148 139 129 118 107 97.2 86.3 754 651 56.2 51.2 | 34
34 142 135 125 15 104 952 857 74.3 &4.3 553 489 438 34
38 128 121 111 1M 925 829 73.2 435 543 475 414 | 38
40 119 116 108 98.5 0.3 81.7 725 62.4 529 461 40.2 40
A4 102 98.8 934 855 78.5 701 613 52.1 454 388 | 44
A8 889 871 B5.2 822 756 &6.7 599 50.8 443 375 48
52 77.2 762 741 714 &34 585 49 4 432 354 | 52
56 &7.2 563 65.1 &1.4 54.5 48.8 421 343 54
&0 598 592 58.4 55.9 54.3 47.5 4.2 332 I &0
&4 524 519 50.7 498 45.4 40.4 324 &4
68 473 46.4 44.9 42.3 392 314 | 68
72 41.6 415 415 40.2 B2 302 72
76 381 37.2 363 382 273 | 76
80 343 3.2 35 241 8o
84 Nno 30.2 28.2 21.2 | B84
88 275 253 18.1 B8
92 25 | 151 | 92
96 13.4 Q6
100 1.3 | 100
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750 Tans Liting Capacity

'1 32 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 7/10

Boom length: 78m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
B | oy | 3 a2 | a8 54 €0 66 | 72 78 84 o | o5 | PSS
{m) (m)
18 205 18
20 193 173 151 20
22 185 165 148 131 22
24 176 159 143 129 115 24
26 169 153 138 125 113 103 90.5 26
28 162 147 133 121 110 100 87.9 78.5 28
30 156 142 129 118 106 Q7.5 85.5 764 69.5 30
32 153 136 124 114 103 Q4.8 85.3 75.2 66.3 &0.4 32
34 133 120 110 100 92.6 84.1 73.6 65.2 58.1 52.5 45.4 34
36 129 115 107 975 90.2 83.2 71.2 63.4 56.3 50.2 43.2 375 36
38 120 112 102 94.1 87.1 80.4 69.9 62.2 552 48.2 421 354 38
40 109 100 91.2 B84.2 787 68.7 60.5 54.1 47.3 41.3 342 40
A4 95.8 9312 854 81.3 76.2 65.1 59.6 53.6 453 40.5 341 44
48 821 789 758 721 63.2 58.5 51.2 442 391 341 48
52 69.8 69.1 616 60.5 56.2 491 421 383 33.2 52
56 621 60.2 57.3 534 47.5 41.2 36.2 32.2 56
60 55.2 54.1 53.2 50.2 443 389 25.5 314 60
&4 49.0 48.0 46.1 425 372 34.4 305 64
68 43.2 423 41.2 36.2 3iEs 292 68
72 393 38.5 371 354 305 28.1 72
76 34.2 338 327 28.3 27.2 76
80 3141 301 27.2 24.3 80
84 28.2 268 26.4 21.2 84
a8 247 24.3 18.5 88
03 222 16.0 92
96 201 13.3 96
100 1.4 100
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Unit: t

SCCT5004 Crawler Crane
750 Tans Lifting Capacity

Combination of Working Conditions

II 133

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 8/10

Boom length: 84m, Boom to jib angle: 85°, Jib length: 24m~%96m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Redius | .5y 30 36 42 48 54 60 66 72 78 84 90 gs | Radius
{m) | | (m)
18 190 | | 18
20 180 | 157 | 20
22 170 152 140 123 | | 22
24 162 147 138 121 110 24
26 155 142 133 117 106 958 | | 2
28 145 137 130 114 103 922 | 85 | 137 28
30 141 132 126 110 100 904 | 804 | 714 | 638 | 30
32 138 126 121 107 985 | 886 | 786 | 703 | &27 | 556 2
34 121 117 104 944 | 862 | 765 | 685 | 604 | 531 463 | 34
36 116 113 100 915 | 841 742 | 676 | 592 | 521 452 | 401 337 36
38 113 109 958 | 886 | 821 733 | &5 | 583 | 513 | 441 389 | 322 | 38
40 102 944 | 862 | 806 | 715 | 54 | 571 504 | 435 | 381 34 | 40
44 899 | 83 | 807 | 748 | 685 | 632 | 557 | 492 | 422 | 372 | 303 | 44
48 768 | 743 | 704 | 644 | 604 | 536 | 484 | M412 | 364 | 291 | 48
52 861 443 | 609 | 586 | 502 | 473 | 404 | 353 | 282 | 52
56 589 | 57.1 561 | 535 | 493 | 454 | 389 | 341 275 | s6
60 513 | 501 | 494 | 474 | 432 | 382 | 327 | 261 | 40
64 452 | 444 | 432 | 408 | 31 32 | 254 | 64
48 | 402 | 290 | 80 | 2354 | 305 | 253 | 8
72 358 | 351 35 | B3 | 294 | 244 | 72
76 | 322 | 311 | 203 | 22 | 235 | 76
80 287 | 277 26 | 222 80
84 | 258 | 247 | 243 | 214 | 84
88 23 | 218 18.6 88
92 | 201 | 160 | 92
9% 185 137 9%
100 | 115 | 100
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750 Tans Liting Capacity

'1 34 I SCCT500A Crawler Crane

Combination of Working Conditions

Unit: t

Load Chart of LIDB Configuration

SCC7500A-LJDB Configuration 9/10

Boom length: 20m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: 0t~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
B | oy | 3 a2 | a8 54 €0 66 | 72 78 84 o | o5 | PSS
{m) (m)
18 165 18
20 162 140 20
22 55 138 128 22
24 149 135 123 110 97.8 24
26 143 130 120 107 95.5 836 26
28 138 126 115 104 934 82.4 739 28
30 131 121 112 103 91.2 811 725 64.6 30
32 126 116 108 100 89.6 80.2 71.4 634 55.8 495 32
34 113 103 97.5 87.2 78.5 70.3 62.5 54.6 48.4 435 34
36 108 100 943 84.4 772 69.5 61.7 53.2 47.6 421 367 36
38 105 98.5 90.9 826 756 67.7 60.2 525 46.2 41.6 358 305 38
40 93.1 87.8 79.5 734 65.6 59.3 51.4 451 40.4 34.5 294 40
A4 81.9 792 754 701 62.3 57.8 50.2 44.2 395 332 28.2 44
48 70.2 67.7 65.2 60.1 55.2 49.4 434 386 324 27.3 48
52 60.5 57.8 56.2 524 47.6 411 372 3153 265 52
56 54.4 52.2 51.1 48.9 454 394 35.1 30.5 25.4 56
60 47.1 45.2 44.6 429 365 334 294 241 60
&4 41.4 40.3 320 35.2 314 28.2 241 64
68 368 357 354 332 302 27.6 232 68
72 331 323 3.2 29.2 265 22.4 72
76 29.1 283 27.2 254 22.4 76
80 254 24.4 232 21.3 80
84 233 226 21.4 20.2 84
a8 20.2 19.2 18.1 88
03 181 16.1 92
96 16.1 13.7 96
100 1.5 100
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Unit: t

750 Tans Lifting Capacity

SCC7S004 Crawler Crane I 135

Combination of Working Conditions

Load Chart of LIDB Configuration

SCC7500A-LIDB Configuration 10/10

Boom length: 96m, Boom to jib angle: 85°, Jib length: 24m~96m, Superlift radius: 21m, Superlift counterweight: Ot~360t,
Rear counterweight: 210t, Carbody counterweight: 70t
Redius | .5y 30 36 42 48 54 60 66 72 78 84 90 gs | Radius

{m) | | (m)
20 150 130 | | 20
22 140 125 110 [ 22
24 133 120 107 | 957 | | 2
2 129 115 105 | 932 | 856 | 734 2
28 122 110 100 | 914 | 833 | 726 | 647 | | 28
30 115 106 | 985 | 85 | 805 | 715 | 636 | 576 30
32 13 102 | 954 | 854 | 781 | 702 | 25 | 562 | 499 | 2
34 110 100 | 917 | 833 | 756 | 696 | 612 | 551 | 482 | 436 | 377 34
36 954 | 892 | 812 | 734 | 685 | 606 | 543 | 475 | 424 | 365 | 326 | 36
38 911 | 832 | 779 | 701 | 672 | 594 | 537 | 461 | 412 | 36 | 315 | 256 38
40 814 | 764 | 697 | 651 | 583 | 520 | 452 | 402 | 342 | 304 | 254 | 40
44 764 | 76 | 655 | 613 | 572 | 505 | 444 | 394 | 334 | 292 | 248 | 44
48 658 | 622 | 582 | 554 | 486 | 422 | 386 | 325 | 283 | 243 | 48
52 564 | 550 | 512 | 464 | 413 | 365 | 5 | 274 | 232 | =2
56 509 | 492 | 474 | 433 | 378 | 351 | 304 | 261 | 225 | 56

442 | 427 | 415 | 362 | 337 | 290 | 254 | 211 | &0
64 379 | 374 | 343 | 326 | 287 | 239 | 203 | 64
68 350 | 341 | 327 | 305 | 276 | 28 | 195 | &8
72 | 3in | 2 | 83 | 25 | 20 18.1 | =
T 270 | 261 | 243 | 212 | 173 | 76
80 | 239 | 237 | 21 | 203 | 162 | 80
84 218 | 202 | 191 15.4 84
88 | 181 | 178 | 147 | 88
92 162 | 132 92
9% | 150 | 126 | 9%
100 11.3 100
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A) SANY

Zhejiang SANY Equipment Co., Ltd.

SANY Industrial Park, No. 2087 Daishan Road, Wuxing District, Huzhou City,
Zhejiang Province, P. R. of China  Zip 313028

After-sales Service 400 887 8318

Consulting 400 887 7318

Agent information—

Due to updated technology, the technical parameters and configurations are subject 1o change
without prior notice. The machine in the picture may include additional equipment. This album
is for referance only, subject to the object.

All rights reserved for Sany, withaut the written permission of Sany, the contents of any part of
this content shall not be copied or copied for any purpose.

@ Printed in July 2021 in China

www.sany.com.cn
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